GRUNDY COUNTY

INCLUDED: [Significant feature(s) of bridge given in boldface]
[Field inventoried bridge indicated by asterisk]

Inv. No.

GRUNO1
GRUNO2

GRUNO3
GRUNO4
GRUNO5
*GRUNO6
GRUNO7
GRUNOS8
GRUNO9

GRUN10
GRUN11

GRUN12
GRUN13
GRUN14
*GRUN15
*GRUN16
GRUN17
GRUN18
*GRUN19
GRUN20
GRUN21
*GRUN22
GRUN23

GRUN24

MHTD

F1093R1
J 771

K 943

T 899

022001.9
042000.9
047000.2
051000.7
056000.2

058000.8
066001.5

070001.1
076001.7
079000.2
082001.2
083001.2
087002.5
089002.0
089003.0
097000.3
110000.8
113000.5
132001.0

140000.4

Bridge Name

Honey Creek Bridge
W. Medicine Creek Bridge 1-100°

1932
Trenton Viaduct 1-160°
1931
Weldon River Bridge 3-105’
1936
Woods Creek Bridge 1- 60’
c1910
Honey Creek Bridge 1-105
c1915
West Honey Creek Bridge 1- 40’
c1915
Honey Creek Bridge 1- 44
c1910
Honey Creek Bridge 1- 30
1911
Big No Creek Bridge
Big No Creek Bridge 1- 28
1913
Big No Creek Bridge 1- 22
1912
Medicine Creek Bridge 1-108’
c1910
Little No Creek Bridge 1- 28
1907
Medicine Creek Bridge 1-100°
c1890
Medicine Creek Bridge
Bridge
Medicine Creek Bridge
Bridge 1- 22
1915
Little No Creek Bridge 1- 3%
c1910
No Creek Bridge 1- 45
c1910
Honey Creek Bridge 1-120°
c1925
Muddy Creek Bridge 1-120°
1912

Old Weldon River Bridge

Description

(replaced)

riveted Warren pony truss

Ebbe Construction Company
riveted Pratt through truss
CRI&P Railroad

steel plate through girder
Bushman Construction Co.
pinned Pratt half-hip pony truss

pinned Pratt through truss
[llinois Steel Bridge Co. (prob.)
riveted Pratt half-hip pony truss

pinned Pratt half-hip pony truss

steel stringer

county work force
(replaced)

steel stringer

county work force

steel stringer

county work force

pinned Pratt through truss

steel stringer
county work force
pinned Pratt through truss

(replaced)

(replaced)

(replaced)

steel stringer

county work force
riveted lattice pony truss

pinned Pratt half-hip pony truss

2-angle Parker through truss
county work force (prob.)
riveted Pratt through truss
county work force

(replaced)



GRUNDY COUNTY

INCLUDED (cont.):

GRUN25
GRUN26
*GRUN27
*GRUN28
GRUN29
GRUN30
GRUN31
*GRUN32
GRUN33
*GRUN34
*GRUN35
GRUN36
GRUN37
*GRUN38

GRUN39
GRUN40

GRUN41
*GRUN42

GRUN43
GRUN44

GRUN45

GRUN46
GRUN47

161001.7
161002.0
167000.6
169003.4
179000.8
200000.4
201001.2
209000.3
235000.3
239001.2
251001.5
260000.2
273000.1
280000.1

282002.4
310000.6

320001.5
344000.2

347000.9
352000.1

357000.2

360002.8
372000.4

EXCLUDED:

Pratt pony truss

032002.0 080001.7

Warren pony truss
007000.7 023000.8 027000.9 034002.1

379000.5

Grand River Bridge
Thompson River Bridge
Sugar Creek Bridge
Furnace Creek Bridge
Old Raccoon Creek Bridge
Hickory Creek Bridge
Hickory Creek Bridge
West Wolf Creek Bridge
Bachelor Branch Bridge
Honey Creek Bridge
Honey Creek Bridge
Crooked Creek Bridge
Bridge

Medicine Creek Bridge

Black Oak Branch Bridge
Medicine Creek Bridge

Crooked Creek Bridge
Wolf Creek Bridge

Kemp Bridge
Stevens Branch Bridge

Gees Creek Bridge

Hickory Creek Bridge
Gees Creek Bridge

165R02.0 167000.1

1- 48
1905
1- 24
1909
1- 48
1917
1- 48
1911
1- 24
1907
1-130’
¢c1925
1-130
1926
1- 26
1907
1- 36
1910
1-180°
c1925

1- 28
1905
1- 30
1911
1- 48
1956

1- 24
1914
1- 28
1912

1- 26
1909

(replaced)

(replaced)

(replaced)

(replaced)

pinned Pratt half-hip pony truss
Midland Bridge Company
steel stringer

county work force

riveted Warren pony truss
[llinois Steel Bridge Company
pinned Pratt half-hip pony truss
Canton Bridge Company
steel stringer

county work force

2-angle Parker through truss
county work force (prob.)
2-angle Parker through truss
county work force

steel stringer

county work force

steel stringer

county work force

2-angle Parker through truss
county work force (prob.)
(replaced)

steel stringer

Midland Bridge Company
steel stringer

county work force

2-angle Warren pony truss
county work force (prob.)
(replaced)

steel stringer

county work force

steel stringer

county work force

(replaced)

steel stringer

county work force

179000.6 209001.0

051000.1

201001.2 325000.2



GRUNDY COUNTY

EXCLUDED (cont.):

Lattice pony truss

245001.3
Steel stringer
J 769 J 797 L 340 S 402 S 586 S 601
U4260001 X 153 Z 953 003R00.8 003000.2 009001.3
020R00.4 027000.2 037000.0 041000.8 081001.0 O087R01.7
087001.3 124001.2 155001.3 156000.6 159002.1 161003.9
171000.2 172R01.2 183000.2 200000.4 203000.9 228000.2
247001.2 252000.0 257000.3 278001.5 281000.7 284000.4
315000.4 317000.4 318001.1 323001.1 353000.2 359002.0
364001.2 364001.5 366002.4 373000.4 426000.3
Concrete slab
J 798
Concrete box culvert
S 502
SUMMARY:

Primary Secondary Urban Other Total
Included 4 31 0 35
Excluded 11 58 0 70

15 89 0 105 structures

S 657

016000.4
087R02.2
162002.2
230000.3
313000.9
361000.7



West Medicine Creek Bridge

GRUNO2

GENERAL DATA

structure no.:
county:

J 771 city/town: immediately east of Galt
Grundy feature inters.:. West Medicine Creek
cadastral grid: 333, T62N, R22W
highway route: Missouri State Highway 6
highway distr.: 2
current owner: Grundy County

STRUCTURAL DATA
superstructure: steel, 5-panel, rigid-connected Warren pony truss, with steel stringer

approach spans

substructure:  concrete abutments, wingwalls and piers

span number: 1 condition: good

span length: 100.0’ alterations: none

total length: 357.0’ fioor/decking : concrete deck over steel stringers
roadway width: 22.0° other features: MSHD standard concrete guardrails

HISTORICAL DATA

erection date:
erection cost:
designer:
fabricator :
contractor:

references:

sign. rating:
evaluation:

1931-32

$26,786.66

Missouri State Highway Department
unknown

Ebbe Construction Company

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number J 771; files on Primary System Brid-
ges - located at the Missouri Highway and Transportation Department,
Jefferson City MO.

41
NRHP non-eligible (typically configured example of MSHD standard
truss type)

inventoried by: Clayton B. Fraser 22 April 1994



Trenton Viaduct

‘ GRUNO3

GENERAL DATA

structure no.: K 943 city/town: Trenton
county: Grundy feature inters.: Chicago, Rock Island and Pacific Railroad
cadastral grid: S21, T61N, R24W
highway route: Missouri State Highway 6
highway distr.: 2
current owner: Grundy County

STRUCTURAL DATA

superstructure: steel, rigid-connected Pratt through truss, with concrete girder and slab
approach spans
substructure:  concrete abutments and piers

span number: 1 condition: fair

span length: 160.0° alterations: none

total length: 254.0’ floor/decking : concrete deck over steel stringers
roadway width: 28.0’ other features: unknown

HISTORICAL DATA

erection date: 1931

' erection cost: unknown
designer: Chicago, Rock Island and Pacific Railroad
fabricator : unknown

contractor:  Chicago, Rock Island and Pacific Railroad

references: ~ Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number K 943; files on Primary System Brid-
ges - located at the Missouri Highway and Transportation Department,
Jefferson City MO.

sign. rating: 38
evaluation: NRHP non-eligible (undistinguished example of common structural type)

inventoried by: Clayton B. Fraser 22 April 1994




Weldon River Bridge

GRUNO4

GENERAL DATA

structure no.:. 1T 899 city/town: Spickard
county: Grundy feature inters.: Weldon River
cadastral grid: S21/22, T63N, R24W
highway route: State Supplementary Route C
highway distr.: 2
current owner: Grundy County

STRUCTURAL DATA

superstructure: steel plate through girder
substructure:  concrete abutments, wingwalls and piers

span number:  2; 1 condition: good

span length:  90.0’; 105.0’ alterations: none

total length: 289.0° floor/decking : concrete deck over steel stringers
roadway width: 24.0’ other teatures: Steel guardrails

HISTORICAL DATA

erection date: 1936

erection cost: $33,972.10

designer: Missouri State Highway Department
fabricator : unknown

contractor:  Bushman Construction Company

references:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number T 899; files on Primary System
Bridges - located at the Missouri Highway and Transportation Depart-
ment, Jefferson City MO.

sign. rating: 57
evaluation:  NRHP possibly eligible (well-preserved example of MSHD long-span steel
beam construction)

inventoried by: Clayton B. Fraser 22 April 1994



Woods Creek Bridge

GRUNO5

GENERAL DATA

structure no.:

county:

022001.9

Grundy

STRUCTURAL DATA

superstructure: steel, 4-panel, pin-connected Pratt half-hip pony truss
steel pile bent piers with timber wingwalls

substructure:

span number:
span length:
total length:

1
60.0’
74.00

roadway width: 13.9’

HISTORICAL DATA

erection date:
erection cost:
designer:
fabricator :
contractor:

references:

sign. rating:
evaluation:

c1910

unknown
unknown
unknown
unknown

city/town: 3.9 miles southwest of Spickard
feature inters.: Woods Creek

cadastral grid: 531, T63N, R24W

highway route: County Road 22

highway distr.: 2

current owner: Grundy County

condition: fair

alterations: unknown

floor/decking : timber deck

other features: laced endposts; steel angle guardrails

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 022001.9.

28

NRHP non-eligible (typical example of common structural type, poorly

documented)

inventoried by: Clayton B. Fraser 22 April 1994



Honey Creek Bridge

GRUNO6

GENERAL DATA

structure no.:

county:

042000.9 city/town: 4.7 miles southeast of Spickard
Grundy feature inters.: Honey Creek

cadastral grid: $S29/32, T63N, R23W

highway route: County Road 42

highway distr.: 2

current owner: Grundy County

STRUCTURAL DATA

superstructure:

substructure:

span number:
span length:
total length:
roadway width:

steel, 6-panel, pin-connected Pratt through truss, with steel stringer
approach span at the west end
steel pile bent abutments with timber wingwalls; steel pile bent pier

1 condition: fair
105.0° atterations:  truss possibly moved
125.0° fioor/decking : timber deck over steel stringers
13.8’ other features: upper chord and inclined end post: 2 channels

with cover plate and lacing; lower chord: 2
punched rectangular eyebars; vertical: 2 chan-
nels with lacing; diagonal: 2 punched rectan-
gular eyebars; counter: square eyebar with
turnbuckle; lateral bracing: round rod with
threaded ends; strut: 2 angles (2 angles with
kneebraces); floor beam: [-beam, field-bolted
to vertical; guardrail: 2 channels

HISTORICAL DATA

erection date:
erection cost:
designer:
fabricator :

contractor:

references:

sign. rating:
evaluation:

inventoried by:

c1915

unknown

Illinois Steel Bridge Company, Jacksonville IL (probable)
Illinois Steel Bridge Company, Jacksonville IL (probable);
[llinois Steel Company, Chicago IL

Illinois Steel Bridge Company, Jacksonville IL (probable)

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 042000.9; Court order to M.H. Moon-
ey for bridge letting (no date) - located at the Grundy County Court-
house, Trenton MO; field inspection by Clayton Fraser, 9 December
1990.

27
NRHP non-eligible (typically configured, poorly documented example of
common structural type)

Clayton Fraser and Michelle Crow-Dolby 22 April 1994



West Honey Creek Bridge

GRUNO7

GENERAL DATA

structure no.:  047000.2 city/town: 4.8 miles east of Spickard
county: Grundy feature inters.: West Honey Creek
cadastral grid: S17, T63N, R23W
highway route: County Road 47
highway distr.: 2
current owner: Grundy County

STRUCTURAL DATA

superstructure: steel, 3-panel, rigid-connected Pratt half-hip pony truss
substructure: unknown

span number: 1 condition: fair

span length: 40.00 alterations: unknown

total length:  40.0’ floor/decking : timber deck

roadway width: 12.0’° other features: steel angle guardrails

HISTORICAL DATA

erection date: c1915

erection cost: unknown
designer: unknown
fabricator :  unknown
contractor: unknown

reterences:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 047000.2.

sign. rating: 20
evaluation: ~ NRHP non-eligible (typically configured, poorly documented example of
common structural type)

inventoried by: Clayton B. Fraser 22 April 1994



Honey Creek Bridge

GRUNOS

GENERAL DATA

structure no.:  051000.7 city/town: 5.7 miles east of Spickard
county: Grundy feature inters.: Honey Creek

cadastral grid: S21, T63N, R23W

highway route: County Road 51

highway distr.: 2

current owner: Grundy County

STRUCTURAL DATA

superstructure: Steel, 3-panel, pin-connected Pratt half-hip pony truss, with steel stringer
approach span
substructure:  Steel pile bent piers and abutments with timber wingwalls

span number: 1 condition: fair

span length: 44.0’ alterations: none

total length: 63.0° floor/decking : timber deck
roadway width: 12.0’ other features: unknown

HISTORICAL DATA

erection date: ¢c1910

erection cost: unknown
designer: unknown
fabricator : unknown
contractor: unknown

references: ~ Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 051000.7.

sign. rating: 20
evalustion: NRHP non-eligible (typically configured, poorly documented example of
common structural type)

inventoried by: Clayton B. Fraser 22 April 1994



Honey Creek Bridge
GRUNO9

GENERAL DATA

structure no.: 056000.2 city/town: 6.3 miles southeast of Spickard
county: Grundy feature inters.: branch of Honey Creek

cadastral grid: S4/33, T62/63N, R23W

highway route: County Road 56

highway distr.: 2

current owner: Grundy County

STRUCTURAL DATA

superstructure: steel stringer
substructure: Unknown

span number: 1 condition: fair

span length:  30.0’ alterations: none

total length:  30.0’ floor/decking : unknown
roadway width: 12.0’ other features: unknown

HISTORICAL DATA

erection date: 1911

erection cost: $375.00 (engineer’s estimate)

designer: M.H. Mooney, Grundy County Engineer
fabricator : unknown

contractor: county work force

references:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 056000.2; Grundy County Court Rec-
ord, Book L: page 610 (4 May 1911); letter and specifications to the
county court from M.H. Mooney (3 May 1911) - all located at the Grun-
dy County Courthouse, Trenton MO.

sign. rating: 30
evaluation: NRHP non-eligible (typical, small-scale example of exceedingly common
structural type)

inventoried by: Clayton B. Fraser 22 April 1994




Big No Creek Bridge

GRUN11

GENERAL DATA

structure no.:
county:

STRUCTURAL DATA
superstructure: Steel stringer

unknown

substructure:

span number:
span length:
total length:
roadway width:

066001.5
Grundy

1

30.0°
30.0
14.0°

HISTORICAL DATA

erection date:

1913

city/town:

feature inters.:
cadastral grid:
highway route:
highway distr.:
current owner:

condition:
aiterations:
floor/decking :
other features:

7.2 miles northwest of Galt
Big No Creek

S26/35, T63N, R23W
County Road 66

2

Grundy County

fair

unknown
unknown
unknown

erection cost: $340.00 (engineer’s estimate)

designer:
fabricator :
contractor:

references:

sign. rating:
evaluation:

inventoried by: Clayton B. Fraser

M.H. Mooney, Grundy County Engineer
unknown

county work force

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 066001.5; Grundy County Court Rec-
ord, Book M: page 137 (4 June 1912), page 268 (7 March 1913), page
307 (4 June 1913) - located at the Grundy County Courthouse, Trenton
specifications for 30-foot steel stringer - located in the bridge
drawer, at the Grundy County Courthouse in Trenton MO.

MO;

30

NRHP non-eligible (typical, small-scale example of exceedingly common

structural type)

22 April 1994




Big No Creek Bridge

GRUN12

structure no.:
county:

superstructure:
substructure:

span number:
span length:
total length:
roadway width:

erection date:
erection cost:
designer:
fabricator :
contractor:

references:

sign. rating:
evaluation:

inventoried by:

GENERAL DATA

070001.1 city/town: 9.0 miles northwest of Galt
Grundy feature inters.: Big No Creek
cadastral grid: S13/24, T63N, R23W
highway route: County Road 70
highway distr.: 2
current owner: Grundy County

STRUCTURAL DATA

steel stringer
unknown

1 condition: fa1r
22.0° alterations: unknown
24.00 floor/decking : unknown
12.00 other features: unknown

HISTORICAL DATA

1912

unknown

M.H. Mooney, Grundy County Engineer
unknown

county work force

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 070001.1; Grundy County Court Rec-
ord, Book I: page 327 (5 September 1899); Grundy County Court Rec-
ord, Book M: page 137 (4 June 1912) - located at the Grundy County
Courthouse, Trenton MO.

30
NRHP non-eligible (typical, small-scale example of exceedingly common
structural type)

Clayton B. Fraser 22 April 1994



Medicine Creek Bridge

GRUN13

GENERAL DATA

076001.7
Grundy

structure no.:
county:

city/town:

feature inters.:
cadastral grid:
highway route:
highway distr.:
current owner:

STRUCTURAL DATA

7.4 miles north of Galt

West Fork of Medicine Creek
S28, T63N, R22W

County Road 76

2

Grundy County

superstructure: Steel, 7-panel, pin-connected Pratt through truss

fair

unknown

timber deck

steel angle guardrails

Missouri Highway and Transportation Department, Structure Inventory

and Appraisal: Structure Number 076001.7.

substructure: own

span number: 1 condition:

span length: 108.0° alterations:

total length: 109.0’ floor/decking :

roadway width: 13.7 other features:
HISTORICAL DATA

erection date: Cc1910

erection cost: unknown

designer: unknown

fabricator :  unknown

contractor: unknown

references:

sign. rating: 25

evaluation:

quately documented)

inventoried by: Clayton B. Fraser

NRHP non-eligible (typical example of common structural type, inade-

22 April 1994



Little No Creek Bridge
GRUN14

GENERAL DATA

structure no.:  079000.2 city/town: 5.8 miles north of Galt
county: Grundy feature inters.: Little No Creek
cadastral grid: S6/ 31, T62N, R22W
highway route: Counry Road 79
highway distr.: 2
current owner: Grundy County

STRUCTURAL DATA

superstructure: steel stringer
substructure: unknown

span number: 1 condition: fair

span length:  28.0’ alterations: unknown
total length:  30.0’ floor/decking : unknown
roadway width: 12.0’ other features: unknown

HISTORICAL DATA

erection date: 1907
erection cost: $379.00
‘ designer: M.H. Mooney, Grundy County Engineer
fabricator : unknown
contractor:  county work force

references: ~ Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 079000.2; Grundy County Court Rec-
ord, Book K: pages 582-83 (5 June 1907); letter to county court from
M.H. Mooney (4 June 1907) - all located at the Grundy County Court-
house, Trenton MO.

sign. rating: 30
evaluation:  NRHP non-eligible (typical, small-scale example of exceedingly common
structural type)

inventoried by: Clayton B. Fraser 22 April 1994




Medicine Creek Bridge
GRUN15

GENERAL DATA

structure no.: 082001.2 city/town: 5.7 miles north of Galt
county: Grundy feature inters.: West Fork of Medicine Creek
cadastral grid: S4/33, T62/63N, R22W
highway route: County Road 82
highway distr.: 2
current owner: Grundy County

STRUCTURAL DATA

superstructure: Wrought iron or steel, 6-panel, pin-connected Pratt through truss, with
steel stringer approach span at the east end
substructure:  steel pile bent abutments and piers

span number: 1 condition: fair

span length: 100.0’ alterations: truss moved to this location

total length: 130.0’ fioor/decking : timber deck over steel stringers

roadway width: 14.4’ other features: upper chord and inclined end post: 2 channels

with cover and batten plates; lower chord: 2
punched rectangular eyebars; vertical: 2 chan-
nels with lacing (2 looped round eyerods at
the hip); diagonal: 2 punched rectangular

. eyebars; counter: round rod with sleeve bolt;
lateral bracing: looped square eyebars (bot-
tom), round rod with sleeve bolt (top); strut:
channel with angle kneebraces; portal strut:
curved brackets with decorative cutouts; floor
beam: I-beam, field-bolted to vertical; guard-
rail: 1 channel

HISTORICAL DATA

erection date: C1890

erection cost: unknown
designer: unknown
fabricator :  unknown
contractor: unknown

references: ~ Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 082001.2; field inspection by Clayton
Fraser, 9 December 1990.

sign. rating: 21

evaluation:  NRHP non-eligible (Though apparently fabricated at an early date, the
bridge is poorly documented and has subsequently been moved, dimin-
ishing its interpretive value.)

’ inventoried by: Clayton B. Fraser 22 April 1994




Bridge

GRUN19

GENERAL DATA

structure no.: 089003.0 city/town: immediately north of Galt
county: Grundy feature inters.: unnamed stream
cadastral grid: S28/29/32/33, T62N, R22W
highway route: County Road 89
highway distr.: 2
current owner: Grundy County

STRUCTURAL DATA

superstructure: Steel stringer
substructure:  concrete abutments and wingwalls

span number: 1 condition: fair

span length:  22.0° alterations: none

total length:  23.0’° floor/decking : unknown

roadway width: 14.0° other features: incised in top of wingwall: M.E. Ralls
10/2/15

HISTORICAL DATA

erection date: 1915

erection cost: unknown

designer: M.H. Mooney, Grundy County Engineer
fabricator :  unknown

contractor: county work force

references: ~ Missouri Highway and Transportation Department, Structure [nventory
and Appraisal: Structure Number 089003.0; Grundy County Court Rec-
ord, Book K: pages 582-83 (5 June 1907); Grundy County Court Rec-
ord, Book L: page 15 (4 November 1907) - located at the Grundy Coun-
ty Courthouse, Trenton MO.

sign. rating: 32
evaluaton: NRHP non-eligible (typical, small-scale example of exceedingly common
structural type)

inventoried by: Clayton B. Fraser 22 April 1994



Little No Creek Bridge

GRUN20

GENERAL DATA

structure no.:  097000.3 city/town: 4.7 miles northwest of Galt
county: Grundy feature inters.: Little No Creek
cadastral grid: S11/14, T62N, R23W
highway route: County Road 97
highway distr.: 2
current owner: Grundy County

STRUCTURAL DATA

superstructure: steel, rigid-connected lattice bedstead
substructure:  concrete abutments and wingwalls

span number: 1 condition: fair

span length:  35.0° alterations: unknown
total length: 36.0° floor/decking : timber deck
roadway width: 11.0’° other features: unknown

HISTORICAL DATA

erection date: ¢1910

erection cost: unknown
designer: unknown
fabricator : unknown
contractor: unknown

references: ~ Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 097000.3.

sign. rating: 20
evaluaton: NRHP non-eligible (undistinguished small-scale pony truss)

inventoried by: Clayton B. Fraser 22 April 1994




No Creek Bridge

GRUN21

GENERAL DATA

structure no.:  110000.8 city/town: 1.1 miles north of Dunlap
county: Grundy feature inters.: NO Creek
cadastral grid: S4/33, T61/62N, R23W
highway route: County Road 110
highway distr.: 2
current owner: Grundy County

STRUCTURAL DATA

superstructure: steel, 3-panel, pin-connected Pratt half-hip pony truss, with steel stringer
approach spans
substructure:  concrete-filled steel cylinder piers

span number: 1 condition: fair

span length: 45.0° alterations: unknown
total length:  76.0° floor/decking : timber deck
roadway width: 14.0’ other features: unknown

HISTORICAL DATA

erection date: c1910

erection cost: unknown
designer: unknown
fabricator : unknown
contractor: unknown

references: ~ Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 110000.8.

sign. rating: 25
evaluation: NRHP non-eligible (undistinguished small-scale pony truss)

inventoried by: Clayton B. Fraser 22 April 1994



Honey Creek Bridge

GRUN22

GENERAL DATA

structure no.:
county:

113000.5 city/town: 3.2 miles northwest of Dunlap
Grundy feature inters.: Honey Creek

cadastral grid: S30, T62N, R23W

highway route: County Road 113

highway distr.: 2

current owner: Grundy County

STRUCTURAL DATA

superstructure:

substructure:

span number:
span length:
total length:
roadway width:

steel, 7-panel, rigid-connected 2-angle Parker through truss, with steel
stringer approach spans
steel pile bent piers and abutments with timber wingwalls

1 condition: fair
120.0° alterations: none
179.0 fioor/decking : timber deck over steel stringers
16.0° other features: upper chord and inclined end post: 2 heavy

angles; lower chord: 2 angles; vertical: 2
angles; diagonal: 2 angles; lateral bracing:
round rod with threaded ends; strut: angle A-
frame; portal strut: angle A-frame; floor
beam: [-beam; guardrail: 2 angles

HISTORICAL DATA

erection date:
erection cost:
designer:
fabricator :
contractor:

references:

sign. rating:
evaluation:

inventoried by:

c1925

unknown

Chillicothe Iron Works, Chillicothe MO (probable)
Chillicothe Iron Works, Chillicothe MO (probable)
county work force (probable)

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 113000.5; Grundy County Court Re-
cord, Book H: page 514 (2 June 1896), page 523 (7 July 1896) - lo-
cated at the Grundy County Courthouse, Trenton MO; field inspection
by Clayton Fraser, 9 December 1990.

51
NRHP possibly eligible (well-preserved example of uncommon structural

type)

Clayton B. Fraser 22 April 1994



Muddy Creek Bridge

GRUN23

GENERAL DATA

structure no.:  132001.0 city/town: 3.8 miles southeast of Spickard
county: Grundy feature inters.: Muddy Creek
cadastral grid: S2/3/10/11, T62N, R24W
highway route: County Road 132
highway distr.: 2
current owner: Grundy County

STRUCTURAL DATA

superstructure: Steel, 6-panel, rigid-connected Pratt through truss, with steel stringer
approach spans
substructure: unknown

span number: 1 condition: fair

span length: 120.0’° alterations: none

total length: 154.0’ floor/decking : timber deck

roadway width: 12.3’ other features: steel angle guardrails

HISTORICAL DATA

erection date: 1912

erection cost: unknown

designer: unknown

fabricator : unknown

contractor:  county work force

references: ~ Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 132001.0; Grundy County Court Rec-
ord, Book I: page 231 (6 February 1899); Grundy County Court Rec-
ord, Book M: page 129 (8 May 1912), page 137 (4 June 1912) - locat-
ed at the Grundy County Courthouse, Trenton MO.

sign. rating: 45
evalusion: ~ NRHP possibly eligible (well-preserved, early example of mainstay struc-

tural type)

inventoried by: Clayton B. Fraser 22 April 1994



Old Raccoon Creek Bridge

GRUN29

GENERAL DATA

structure no.:
county:

179000.8 city/town: 2.7 miles south of Brimson
Grundy feature inters.: Old Raccoon Creek

cadastral grid: S8, T61N, R25W

highway route: County Road 179

highway distr.: 2

current owner: Grundy County

STRUCTURAL DATA

superstructure:
substructure:

span number:
span length:
total length:
roadway width:

steel, 3-panel, pin-connected Pratt half-hip pony truss

HISTORICAL DATA

erection date:
erection cost:
designer:
fabricator :
contractor:

references:

sign. rating:
evaluation:

inventoried by:

own
1 condition: fair
48.0 alterations: unknown
48.0° floor/decking : timber deck
11.6’ other features: Steel lattice guardrails
1905
unknown

Midland Bridge Company, Kansas City MO
Midland Bridge Company, Kansas City MO
Midland Bridge Company, Kansas City MO

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 179000.8; Grundy County Court Re-
cord, Book J: page 640 (7 June 1904); Grundy County Court Record,
Book K: page 154 (5 April 1905); Court order to M.H. Mooney for
bridge letting (no date) - all located at the Grundy County Courthouse,
Trenton MO.

36
NRHP non-eligible (typical example of common structural type)

Clayton B. Fraser 22 April 1994



Hickory Creek Bridge

GRUN30

structure no.:

county:

superstructure:
substructure:

span number:
span length:
total length:
roadway width:

erection date:
erection cost:
designer:
fabricator :
contractor:

references:

sign. rating:
evaluation:

inventoried by:

GENERAL DATA

200000.4 city/town: 6.5 miles south of Brimson
Grundy feature inters.: Hickory Creek

cadastral grid: S30, T61N, R25W

highway route: County Road 200

highway distr.: 2

current owner: Grundy County

STRUCTURAL DATA

steel stringer
unknown
1 condition: fair
24.0 alterations: unknown
26.0° floor/decking : unknown
12.0° other features: Unknown

HISTORICAL DATA

1909

unknown

M.H. Mooney, Grundy County Engineer
unknown

county work force

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 200000.4; specifications for 24-foot
steel stringer by M.H. Mooney (9 April 1909) -located in the bridge
drawer at the Grundy County Courthouse in Trenton MO.

32
NRHP non-eligible (undistinguished, small-scale example of exceedingly
common structural type)

Clayton B. Fraser 22 April 1994



Hickory Creek Bridge

GRUN31

GENERAL DATA

structure no.: 201001.2 city/town: 7.0 miles south of Brimson
county: Grundy feature inters.: Hickory Creek

cadastral grid: S32, T61N, R25W

highway route: County Road 201

highway distr.: 2

current owner: Grundy County

STRUCTURAL DATA

superstructure: steel, 3-panel, rigid-connected Warren pony truss
substructure: concrete abutments and wingwalls

span number: 1 condition: fair

span length: 48.0° alterations: unknown

total length:  48.0° floor/decking : timber deck

roadway width: 11.6’ other features: Steel angle guardrails

HISTORICAL DATA

erection date: 1917

erection cost: unknown

designer: Illinois Steel Bridge Company, Jacksonville IL (probable)
tabricator :  [llinois Steel Bridge Company, Jacksonville IL (probable)
contractor:  [llinois Steel Bridge Company, Jacksonville IL (probable)

references:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 201001.2; letter to county court from
M.H. Mooney (23 July 1917) - located at the Grundy County Court-
house, Trenton MO.

sign. rating: 34
evaluation:  NRHP non-eligible (typical example of common structural type)

inventoried by: Clayton B. Fraser 22 April 1994



West Wolf Creek Bridge

GRUN32

GENERAL DATA
structure no.: 209000.3 city/town: 4.1 miles southwest of Trenton
county: Grundy feature inters.: West Wolf Creek

cadastral grid: S26/35, T61N, R25W
highway route: County Road 209
highway distr.: 2

current owner: Grundy County

STRUCTURAL DATA

superstructure:
substructure:

span number:
span length:
total length:
roadway width:

steel, 3-panel, pin-connected Pratt half-hip pony truss
concrete abutments and wingwalls

1 condition: fair

48.00 alterations: none

48.0° floor/decking : timber deck over steel stringers

11.8 other features: upper chord and inclined end post: 2 channels

with cover and batten plates; lower chord: 2
looped rectangular eyebars; vertical: 4 angles
with lacing; diagonal: 2 looped rectangular
eyebars; counter: 1 round eyerod with turn-
buckle; lateral bracing: round eyerod with
turnbuckle; floor beam: I-beam, field-bolted to
vertical, guardrail: 1 angle

HISTORICAL DATA

erection date:
erection cost:
designer:
fabricator :

contractor:

references:

sign. rating:
evaluation:

inventoried by:

1911

$650.00 (engineer’s estimate)

Canton Bridge Company, Canton OH
Canton Bridge Company, Canton OH;
Cambria Steel Company, Pittsburgh PA
Canton Bridge Company, Canton OH

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 209000.3; Grundy County Court Re-
cord, Book L: page 610 (4 May 1911) - located at the Grundy County
Courthouse, Trenton MO; letter to county court from M.H. Mooney (3
May 1911) - located in the bridge drawer at the Grundy County Court-
house in Trenton MO; field inspection by Clayton Fraser, 9 December
1990.

34
NRHP non-eligible (typically configured example of common structural

type)

Clayton B. Fraser 22 April 1994



Bachelor Branch Bridge
GRUN33

GENERAL DATA

structure no.:  235000.3 city/town: 3.8 miles northeast of Trenton
county: Grundy feature inters.: Bachelor Branch
cadastral grid: S2/3/34/35, T61/62N, R24W
highway route: County Road 235
highway distr.: 2
current owner: Grundy County

STRUCTURAL DATA

superstructure: steel stringer
substructure: Unknown

span number: 1 condition: fair

span length: 24.0’ alterations: unknown
total length:  25.0’ floor/decking : unknown
roadway width: 14.0’ other features: unknown

HISTORICAL DATA
erection date: 1907

erection cost: $242.10
‘ designer: M.H. Mooney, Grundy County Engineer
fabricator : unknown

contractor:  county work force

reterences: ~ Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 235000.3; Grundy County Court Re-
cord, Book K: page 600 (3 July 1907); Grundy County Court Record,
Book L: page 87 (5 March 1908) - located at the Grundy County Court-
house, Trenton MO; letter to county court from M.H. Mooney (1 July
1907) - located in the bridge drawer at the Grundy County Courthouse
in Trenton MO.

sign. rating: 32
evaluation: ~ NRHP non-eligible (undistinguished, small-scale example of common
structural type)

inventoried by: Clayton B. Fraser 22 April 1994



Honey Creek Bridge

GRUN34

GENERAL DATA

structure no.:
county:

239001.2 city/town: 2.2 miles west of Dunlap
Grundy feature inters.: Honey Creek
cadastral grid: S6/7, T61N, R23W
highway route: County Road 239
highway distr.: 2
current owner: Grundy County

STRUCTURAL DATA

superstructure:

substructure:

span number:
span length:
total length:
roadway width:

steel, 8-panel, rigid-connected 2-angle Parker through truss, with steel
stringer approach spans
steel pile bent piers and abutments with timber wingwalls

1 condition: fair
130.0° alterations: none
170.0° floor/decking : timber deck over steel stringers
14.0 other features: upper chord and inclined end post: 2 angles;

lower chord: 2 angles; vertical: 2 angles;
diagonal: 2 angles; counter: 1 angle; lateral
bracing: round rod with threaded ends; strut:
1 braced angle; floor beam: I-beam, field-
bolted to vertical, guardrail: 2 angles

HISTORICAL DATA

erection date:
erection cost:
designer:
fabricator :

contractor:

references:

sign. rating:
evaluation:

inventoried by:

€1925

unknown

Chillicothe Iron Works, Chillicothe MO (probable)
Chillicothe Iron Works, Chillicothe MO (probable);
Illinois Steel Company, Chicago IL

county work force (probable)

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 239001.2; field inspection by Clayton
Fraser, 9 December 1990.

51
NRHP possibly eligible (well-preserved example of uncommon structural

type)

Clayton B. Fraser 22 April 1994



Honey Creek Bridge

‘ GRUN35

GENERAL DATA

structure no.:
county:

251001.5 city/town: 5.7 miles west of Laredo
Grundy feature inters.: Honey Creek
cadastral grid: S12/36, T60/61N, R24W
highway route: County Road 251
highway distr.: 2
current owner: Grundy County

STRUCTURAL DATA
superstructure: steel, 8-panel, rigid-connected 2-angle Parker through truss

substructure:

span number:
span length:
total length:

roadway width:

steel pile bent abutments with timber wingwalls

1 condition: fair
130.0° alterations: none
130.0° floor/decking : timber deck over steel stringers
13.6’ other features: upper chord and inclined end post: 2 heavy

angles; lower chord: 2 angles; vertical: 2
angles; diagonal: 2 angles; lateral bracing:
round rod with threaded ends; strut: angle A-
frame; portal strut: angle A-frame; floor
beam: [-beam; guardrail: 2 angles

HISTORICAL DATA

erection date:
erection cost:
designer:
fabricator :

contractor:

references:

sign. rating:
evaluation:

1926

unknown

Chillicothe Iron Works, Chillicothe MO (probable)
Chillicothe Iron Works, Chillicothe MO (probable);
Illinois Steel Company, Chicago IL

county work force

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 251001.5; Grundy County Court Re-
cord, Book P: page 361 (8 September 1926) - located at the Grundy
County Courthouse, Trenton MO; field inspection by Clayton Fraser, 9
December 1990.

53
NRHP possibly eligible (well-preserved example of uncommon structural

type)

inventoried by: Clayton B. Fraser 22 April 1994



Crooked Creek Bridge

GRUN36

GENERAL DATA
structure no.: 260000.2
county: Grundy

erection cost: $343.46

designer:
fabricator :
contractor:

references:

sign. rating:
evaluation:

inventoried by: Clayton B. Fraser

STRUCTURAL DATA
superstructure: Steel stringer

substructure: Unknown

span number: 1

span length:  26.0’

total length: 28.0°

roadway width: 14.0’
HISTORICAL DATA

erection date: 1907

city/town:

feature inters.:
cadastral grid:
highway route:
highway distr.:
current owner:

condition:
alterations:

floor/decking :

other features:

2.3 miles north of Laredo
North Fork of Crooked Creek
S27, T61N, R23W

County Road 260

2

Grundy County

fair

unknown
unknown
unknown

M.H. Mooney, Grundy County Engineer

unknown

county work force

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 260000.2; Grundy County Court Re-
cord, Book K: pages 572-73 (10 May 1907), pages 582-83 (5 June
Grundy County Court Record, Book L: page 15 (4 November
1907) - located at the Grundy County Courthouse, Trenton MO; letter
to county court from M.H. Mooney (4 June 1907) -located in the bridge

1907);

drawer at the Grundy County Courthouse, Trenton MO.

32

NRHP non-eligible (typical small-scale example of common structural

type)

22 April 1994



Bridge

GRUN37
GENERAL DATA
structure no.:  273000.1 city/town: immediately south of Dunlap
| county: Grundy feature inters.: unnamed stream
cadastral grid: S3/10, T61N, R23W
| highway route: County Road 273
i highway distr.: 2
current owner: Grundy County
STRUCTURAL DATA

superstructure: Steel stringer
substructure: unknown

span number: 1 condition: fair

span length:  36.0’ alterations: unknown
total length:  36.0’ fioor/decking : unknown
roadway width: 14.0’ other features: unknown

HISTORICAL DATA

erection date: 1910
erection cost: $400.00 (engineer’s estimate)
. designer: M.H. Mooney, Grundy County Engineer
fabricator :  unknown
contractor:  county work force

references:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 273000.1; Grundy County Court Re-
cord, Book L: page 440 (4 May 1910) - located at the Grundy County
Courthouse, Trenton MO; letter to county court from M.H. Mooney (2
May 1910) - located in the bridge drawer at the Grundy County Court-
house, Trenton MO.

sign. rating: 32
evaluation:  NRHP non-eligible (typical example of common structural type)

inventoried by: Clayton B. Fraser 22 April 1994




Medicine Creek Bridge

GRUN38

GENERAL DATA

structure no.:
county:

280000.1 city/town: 2.4 miles south of Galt
Grundy feature inters.: Medicine Creek
cadastral grid: S9/16, T61N, R22W
highway route: Counry Road 280
highway distr.: 2
current owner: Grundy County

STRUCTURAL DATA

superstructure:

substructure:

span number:
span length:
total length:
roadway width:

steel, 10-panel, rigid-connected 2-angle Parker through truss, with steel
stringer approach spans
steel pile bent piers and abutments with timber wingwalls

1 condition: fair
180.0° alterations: none
220.00 floor/decking : timber deck over steel stringers
13.5 other features: upper chord and inclined end post: 2 angles

with cover plate; lower chord: 2 angles;
vertical: 2 angles; diagonal: 2 angles; lateral
bracing: round rod with threaded ends; strut:
angle A-frame; portal strut: "M"; floor beam:
[-beam; guardrail: 2 angles

HISTORICAL DATA

erection date:
erection cost:
designer:
fabricator :

contractor:

references:

sign. rating:
evaluation:

inventoried by:

c1925

unknown

Chillicothe Iron Works, Chillicothe MO (probable)
Chillicothe Iron Works, Chillicothe MO (probable);
linois Steel Company, Chicago IL

county work force (probable)

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 280000.1; field inspection by Clayton
Fraser, 9 December 1990.

55
NRHP determined non-eligible (well-preserved example of uncommon
structural type)

Clayton B. Fraser 22 April 1994



Medicine Creek Bridge
GRUN40

GENERAL DATA

structure no.: 310000.6 city/town: immediately east of Laredo
county: Grundy feature inters.: Branch of Medicine Creek
cadastral grid: S13/14, T60N, R23W
highway route: County Road 310
highway distr.: 2
current owner: Grundy County

STRUCTURAL DATA

superstructure: steel stringer
substructure: unknown

span number: 1 condition: fair

span length:  25.0’ alterations: unknown
total length: 28.0 floor/decking : unknown
roadway width: 13.5 other features: unknown

HISTORICAL DATA

erection date: 1905

erection cost: unknown

designer: M.H. Mooney, Grundy County Engineer
fabricator :  Midland Bridge Company, Kansas City MO
contractor:  Midland Bridge Company, Kansas City MO

references:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 310000.6; Grundy County Court Re-
cord, Book K: pages 162-63 (7 April 1905), page 177 (3 May 1905),
page 197 (June 1905) - located at the Grundy County Courthouse,
Trenton MO.

sign. rating: 36
evaluation:  NRHP non-eligible (typical example of common structural type)

inventoried by: Clayton B. Fraser 22 April 1994



Crooked Creek Bridge

GRUN41

GENERAL DATA

structure no.:.  320001.5 city/town: 1.9 miles southwest of Laredo
county: Grundy feature inters.: North Fork of Crooked Creek
cadastral grid: S15/22, T60N, R23W
highway route: County Road 320
highway distr.: 2
current owner: Grundy County

STRUCTURAL DATA

superstructure: steel stringer
substructure:  Uunknown

span number: 1 condition: fair

span length: 30.0 alterations: unknown
total length:  30.0’ floor/decking : unknown
roadway width: 12.2’ other features: unknown

HISTORICAL DATA

erection date: 1911

erection cost: $350.00 (engineer’s estimate)

designer: M.H. Mooney, Grundy County Engineer
fabricator : unknown

contractor: county work force

references:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 320001.5; Grundy County Court Re-
cord, Book L: page 616 (6 June 1911); letter and specifications to
county court from M.H. Mooney (6 June 1911) - all located at the Gru-
ndy County Courthouse, Trenton MO.

sign. rating: 32 ,
evaluation:  NRHP non-eligible (typical example of common structural type)

inventoried by: Clayton B. Fraser 22 April 1994



Wolf Creek Bridge
GRUN42

GENERAL DATA

structure no.: 344000.2 city/town: 3.8 miles southwest of Trenton
county: Grundy feature Iinters.: Wolf Creek

cadastral grid: S7, T60N, R24W

highway route: County Road 344

highway distr.: 2

current owner: Grundy County

STRUCTURAL DATA

superstructure: steel, 3-panel, welded/bolted 2-angle Warren pony truss
substructure:  steel pile bent abutments with timber wingwalls

span number: 1 condition: fair

span length:  48.0° alterations: none

total length:  48.0° floor/decking : timber deck over steel stringers

roadway width: 13.8’ other feawres: upper chord and inclined end post: 2 angles;

lower chord: 2 angles; vertical: 2 angles;
diagonal: 2 angles; lateral bracing: round rod
with threaded ends; floor beam: I-beam, field-
bolted to vertical; guardrail: 2 channels;
welded outriders; welded beading on upper
chord: "56"

HISTORICAL DATA

erection date: 1956 (probable)

erection cost: unknown

designer: unknown

fabricator :  U.S. Steel Company

contractor:  county work force (probable)

references:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 344000.2; field inspection by Clayton
Fraser, 9 December 1990.

sign. rating: 28
evaluaon: NRHP non-eligible (relatively late example of indigenous structural type)

inventoried by: Clayton B. Fraser 22 April 1994



Stevens Branch Bridge
GRUN44

GENERAL DATA

structure no.:  352000.1 city/town: 7.7 miles southwest of Trenton
county: Grundy feature inters.: Stevens Branch

cadastral grid: S26/27, T60ON, R25W

highway route: County Road 352

highway distr.: 2

current owner: Grundy County

STRUCTURAL DATA

superstructure: steel stringer
substructure: unknown

span number: 1 condition: fair

span length: 24.0 alterations: unknown
total length:  26.0’ floor/decking : unknown
roadway width: 12.0’ other features: unknown

HISTORICAIL DATA
erection date: 1914

erection cost: unknown
‘ designer: M.H. Mooney, Grundy County Engineer
fabricator :  unknown

contractor: county work force

references: ~ Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 352000.1; Grundy County Court Re-
cord, Book M: page 419 (11 April 1914) - located at the Grundy County
Courthouse, Trenton MO.

sign. rating: 30
evaluation: NRHP non-eligible (typical, small-scale example of exceedingly common
structural type)

inventoried by: Clayton B. Fraser 22 April 1994




Gees Creek Bridge

GRUN45

structure no.:
county:

superstructure:
substructure:

span number:
span length:
total length:
roadway width:

erection date:
erection cost:
designer:
fabricator :
contractor:

references:

sign. rating:
evaluation:

inventoried by:

GENERAL DATA

357000.2 city/town: 7.2 miles southwest of Trenton
Grundy feature inters.: Gees Creek

cadastral grid: S26/ 27, T60N, R25W

highway route: County Road 357

highway distr.: 2

current owner: Grundy County

STRUCTURAL DATA

steel stringer
unknown
1 condition: fair
28.0 alterations: unknown
30.00 floor/decking : unknown
12.0 other features: unknown

HISTORICAL DATA

1912

unknown

M.H. Mooney, Grundy County Engineer
unknown

county work force

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 357000.2; Grundy County Court Re-
cord, Book M: page 129 (8 May 1912) - located at the Grundy County
Courthouse, Trenton MO.

30
NRHP non-eligible (undistinguished, small-scale example of exceedingly

common structural type)

Clayton B. Fraser 22 April 1994



Gees Creek Bridge

GRUN47

GENERAL DATA
structure no.: 372000.4 clty/town: 9.1 miles southwest of Trenton
county: Grundy teature inters.: Gees Creek

cadastral grid: S29/30, T60N, R25W
highway route: County Road 372
highway distr.: 2

current owner: Grundy County

STRUCTURAL DATA

superstructure: steel stringer
substructure: unknown

span number: 1 condition: fair

span length: 26.0° alterations: unknown
total length:  28.0’ fioor/decking : unknown
roadway width: 14.0’ other features: unknown

HISTORICAL DATA

erection date: 1909

erection cost: unknown

designer: M.H. Mooney, Grundy County Engineer
fabricator : unknown

contractor:  county work force

references: ~ Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 372000.4.

sign. rating: 32
evalusion. NRHP non-eligible (undistinguished, small-scale example of exceedingly
common structural type)

inventoried by: Clayton B. Fraser 22 April 1994



@ ¢ ®
HAER INVENTORY

Missouri Historic Bridge Inventory

NAME(S) OF STRUCTURE DATE(S) OF CONSTRUCTION
Weldon River Bridge GRUNO4 1936

MHTD: T 899

LOCATION USE (ORIGINAL / CURRENT)

State Supplementary Route C over Weldon River; S21/22, T63N, R24W highway bridge / highway bridge
Spickard; - Grundy County, Missouri RATING NRHP possibly eligible (score: 57)
CONDITION OWNER

good Grundy County

span number: 2; 1 superstructure: steel plate through girder

span length:  90.0’; 105.0’ substructure:  concrete abutments, wingwalls and piers

total length: 289.0° floor/decking:  concrete deck over steel stringers

roadway wdt.: 24.0° other features: steel guardrails

This multiple-span bridge carries State Supplementary Route C over the Weldon River in the small town of Spickard. The structure
consists of a single long-span riveted plate through girder, flanked by a pair of shorter through girder approach spans; the superstructure
is supported by concrete piers and abutments. The Weldon River Bridge was engineered by the Missouri State Highway Department in
1936. Designating the project as WPSS 718(A), the agency solicited competitive proposals in April. In May the state highway
commission awarded a contract to build the bridge to the Bushman Construction Company. The contractors apparently completed the
structure that year for $33,972.10. Since that time the bridge has functioned in place, with only minor maintenance-related repairs.

The Weldon River Bridge is one of numerous steel plate through girders functioning in place on Missouri’s highway system. Most of these
bridges, including this structure in Grundy County, were built in the 1930s, and many are multiple-span examples. Although it ranks
among the longest of these, the Weldon River Bridge is a typical example of a starkly utilitarian design.

NPS FORM 10-909 Historic American Buildings Survey / Historic American Engineering Record
(4/86) National Park Service, U.S. Department of the Interior, P.O. Box 371 27, Washington, DC 20013-7127




NAME(S) OF STRUCTURE
Weldon River Bridge
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SOURCES

Missouri Highway and Transportation Department, Structure Inventory and Appraisal: Structure Number T 899; files on Primary System
Bridges - located at the Missouri Highway and Transportation Department, Jefferson City MO.

INVENTORIED BY AFFILIATION DATE
Clayton B. Fraser Fraserdesign, Loveland CO 3 July 1993




HAER Il\HENTORY

Missouri Historic Bridge inventory

NAME(S) OF STRUCTURE DATE(S) OF CONSTRUCTION
Honey Creek Bridge GRUNOb6 c1915

MHTD: 042000.9

LOCATION USE (ORIGINAL / CURRENT)

County Road 42 over Honey Creek; S$29/32, T63N, R23W roadway bridge / roadway bridge

4.7 miles southeast of Spickard; Grundy County, Missouri mamNG NRHP non-eligible (score: 27)
CONDITION OWNER

fair Grundy County

span number: 1

span length: 105.0°
total length: 125.0
roadway wdt.: 13.8’

superstructure: steel, 6-panel, pin-connected Pratt through truss, with steel stringer approach span at the
west end

substructure:  steel pile bent abutments with timber wingwalls; steel pile bent pier

floor/decking: timber deck over steel stringers

other features: upper chord and inclined end post: 2 channels with cover plate and lacing; lower chord:
2 punched rectangular eyebars; vertical: 2 channels with lacing; diagonal: 2 punched
rectangular eyebars; counter: square eyebar with turnbuckle; lateral bracing: round rod
with threaded ends; strut: 2 angles (2 angles with kneebraces) ; floor beam: I-beam, field-
bolted to vertical; guardrail: 2 channels

Included in the over sixty structures listed in Grundy County’s historic bridge inventory is this pin-connected Pratt through truss located
some five miles southeast of Spickard. The bridge carries County Road 42 across Honey Creek between sections 29 and 32 in
northwestern Grundy County. Supported by a steel pile bent pier and abutments with timber wingwalls and approached by a steel
stringer on the west, the bridge dates to circa 1915. Although the county recorder kept copious notes concerning the construction of
the counties’ bridges, the Honey Creek Bridge is not mentioned specifically. The unknown contractor used steel components rolled by
the Chicago-based Illinois Steel Factory and erected the span approximately five years after the turn of the century. A typically configured
example of a Missouri mainstay structural type, the bridge has continued to serve rural travelers, without substantial alteration, since

its erection.

NPS FORM 10-909
(4/86)

Historic American Buildings Survey / Historic American Engineering Record
National Park Service, U.S. Department of the Interior, P.O. Box 37127, Washington, DC 20013-7127
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NAME(S) OF STRUCTURE DATE(S) OF CONSTRUCTION

Honey Creek Bridge GRUN22 c1925

MHTD: 113000.5

LOCATION USE (ORIGINAL / CURRENT)

County Road 113 over Honey Creek; S30, T62N, R23W roadway bridge / roadway bridge

3.2 miles northwest of Dunlap; Grundy County, Missouri raine NRHP possibly eligible (score: 51)

CONDITION OWNER
fair Grundy County

span number: 1 superstructure: = steel, 7-panel, rigid-connected 2-angle Parker through truss, with steel stringer approach
span length: 120.0° spans

total length: 179.0’ substructure:  steel pile bent piers and abutments with timber wingwalls

roadway wdt.: 16.0° floor/decking: timber deck over steel stringers

other features: upper chord and inclined end post: 2 heavy angles; lower chord: 2 angles; vertical: 2
angles; diagonal: 2 angles; lateral bracing: round rod with threaded ends; strut: angle
A-frame; portal strut: angle A-frame; floor beam: [-beam; guardrail: 2 angles

Located some three miles northwest of Dunlap, this medium-span steel truss carries a gravel-surfaced county road across Honey Creek
in Marion Township. The structure is comprised of a single rigid-connected Parker through truss, supported by steel pile bent piers and
approached by steel stringer spans. The truss employs extremely light construction, with two angles and a cover plate used in lieu of
the typical box beam for the upper chords and endposts. This two-angle configuration distinguishes it as one of many such spans
fabricated in the 1920s and 1930s by the Chillicothe Iron Works of Chillicothe, Missouri. Grundy County bought several truss
superstructures from Chillicothe Iron, erecting the spans using county force account laborers. Although county records do not discuss
this bridge over Honey Creek specifically, the structure is apparently one of the Chillicothe Iron spans built by the county in the mid-
e1119208._ Since its completion, the Honey Creek Bridge has functioned in place at this lightly trafficked crossing, with no substantial
terations.

Although two-angle trusses can be found in many Midwestern states, none seem to have embraced the technology as much as Missouri
in the 1920s. Numerous two-angle trusses can still be found in the state, particularly in the north-central counties near Livingston
County, of which Chillicothe is the seat. The Chillicothe [ron Works fabricated its two-angle trusses using traditional web configurations:
Warren, Pratt and Pratt variants such as the Parker. Like more traditional box-beam trusses, Warren and Pratt two-angle ponies were
used the most widely, and such esoteric long-span configurations as the Parker were used far less often. With its 120-foot Parker
configuration, the Honey Creek Bridge is thus an uncommon example-one of only a handful-of this indigenous Missouri structural type.
Its well-preserved condition makes it noteworthy among Missouri’s two-angle trusses.

NPS FORM 10-909 Historic American Buildings Survey / Historic American Engineering Record
(4/86) National Park Service, U.S. Department of the Interior, P.O. Box 371 27, Washington, DC 20013-7127
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TAKEN FROM MISSOURI HIGHWAY AND TRANSPORTATION DEPARTMENT
GENERAL HIGHWAY MAP

SOURCES
Missouri Highway and Transportation Department, Structure Inventory and Appraisal: Structure Number 113000.5; Grundy County Court

Record, Book H: page 514 (2 June 1896), page 523 (7 July 1896) - located at the Grundy County Courthouse, Trenton MO; field
inspection by Clayton Fraser, 9 December 1990.

INVENTORIED BY AFFILATION DATE
Clayton B. Fraser Fraserdesign, Loveland CO 22 April 1994
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NAME(S) OF STRUCTURE DATE(S) OF CONSTRUCTION
Muddy Creek Bridge GRUN23 1912

MHTD: 132001.0

LOCATION USE (ORIGINAL / CURRENT)

County Road 132 over Muddy Creek; S2/3/10/11, T62N, R24W roadway bridge / roadway bridge

3.8 miles southeast of Spickard; Grundy County, Missouri manna NRHP possibly eligible (score: 45)
CONDITION OWNER

fair Grundy County

span number: 1 superstructure:  steel, 6-panel, rigid-connected Pratt through truss, with steel stringer approach spans
span length:  120.0’ substructure:  unknown

total length: 154.0’ floor/decking: timber deck

roadway wdt.: 12.3’ other features: steel angle guardrails

Located almost four miles southeast of Spickard, this medium-span steel truss carries an unpaved county road across Muddy Creek. The
bridge is comprised of a rigid-connected Pratt through truss, with steel stringer approach spans. The Muddy Creek Bridge dates to 1912.
In May of that year the Grundy County Court directed county bridge commissioner M.H. Mooney to view several crossing sites throughout
the county and report regarding bridge construction at them. One of these crossings was this location over Muddy Creek in Lincoln
Township. On June 4th the court ordered Mooney to purchase steel superstructures for several of the crossings and build the bridges.
Presumably, he employed force account laborers to build the substructure for the Muddy Creek Bridge. Since its completion, it has

functioned in place, with only mainteance-related repairs.

The Pratt truss was the steel bridge of choice for an overwhelming majority of Missouri county road crossings in the late 19th and early
20th centuries. Although virtually all of these early spans featured pinned connections, a few Pratts with bolted or field-riveted
connections began to appear after 1905. In the 1920s the Missouri State Highway Department adopted the rigid-connected Pratt through
truss as one of its standards, and numerous trusses remain in the state from this later period. Only a handful of pre-MSHD rigid-
connected Pratts remain in place, however. The Muddy Creek Bridge, with its tall profile and attenuated members, is distinguished among
these as one of the earliest dateable example in Missouri of this mainstay structural type.

NPS FORM 10-909 Historic American Buildings Survey / Historic American Engineering Record
(4/86) National Park Service, U.S. Department of the interior, P.O. Box 371 27, Washington, DC 20013-7127
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LOCATION MAP

TAKEN FROM MISSOURI HIGHWAY AND TRANSPORTATION DEPARTMENT
GENERAL HIGHWAY MAP

SOURCES
Missouri Highway and Transportation Department, Structure Inventory and Appraisal: Structure Number 132001.0; Grundy County Court

Record, Book I: page 231 (6 February 1899); Grundy County Court Record, Book M: page 129 (8 May 1912), page 137 (4 June 1912) -
located at the Grundy County Courthouse, Trenton MO.

INVENTORIED BY AFFILIATION DATE
Clayton B. Fraser Fraserdesign, Loveland CO 22 April 1994
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Missourl Historic Bridge Inventory

NAME(S) OF STRUCTURE DATE(S) OF CONSTRUCTION

Honey Creek Bridge GRUN34 c1925

MHTD: 239001.2

LOCATION USE (ORIGINAL / CURRENT)

County Road 239 over Honey Creek; S6/ 7, T61IN, R23W roadway bridge / roadway bridge

2.2 miles west of Dunlap; Grundy County, Missouri ramNG NRHP possibly eligible (score: 51)

CONDITION OWNER

fair Grundy County

span number: 1 superstructure:  steel, 8-panel, rigid-connected 2-angle Parker through truss, with steel stringer approach
span length: 130.0 spans

total length:  170.0° substructure:  steel pile bent piers and abutments with timber wingwalls

roadway wdt.: 14.0’ floor/decking: timber deck over steel stringers

other features: upper chord and inclined end post: 2 angles; lower chord: 2 angles; vertical: 2 angles;
diagonal: 2 angles; counter: 1 angle; Iateral bracing: round rod with threaded ends;
strut: 1 braced angle; floor beam: I-beam, field-bolted to vertical; guardrail: 2 angles

Located some two miles west of Dunlap, this medium-span steel truss carries a gravel-surfaced county road across Honey Creek in Marion
Township. The structure is comprised of a single rigid-connected Parker through truss, supported by steel pile bent piers and approached

and 1930s by the Chillicothe Iron Works of Chillicothe, Missouri. Grundy County bought several truss superstructures from Chillicothe
Iron, erecting the spans using county force account laborers, Although county records do not discuss this bridge over Honey Creek
specifically, the structure is apparently one of the Chillicothe Iron spans built by the county in the mid-1920s. Since its completion, the
Honey Creek Bridge has functioned in place at this lightly trafficked crossing, with no substantial alterations.

Although two-angle trusses can be found in many Midwestern states, none seem to have embraced the technology as much as Missouri
in the 1920s. Numerous two-angle trusses can still be found in the state, particularly in the north-central counties near Livingston
County, of which Chillicothe is the seat. The Chillicothe Iron Works fabricated its two-angle trusses using traditional web configurations:
Warren, Pratt and Pratt variants such as the Parker. Like more traditional box-beam trusses, Warren and Pratt two-angle ponies were
used the most widely, and such esoteric long-span configurations as the Parker were used far less often. With its 130-foot Parker
configuration, the Honey Creek Bridge is thus an uncommon example-one of only a handful-of this indigenous Missouri structural type.
Its well-preserved condition makes it noteworthy among Missouri’s two-angle trusses.

NPS FORM 10-909 Historic American Buildings Survey / Historic American Engineering Record
(4/86) National Park Service, U.S. Department of the Interior, P.O. Box 37127, Washington, DC 20013-7127
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SOURCES
Missouri Highway and Transportation Department, Structure Inventory and Appraisal: Structure Number 239001.2; field inspection by
Clayton Fraser, 9 December 1990.

INVENTORIED BY AFFILIATION DATE
Clayton B. Fraser Fraserdesign, Loveland CO 22 April 1994
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Missouri Historic Bridge Inventory

NAME(S) OF STRUCTURE DATE(S) OF CONSTRUCTION

Honey Creek Bridge GRUN35 1926

MHTD: 251001.5

LOCATION USE (ORIGINAL / CURRENT)

County Road 251 over Honey Creek; $12/36, T60/61N, R24W roadway bridge / roadway bridge

5.7 miles west of Laredo; Grundy County, Missouri raTNG NRHP possibly eligible (score: 53)

CONDITION OWNER

fair Grundy County

span number: 1 superstructure: steel, 8-panel, rigid-connected 2-angle Parker through truss

span length: 130.0’ substructure:  steel pile bent abutments with timber wingwalls

total length: 130.0° floor/decking: timber deck over steel stringers

roadway wdt.: 13.6’ other features: upper chord and inclined end post: 2 heavy angles; lower chord: 2 angles; vertical: 2

angles; diagonal: 2 angles; lateral bracing: round rod with threaded ends; strut: angle
A-frame; portal strut: angle A-frame; floor beam: [-beam; guardrail: 2 angles

Located almost six miles west of Laredo, this medium-span steel truss carries a gravel-surfaced county road across Honey Creek between
Jackson and Trenton Townships. The structure is comprised of a single rigid-connected Parker through truss, supported by steel pile bent
abutments. The truss employs extremely light construction, with two angles and a cover plate used in lieu of the typical box beam for
the upper chords and endposts. This two-angle configuration distinguishes it as one of many such spans fabricated in the 1920s and
1930s by the Chillicothe Iron Works of Chillicothe, Missouri. Grundy County bought several truss superstructures from Chillicothe Iron,
erecting the spans using county force account laborers. County records indicate that this bridge over Honey Creek was fabricated by
Chillicothe Iron and erected by local laborers in 1926. Since its completion, the Honey Creek Bridge has functioned in place at this lightly
trafficked crossing, with no substantial alterations.

Although two-angle trusses can be found in many Midwestern states, none seem to have embraced the technology as much as Missouri
in the 1920s. Numerous two-angle trusses can still be found in the state, particularly in the north-central counties near Livingston
County, of which Chillicothe is the seat. The Chillicothe Iron Works fabricated its two-angle trusses using traditional web configurations:
Warren, Pratt and Pratt variants such as the Parker. Like more traditional box-beam trusses, Warren and Pratt two-angle ponies were
used the most widely, and such esoteric long-span configurations as the Parker were used far less often. With its 130-foot Parker
configuration, the Honey Creek Bridge is thus an uncommon example-one of only a handful-of this indigenous Missouri structural type.
Its well-preserved condition makes it noteworthy among Missouri’s two-angle trusses.

NPS FORM 10-909 Historic American Buildings Survey / Historic American Engineering Record
(4/86) National Park Service, U.S. Department of the Interior, P.O. Box 371 27, Washington, DC 20013-7127
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TAKEN FROM MISSOURI HIGHWAY AND TRANSPORTATION DEPARTMENT
GENERAL HIGHWAY MAP

SOURCES

Missouri Highway and Transportation Department, Structure Inventory and Appraisal: Structure Number 251001.5; Grundy County Court
Record, Book P: page 361 (8 September 1926) - located at the Grundy County Courthouse, Trenton MO; field inspection by Clayton
Fraser, 9 December 1990.

INVENTORIED BY AFFILIATION DATE
Clayton B. Fraser Fraserdesign, Loveland CO 22 April 1994
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Missourl Historic Bridge Inventory

NAME(S) OF STRUCTURE DATE(S) OF CONSTRUCTION

Medicine Creek Bridge GRUN38 c1925

MHTD: 280000.1

LOCATION USE (ORIGINAL / CURRENT)

County Road 280 over Medicine Creek; S9/16, T61N, R22W roadway bridge / roadway bridge

2.4 miles south of Galt; Grundy County, Missouri raTNa NRHP determined non-eligible (score: 55)

CONDITION OWNER
fair Grundy County

span number: 1 superstructure: steel, 10-panel, rigid-connected 2-angle Parker through truss, with steel stringer approach
span length: 180.0° spans

total length:  220.0° substructure:  steel pile bent piers and abutments with timber wingwalls

roadway wdt.: 13.5’ floor/decking: timber deck over steel stringers

other features: upper chord and inclined end post: 2 angles with cover plate; lower chord: 2 angles;
vertical: 2 angles; diagonal: 2 angles; lateral bracing: round rod with threaded ends;
strut: angle A-frame; portal strut: "M"; floor beam: [-beam; guardrail: 2 angles

Located some 2% miles south of Galt, this long-span steel truss carries a gravel-surfaced county road across Medicine Creek in Marion
Township. The structure is comprised of a single rigid-connected Parker through truss, supported by steel pile bent piers and approached
by steel stringer spans. The truss employs extremely light construction, with two angles and a cover plate used in lieu of the typical box
beam for the upper chords and endposts.” This two-angle configuration distinguishes it as one of many such spans fabricated in the 1920s
and 1930s by the Chillicothe Iron Works of Chillicothe, Missouri. Grundy County bought several truss superstructures from Chillicothe
[ron, erecting the spans using county force account laborers. Although county records do not discuss this bridge over Medicine Creek
specifically, the structure is apparently one of the Chillicothe Iron spans built by the county in the mid-1920s. Since its completion, the
Medicine Creek Bridge has functioned in place at this lightly trafficked crossing, with no substantial alterations.

Although two-angle trusses can be found in many Midwestern states, none seem to have embraced the technology as much as Missouri
in the 1920s. Numerous two-angle trusses can still be found in the state, particularly in the north-central counties near Livingston
County, of which Chillicothe is the seat. The Chillicothe Iron Works fabricated jts two-angle trusses using traditional web configurations:
Warren, Pratt and Pratt variants such as the Parker. Like more traditional box-beam trusses, Warren and Pratt two-angle ponies were
used the most widely, and such esoteric long-span configurations as the Parker were used far less often. With its 180-foot Parker
configuration, the Medicine Creek Bridge is thus an uncommon example-one of only a handful-of this indigenous Missouri structural type.
Its well-preserved condition and long span makes it noteworthy among Missouri’s two-angle trusses.

NPS FORM 10-909 Historic American Buildings Survey / Historic American Engineering Record
(4/88) National Park Service, U.S. Department of the Interior, P.O. Box 37127, Washington, DC 20013-7127
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LOCATION MAP

TAKEN FROM MISSOURI HIGHWAY AND TRANSPORTATION DEPARTMENT
GENERAL HIGHWAY MAP

SOURCES
Missouri Highway and Transportation Department, Structure [nventory and Appraisal: Structure Number 280000.1; field inspection by

Clayton Fraser, 9 December 1990.

INVENTORIED BY AFFILIATION DATE
Clayton B. Fraser Fraserdesign, Loveland CO 22 April 1994
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