PUTNAM COUNTY

INCLUDED: [Significant feature(s) of bridge given in boldface]
[Field inventoried bridge indicated by asterisk]

Inv. No.

PUTNO1
*PUTNO2
*PUTNO3
*PUTNO4
*PUTNO5
*PUTNO6
PUTNO7
PUTNO8
*PUTNO9
*PUTN10
PUTN11
PUTN12
*PUTN13
*PUTN14

*PUTN15
PUTN16

*PUTN17
*PUTN18
PUTN19
PUTN20
PUTN21

PUTN22

MHTD

003002.2
060000.5
070000.4
070000.5
082001.6
085002.0
087000.2
127003.2
147000.9
181001.0
186000.8
198001.1
227000.1
253001.5

278000.3
279003.0

291000.4
300000.5
332000.2
412000.4
413000.3

432001.7

EXCLUDED:

Pratt pony truss

084002.3

196000.6 222000.1
411004.8 412000.5

Bridge Name
Medicine Creek Bridge
Berry Bridge

Bridge

Demery Bridge

East Locust Creek Bridge
Montgomery Bridge
Brown Bridge

Drury Bridge

Bridge

Shadden Bridge

Petty Bridge

Husted Bridge
Margrove Bridge
Bradshaw Bridge

Lick Creek Bridge
Buster Bridge

Wildcat Creek Bridge
Wildcat Creek Bridge
Herndon Bridge

Dickson Bridge

East Walnut Creek Bridge

Bridge

Description

1- 34
1914
1- 48
1909
1- 48
c1910
1- 48

(replaced)

(replaced)

steel stringer

L.H. Elson

pinned Pratt half-hip pony truss
Canton Bridge Company
pinned Pratt pony truss

pinned Pratt half-hip pony truss
Canton Bridge Company

steel stringer

Canton Bridge Company
pinned Pratt half-hip pony truss
Midland Bridge Company
pinned Pratt pony truss

llinois Steel Bridge Company
pinned Pratt pony truss

lllinois Steel Bridge Company
pinned Pratt pony truss

Canton Bridge Company
pinned Pratt pony truss

Illinois Steel Bridge Company
pinned Pratt pony truss
Midland Bridge Company

pin Pratt half-hip pony truss
Midland Bridge Company
(replaced)

riveted Warren pony truss
Ilinois Steel Bridge Company
pinned Pratt half-hip pony truss
Canton Bridge Company
pinned Pratt pony truss

Canton Bridge Company
(replaced)

(replaced)

riveted Pratt half-hip pony truss
A.L. Greenberg Iron Company
pinned Pratt half-hip pony truss
Canton Bridge Company

256000.3 259000.5 269000.8 403000.8




PUTNAM COUNTY

EXCLUDED (cont.):

Warren pony truss
043000.1 181000.4
418000.5 445000.7

Lattice bedstead

019000.3 024002.4
095000.1 132001.4
257002.0 273000.5
393000.7 452001.2

Steel stringer

H 495R

S 584
020000.6
044000.5
069000.2
094000.1
127002.1
161000.5
255000.3
328000.3
400000.4
459000.3

J 400

T 490

022002.2
044000.7
073000.1
100000.5
128000.4
171001.0
275001.1
351001.5
411000.3
459001.0

Concrete girder

J 101
352500.1

J 179

Concrete slab

J 954

036003.5

Concrete box culvert

J 180

J 401

Timber stringer

021001.5

SUMMARY:

Included
Excluded

0
17

261001.8
445000.8

036002.9
156000.3
293001.0

J 406

X 239

025000.9
045000.2
079000.5
101001.1
138000.4
172000.8
281001.3
351002.1
413001.0
461000.8

095002.7

047002.2

J 901

Primary Secondary Urban Other

17
122

279003.0 304002.0

039002.4 050001.2
165000.9 210000.4
305000.5 307000.2

J 410 J 689

001001.1 011000.5
027R02.9 029000.7
045000.5 061000.3
082000.9 084001.1
101001.2 107000.0
156000.2 158001.0
173000.7 211001.3
282000.3 286002.8
351002.6 355000.7
417000.5 454000.9

104001.7 118001.7

070000.4

X 161

Total

0 17
0 139

346001.8

073002.3
215000.1
352001.1

K 711

015001.4
031000.3
067000.3
087000.2
112000.2
159R01.0
224001.0
293000.5
358R00.4
455001.6

141000.5

17

139

0 156 structures

380001.6

084001.7
216000.6
386000.4

L 256

020000.4
042001.2
068000.2
088002.5
114000.3
161R02.0
241001.0
301000.2
359000.1
458000.2

159002.0




Bridge

’ PUTNO3

GENERAL DATA
structure no.: 070000.4 cityftown: 9.6 miles northwest of Unionville
county: Putnam feature Inters.: branch of West Locust Creek

cadastral grid: S30, T66N, R20W
highway route: County Road 70
highway distr.: 2

current owner: Putnam County

STRUCTURAL DATA

superstructure: Steel stringer
substructure:  concrete abutments and wingwalls

span number: 1 condition: fair

span length: 34.0° alterations: unknown

total length:  35.0’ floor/decking : concrete deck

roadway width: 12.3’ other features: concrete guardrails with recessed rectangular

panels; builder's name impressed in concrete
guardrail: L.H. ELSON / MAKER / UNIONVILLE
MO

. HISTORICAL DATA

erection date: 1914

erection cost: unknown

designer: unknown

fabricator : unknown

contractor: L.H. Elson, Unionville MO

references:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 070000.4; field inspection by Clayton
Fraser, 11 July 1992.

sign. rating: 32
evaluation:  NRHP non-eligible (undistinguished, small-scale structure, lacking in
technological significance)

inventoried by: Clayton B. Fraser 28 July 1992




Demery Bridge

PUTNO4

GENERAL DATA

structure no.:
county:

070000.5 city/town: 9.5 miles northwest of Unionville
Putnam feature inters.: West Locust Creek

cadastral grid: S29, T66N, R20W

highway route: County Road 70

highway distr.: 2

current owner: Putnam County

STRUCTURAL DATA

superstructure:

substructure:

span number:
span length:
total length:
roadway width:

steel, 3-panel, pin-connected Pratt half-hip pony truss, with steel stringer
approach span

welded steel pile bent piers and abutments with timber back- and
wingwalls

1 condition: fair

48.0° alterations:  substructure replaced

62.0° floor/decking : timber deck over steel stringers

12.0° other features: upper chord and inclined end post: 2 channels

with cover and batten plates; lower chord: 2
punched rectangular eyebars; vertical: 4 angles
with lacing; diagonal: 2 punched rectangular
eyebars; counter: round eyerod with turnbuck-
le; lateral bracing: round rod with threaded
ends; floor beam: I-beam, field-bolted to ver-
ticals; no guardrails

HISTORICAL DATA

erection date:
erection cost:
designer:
fabricator :
contractor:

references:

sign. rating:
evaluation:

inventoried by:

1909

unknown

Canton Bridge Company, Canton OH
Canton Bridge Company, Canton OH
Canton Bridge Company, Canton OH

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 070000.5; Putnam County Court
Record, Book N: pages 111-12 (22 May 1909), located at Putnam County
Courthouse, Unionville MO; field inspection by Clayton Fraser, 11 July
1992.

37
NRHP non-eligible (typical example of pinned Pratt pony truss con-
struction)

Clayton B. Fraser 28 July 1992




East Locust Creek Bridge

PUTNOS

GENERAL DATA
structure no.:  082001.6 city/town:
county: Putnam feature inters.:

cadastral grid:
highway route:
highway distr.:
current owner:

STRUCI'URAL DATA

7.7 miles northwest of Unionville
East Locust Creek

S11, T66N, R20W

County Road 82

2

Putnam County

superstructure: Steel, 3-panel, pin-connected Pratt pony truss, with steel stringer approach

spans
substructure:  steel truss leg piers
span number: 1 condition:
span length:  48.0’ alterations:
total length:  71.0’ floor/decking :
roadway width: 11.9’ other features:

HISTORICAL DATA

erection date: c1910

erection cost: unknown
designer: unknown
fabricator : unknown
contractor: unknown

fair

none

timber deck over steel stringers

upper chord and inclined end post: 2 channels
with cover and batten plates; lower chord: 2
looped rectangular eyebars; vertical: 4 angles
with lacing; diagonal (counter): square eyerod
with turnbuckle; lateral bracing: round rod
with threaded ends; floor beam: [-beam, field-
bolted to vertical; no guardrails

references:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 082001.6; field inspection by Clayton

Fraser, 11 July 1992.

sign. rating: 27

evaluation:  NRHP non-eligible (undistinguished, undocumented example of a com-
mon structural configuration)

inventoried by: Clayton B. Fraser 28 July 1992




Montgomery Bridge

PUTNO6

GENERAL DATA

structure no.:

county:

085002.0 city/town: 9.0 miles northwest of Unionville
Putnam feature inters.: East Locust Creek

cadastral grid: 33, T66/ 67N, R20W

highway route: County Road 85

highway distr.: 2

current owner: Putnam County

STRUCTURAL DATA

superstructure:
substructure:

span number:
span length:
total length:
roadway width:

steel, 3-panel, pin-connected Pratt half-hip pony truss
steel pile bent abutments and piers, with timber back- and wingwalls

1 condition: fair

48.0 alterations:  substructure replaced

63.0° fioor/decking : timber deck over steel stringers

13.9° other features: upper chord and inclined end post: 2 channels

with cover plate and lacing; lower chord: 2
round eyerods, 2 square eyebars; vertical: 4
angles with double lacing; "diagonal: 2 looped
square eyebars; counter: square eyebar with
turnbuckle; lateral bracing: round rod with
threaded ends; floor beam: I-beam, field-bolted
to verticals; hip-mounted builder’s plate: THE
CANTON BRIDGE COMPANY, CANTON OHIO

HISTORICAL DATA

erection date:
erection cost:
designer:
fabricator :
contractor :

references:

sign. rating:
evaluation:

inventoried by:

1908

$624.00 (superstructure cost)
Canton Bridge Company, Canton OH
Canton Bridge Company, Canton OH
Canton Bridge Company, Canton OH

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 085002.0; Putnam County Court
Record, Book N: page 305 (31 December 1906), page 523 (10 April
1908), page 553 (3 August 1908) - located at Putnam County Court-
house, Unionville MO; field inspection by Clayton Fraser, 11 July 1992,

39
NRHP non-eligible (although well-documented, a typically configured
example of a standard truss type)

Clayton B. Fraser 28 July 1992




Brown Bridge
PUTNO7

GENERAL DATA

structure no.:  087000.2 citytown: 9.8 miles northwest of Unionville
county: Putnam feature inters.: branch of Locust Creek

cadastral grid: S33/34, T67N, R20W

highway route: County Road 87

highway distr.: 2

current owner: Putnam County

STRUCTURAL DATA

superstructure: steel stringer
substructure: Unknown

span number: 1 condition: fair

span length: 30.00 aiterations: unknown

total length:  30.0’ floor/decking : concrete deck
roadway width: 10.3’ other features: unknown

HISTORICAL DATA

erection date: 1909

erection cost: unknown

designer: Canton Bridge Company, Canton OH
fabricator :  Canton Bridge Company, Canton OH
contractor:  Canton Bridge Company, Canton OH

references:  Missouri Highway and Transportation Department, Structure and Inven-
tory and Appraisal: Structure Number 087000.2; Putnam County Court
Record, Book O; pages 111-12 (22 May 1909), located at Putnam County
Courthouse, Unionville MO.

sign. rating: 34
evaluation:  NRHP non-eligible (a relatively early example of a common structural
type, used for short-span crossings)

inventoried by: Clayton B. Fraser 13 August 1992




Drury Bridge

PUTNOS

GENERAL DATA
structure no.:  127003.2 city/town: 2.5 miles north of Unionville
county: Putnam teature inters.: tributary of North Blackbird Creek

cadastral grid: S23/24, T66N, R19W
highway route: County Road 127
highway distr.: 2

current owner: Putnam County

STRUCTURAL DATA
superstructure: steel, 3-panel, pin-connected Pratt half-hip pony truss

substructure: unknown

span number: 1 condition: fair

span length:  42.0’ alterations: unknown

total length:  42.0’ floor/decking : timber deck

roadway width: 11.6’ other features: Steel angle guardrails

HISTORICAL DATA

erection date:
erection cost:

designer:
fabricator :
contractor:

references:

sign. rating:
evaluation:

1909

unknown

Midland Bridge Company, Kansas City MO
Midland Bridge Company, Kansas City MO
Midland Bridge Company, Kansas City MO

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 127003.2 ; Putnam County Court Record,
Book O, pages 111-12 (22 May 1909. located at Putnam County Court-
house, Unionville MO.

36
NRHP non-eligible (technologically undistinguished example of pinned
Pratt pony truss construction)

inventoried by: Clayton B. Fraser 28 July 1992




Bridge

PUTNO9

GENERAL DATA
structure no.:  147000.9 city/fown: 6.8 miles northeast of Unionville
county: Putnam teature Inters.: tributary of North Blackbird Creek

cadastral grid: S5, T66N, R18W
highway route: County Road 147
highway distr.: 2

current owner: Putnam County

STRUCTURAL DATA

superstructure:
substructure:

span number:
span length:
total length:
roadway width:

steel, 3-panel, pin-connected Pratt pony truss
steel pile bent piers with concrete back- and wingwalls

1 condition: fair

48.0° alterations: none

48.0 floor/decking : concrete deck over steel stringers

11.7 other features: upper chord and inclined end post: 2 channels

with cover and batten plates; lower chord: 2
punched rectangular eyebars; vertical: 4 angles
with lacing; diagonal (counter): square eyerod
with turnbuckle; lateral bracing: round rod
with threaded ends; floor beam: [-beam, field-
bolted to vertical; guardrail: 2 angles

HISTORICAL DATA

erection date:
erection cost:
designer:
fabricator :
contractor:

references:

sign. rating:
evaluation:

inventoried by:

c1915

unknown

Mlinois Steel Bridge Company, Jacksonville IL
Ilinois Steel Bridge Company, Jacksonville IL
Mlinois Steel Bridge Company, Jacksonville IL

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 147000.9; field inspection by Clayton
Fraser, 11 July 1992.

30
NRHP non-eligible (typically configured example of a common structural

type)

Clayton B. Fraser 28 July 1992




Shadden Bridge

PUTN10

GENERAL DATA

structure no.:

county:

181001.0 city/town: 10.1 miles northeast of Unionville
Putnam feature inters.: Shoal Creek

cadastral grid: 532, T66/67N, R17W

highway route: County Road 181

highway distr.: 2

current owner: Putnam County

STRUCTURAL DATA

superstructure:
substructure:

span number:
span length:
total length:
roadway width:

steel, 4-panel, pin-connected Pratt pony truss
steel pile bent piers, with timber back- and wingwalls

1 condition: fair

60.0’ alterations: none

60.0’ floor/decking : concrete deck over steel stringers

11.8 other features: upper chord and inclined end post: 2 channels

with cover and batten plates; lower chord: 2
punched rectangular eyebars; vertical: 4 angles
with lacing; diagonal: 2 square eyebars; coun-
ter: eyerod with turnbuckle; lateral bracing:
round rod with threaded ends; floor beam: I-
})ea'm, field-bolted to vertical; guardrail: steel
attice

HISTORICAL DATA

erection date:
erection cost:
designer:
fabricator :
contractor:

references:

sign. rating:
evaluation:

inventoried by:

1909

$952.00

[linois Steel Bridge Company, Jacksonville IL
llinois Steel Bridge Company, Jacksonville IL
llinois Steel Bridge Company, Jacksonville IL

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 181001.0; Putnam County Court
Record, Book N: page 430 (9 August 1907), page 43 (2 March 1909),
page 67 (9 April 1909), page 153 (3 November 1909) - located at
Putnam County Courthouse, Unionville MO; field inspection by Clayton
Fraser, 11 July 1992.

44
NRHP non-eligible (although well-documented, a typically configured
example of a standard truss configuration)

Clayton B. Fraser 28 July 1992




Petty Bridge

PUTN11

GENERAL DATA
structure no.: 186000.8 city/town: 9.5 miles northeast of Unionville
county: Putnam feature Inters.: Shoal Creek

cadastral grid: S17, T66N, R17W
highway route: County Road 186
highway distr.: 2

current owner: Putnam County

STRUCTURAL DATA

superstructure: steel, 5-panel, pin-connected Pratt pony truss
substructure: unknown

span number: 1 condition: fair

span length: 80.0’ alterations: none

total length:  255.0° floor/decking : timber deck

roadway width: 11.4’ other features: steel lattice guardrails

HISTORICAL DATA

erection date: 1908

erection cost: $3500.00

designer: Canton Bridge Company, Canton OH
fabricator :  Canton Bridge Company, Canton OH
contractor:  Canton Bridge Company, Canton OH

references:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 186000.8; Putnam County Court Record,
Book N: page 524 (11 April 1908), page 553 (3 August 1908), located
at Putnam County Courthouse, Unionville MO.

sign. rating: 44
evaluation:  NRHP non-eligible (typically configured pinned Pratt pony truss)

inventoried by: Clayton B. Fraser 28 July 1992




Husted Bridge

PUTN12

GENERAL DATA

structure no.:

county:

198001.1 city/town: 5.7 miles west of Livonia
Putnam feature inters.: Shoal Creek
cadastral grid: S27, T66N, R17W
highway route: County Road 198
highway distr.: 2
current owner: Putnam County

STRUCTURAL DATA

superstructure:

substructure:

span number:
span length:
total length:
roadway width:

steel, 5-panel, pin-connected Pratt pony truss, with steel stringer approach

spans
unknown

1 condition: fair

80.0° aiterations: unknown
109.0° floor/decking : timber deck

11.8 other features: Steel lattice guardrails

HISTORICAL DATA

erection date:
erection cost:
designer:
fabricator :
contractor:

references:

sign. rating:
evaluation:

inventoried by:

c1915

unknown

lllinois Steel Bridge Company, Jacksonville IL
lllinois Steel Bridge Company, Jacksonville IL
[linois Steel Bridge Company, Jacksonville IL

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 198001.1.

38
NRHP non-eligible (typically configured example of common structural

type)

Clayton B. Fraser 28 July 1992




Margrove Bridge

. PUTN13

GENERAL DATA
structure no.: 227000.1 city/town: 2.5 miles northwest of Livonia
county: Putnam feature inters.: Brush Creek

cadastral grid: S24, T66N, R17W
highway route: County Road 227
highway distr.: 2

current owner: Putnam County

STRUCTURAL DATA

superstructure: Steel, 4-panel pin-connected Pratt pony truss
substructure:  Steel pile bent abutments, with timber back- and wingwalls

span number: ] condition: fair

span length:  60.0’ alterations: none

total length:  60.0’ fioor/decking : timber deck over steel stringers

roadway width: 11.8’ other teatures: upper chord and inclined end post: 2 channels

with cover and batten plates; lower chord: 2
looped rectangular eyebars; vertical: 4 angles
with lacing; diagonal: 2 looped rectangular
eyebars; counter: round eyerod with turnbuck-
le; lateral bracing: round rod with threaded

‘ ends; floor beam: I-beam, U-bolted to lower
chord pin; guardrail: 2 channels

HISTORICAL DATA

erection date: 1909

erection cost: unknown

designer: Midland Bridge Company, Kansas City MO
fabricator :  Midland Bridge Company, Kansas City MO
contractor:  Midland Bridge Company, Kansas City MO

references:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 227000.1; Putnam County Court
Record, Book N: page 76 (4 May 1909), pages 111-12 (22 May 1909) -
located at Putnam County Courthouse, Unionville MO; field inspection
by Clayton Fraser, 11 July 1992.

sign. rating: 44
evaluation:  NRHP non-eligible (typical example of common structural type)

inventoried by: Clayton B. Fraser 28 July 1992




Bradshaw Bridge

PUTN14

GENERAL DATA
structure no.: 253001.5 city/town: 9.2 miles southeast of Unionville
county: Putnam teature inters.: North Blackbird Creek

cadastral grid: S18, T65N, R17W
highway route: County Road 253
highway distr.: 2

current owner: Putnam County

STRUCTURAL DATA

superstructure:

substructure:

span number:
span length:
total length:
roadway width:

steel, 3-panel, pin-connected Pratt half-hip pony truss, with steel stringer
approach spans
steel pile bent abutments and piers, with timber back- and wingwalls

1 condition: fair
48.0° aiterations: none
111.0° floor/decking : timber deck over steel stringers
11.6’ other features: Upper chord and inclined end post: 2 channels

with cover plates and lacing; ~ lower chord: 2
round eyerods, 2 square eyebars; vertical: 4
angles with lacing; diagonal: 2 square eyerods;
counter: square eyerod with turnbuckle; lateral
bracing: round rod with threaded ends; floor
beam: I-beam, field-bolted to vertical; guardrail:
steel lattice

HISTORICAL DATA

erection date:
erection cost:
designer:
fabricator :
contractor:

references:

sign. rating:
evaluation:

inventoried by:

1909

unknown

Midland Bridge Company, Kansas City MO
Midland Bridge Company, Kansas City MO
Midland Bridge Company, Kansas City MO

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 253001.5; Putnam County Court
Record, Book N: page 68 (9 April 1909), pages 111-112 (22 May 1909) -
located at Putnam County Courthouse, Unionville MO; field inspection
by Clayton Fraser, 11 July 1992.

43
NRHP non-eligible (typical example of a common truss configuration, with
standard detailing, and unremarkable dimensions)

Clayton B. Fraser 28 July 1992




Buster Bridge

PUTN16

GENERAL DATA

structure no.:
county:

279003.0 city/town: 6.2 miles northwest of Worthington
Putnam featurs inters.: Blackbird Creek

cadastral grid: S21, T65N, R17W

highway route: County Road 279

highway distr.: 2

current owner: Putnam County

STRUCTURAL DATA

superstructure:
substructure:

span number:
span length:
total fength:
roadway width:

steel, 4-panel, rigid-connected Warren pony truss

own
1 condition: fair
60.0’ alterations: unknown
75.00 floor/decking : timber deck
11.7 other features: Steel angle guardrails

HISTORICAL DATA

erection date:
erection cost:
designer:
fabricator :
contractor:

references:

sign. rating:
evaluation:

inventoried by:

1913

$1934.00

Hlinois Steel Bridge Company, Jacksonville IL
Illinois Steel Bridge Company, Jacksonville IL
Ilinois Steel Bridge Company, Jacksonville IL

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 279003.0; Putnam County Court
Record, Book Q: page 68 (3 February 1914) - located at Putnam County
Courthouse, Unionville MO.

37
NRHP non-eligible (modestly scaled and detailed example of Warren pony
truss construction from the 1910s)

Clayton B. Fraser 13 August 1992




Wildcat Creek Bridge
PUTN17

GENERAL DATA

structure no.:  291000.4 city/town: 3.2 miles northwest of Worthington
county: Putnam feature inters.: Wildcat Creek

cadastral grid: S24, T65N, R17W

highway route: County Road 291

highway distr.: 2

current owner: Putnam County

STRUCTURAL DATA

superstructure: steel, 3-panel, pin-connected Pratt half-hip pony truss
substructure:  timber pile bent abutments and wingwalls

span number: 1 condition: fair

span length: 48.0° alterations: none

total length:  48.0’ floor/decking : timber deck over steel stringers

roadway width: 11.7’ other features: upper chord and inclined end post: 2 channels

with cover plate and lacing; lower chord: 2
round eyerods, 2 square eyebars; vertical: 4
angles with double lacing; “diagonal: 2 looped
square eyebars; counter: square eyebar with
turnbuckle; lateral bracing: round rod with
threaded ends; floor beam: I[-beam, field-bolted
to vertical; guardrail: 2 channels

HISTORICAL DATA

erection date: c1910

erection cost: unknown

designer: Canton Bridge Company, Canton OH
tabricator :  Canton Bridge Company, Canton OH
contractor:  Canton Bridge Company, Canton OH

references:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 291000.4; field inspection by Clayton
Fraser, 11 July 1992.

sign. rating: 29
evaluation:  NRHP non-eligible (typical example of pinned Pratt pony truss construc-
tion)

inventoried by: Clayton B. Fraser 28 July 1992




Wildcat Creek Bridge

. PUTN18

GENERAL DATA
structure no.:  300000.5 city/town: 3.1 miles southwest of Worthington
county: Putnam teature inters.: Wildcat Creek

cadastral grid: S6, T64N, R16W
highway route: County Road 300
highway distr.: 2

current owner: Putnam County

STRUCTURAL DATA

superstructure: steel, 3-panel, pin-connected Pratt pony truss, with steel stringer approach
spans
substructure:  steel pile bent piers, with timber back- and wingwalls

span number: 1 condition: poor

span length:  48.0’ atterations:  substructure replaced, outriders added to
total length:  63.0’ verticals, diagonals modified

roadway width: 12.2’ fioor/decking : timber deck over steel stringers

other features: [-beam floor beams, U-bolted to lower chord
pins; no guardrails

. HISTORICAL DATA

erection date: 1905

erection cost: unknown

designer: Canton Bridge Company, Canton OH
fabricator :  Canton Bridge Company, Canton OH
contractor:  Canton Bridge Company, Canton OH

referonces:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 300000.5; field inspection by Clayton
Fraser, 11 July 1992.

sign. rating: 29
evaluaion:  NRHP non-eligible (typical example of common structural type,
substantially altered)

inventoried by: Clayton B. Fraser 28 July 1992




East Walnut Creek Bridge

PUTN21

GENERAL DATA
structure no.:  413000.3 city/town: 9.4 miles southwest of Unionville
county: Putnam feature Inters.: East Walnut Creek

cadastral grid: S29, T65N, R20W
highway route: County Road 413
highway distr.: 2

current owner: Putnam County

STRUCTURAL DATA

superstructure:

substructure:

span number:
span length:
total length:
roadway width:

steel, 4-panel, rigid-connected Pratt half-hip pony truss, with steel stringer
approach spans
timber pile bent abutments, wingwalls and piers

1 condition: fair

50.00 aiterations: unknown

84.0° floor/decking : timber deck over steel stringers
14.3’ other features: NO guardrails

HISTORICAL DATA

erection date:
erection cost:
designer:
fabricator :
contractor:

references:

sign. rating:
evaiuation:

inventoried by:

1917

unknown

A.L. Greenberg Iron Company, Terre Haute IN
A.L. Greenberg Iron Company, Terre Haute IN
A.L. Greenberg Iron Company, Terre Haute IN

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 413000.3.

33
NRHP non-eligible (typically built example of a common structural
configuration)

Clayton B. Fraser 13 August 1992




Bridge

PUTN22

GENERAL DATA

structure no.: 432001.7
county: Putnam

STRUCTURAL DATA

city/town: 2.6 miles southwest of Lucerne
feature inters.: tributary of Medicine Creek
cadastral grid: S11, T65N, R22W

highway route: County Road 432

highway distr.: 2

current owner: Putnam County

superstructure: Steel, 3-panel, pin-connected Pratt half-hip pony truss

substructure: unknown

span number: 1

span length:  48.0’
total length : 48.0°
roadway width: 13.0’

condition: fair

aiterations: unknown

floor/decking : timber deck over steel stringers

other features: Steel angle guardrails; hip-mounted builder’s
plate: THE CANTON BRIDGE COMPANY,

CANTON OHIO
HISTORICAL DATA
erection date: c1910
erection cost: unknown
designer: Canton Bridge Company, Canton OH

fabricator :  Canton Bridge Company, Canton OH
contractor:  Canton Bridge Company, Canton OH

references:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 432001.7.

sign. rating: 29

evaluation:  NRHP non-eligible (typical example of common structural type)

inventoried by: Clayton B. Fraser 28 July 1992
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Missouri Historic Bridge Inventory

NAME(S) OF STRUCTURE
Demery Bridge (West Locust Creek Bridge)
MHTD: 070000.5

LOCATION

County Road 70 over West Locust Creek; S29,

9.5 miles northwest of Unionville; Putnam County, Missouri

DATE(S) OF CONSTRUCTION
PUTNO4 1909

USE (ORIGINAL / CURRENT)
T66N, R20W roadway bridge / roadway bridge

ratiné NRHP non-eligible (score: 37)

CONDITION OWNER
fair Putnam County
span number: 1 superstructure:
span length:  48.0° substructure:
total length:  62.0° floor/decking:
roadway wdt.: 12.0° other features:

steel, 3-panel, pin-connected Pratt half-hip pony truss, with steel stringer approach span
welded steel pile bent piers and abutments with timber back- and wingwalls

timber deck over steel stringers

upper chord and inclined end post: 2 channels with cover and batten plates; lower chord:
2 punched rectangular eyebars; vertical: 4 angles with lacing; diagonal: 2 punched
rectangular eyebars; counter: round eyerod with turnbuckle; lateral bracing: round rod
with threaded ends; floor beam: [-beam, field-bolted to verticals; no guardrails

The Demery Bridge carries an unpaved county road over West Locust Creek on the boundary line between Jackson and Sherman Counties.
Comprised of a pinned Pratt half-hip pony truss, the bridge dates to 1909. In May of that year the Putnam County Court authorized
its construction and contracted with the Canton Bridge Company of Ohio to build the small-scale truss. Completed the same year, the
bridge today features a timber deck and fairly new steel pile bent piers with timber wingwalls. The Demery Bridge has carried inter-

mittent vehicular traffic in essentially unaltered

condition since its construction.

The Demery Bridge typifies the type of small-scale pinned truss that was widely built throughout Missouri in the early 20th century.
With modest dimensions, typical design and detailing and substructural replacement, it lacks any technological or historical significance.

NPS FORM 10-909 N Historic American Buildings Survey / Historic American Engineering Record
U.S. Department of the Interior, P.O. Box 37127, Washington, DC 20013-7127

(4/86) National Park Service,




NAME(S) OF STRUCTURE
Demery Bridge (West Locust Creek Bridge)

PHOTOS AND SKETCH MAP OF LOCATION
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LOCATION MAP

TAKEN FROM MISSOUR! HIGHWAY AND TRANSPORTATION DEPARTMENT
GENERAL HIGHWAY MAP

SOURCES
Missouri Highway and Transportation Department, Structure Inventory and Appraisal: Structure Number 070000.5; Putnam County Court
Record, Book N: pages 111-12 (22 May 1909), located at Putnam County Courthouse, Unionville MO; field inspection by Clayton Fraser,
11 July 1992.

INVENTORIED BY AFFILIATION DATE
Clayton B. Fraser Fraserdesign, Loveland CO 28 July 1992
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NAME(S) OF STRUCTURE DATE(S) OF CONSTRUCTION
Montgomery Bridge (East Locust Creek Bridge) PUTNO6 1908

MHTD: 085002.0

LOCATION USE (ORIGINAL / CURRENT)

County Road 85 over East Locust Creek; S3, T66/67N, R20W roadway bridge / roadway bridge

9.0 miles northwest of Unionville; Putnam County, Missouri manna NRHP non-eligible (score: 39)

CONDITION OWNER

fair Putnam County

span number: 1 superstructure: steel, 3-panel, pin-connected Pratt half-hip pony truss

span length:  48.0’ substructure:  steel pile bent abutments and piers, with timber back- and wingwalls

total length:  63.0’ floor/decking: timber deck over steel stringers

roadway wdt.: 13.9’ other features: upper chord and inclined end post: 2 channels with cover plate and lacing; lower chord:

2 round eyerods, 2 square eyebars; vertical: 4 angles with double lacing; diagonal: 2
looped square eyebars; counter: square eyebar with turnbuckle; lateral bracing: round
rod with threaded ends; floor beam: I-beam, field-bolted to verticals; hip-mounted
builder’s plate: THE CANTON BRIDGE COMPANY, CANTON OHIO

This bridge carries a county road over the East Locust Creek about 9 miles northwest of Unionville. The timber-decked structure is
comprised of a pinned Pratt half-hip pony truss, with a steel stringer approach span on one end. Named after adjacent landowner Gail
Montgomery, the Montgomery Bridge dates to late 1906. That December the Putnam County Bridge Commissioner was directed by the
county court to advertise for competitive bids to build this structure and another small-scale truss in Sherman Township. Local contractor
George Nulton was hired to build the Montgomery Bridge for $546.00 in February 1907. For some reason, the bridge remained unbuilt
for more than a year, however, until the county purchased a pinned truss superstructure in April 1908 from the Canton Bridge Company
for $624.00. The Montgomery Bridge was completed later that year. It has carried local traffic since, in essentially unaltered condition.

The pinned Pratt half-hip pony truss was used extensively on Missouri’s county roads in the late 19th and early 20th centuries.
Thousands of small-scale examples of this ubiquitous truss type were built during this period, and numerous examples remain in service
today. The Montgomery Bridge is a typically configured, technologically undistinguished example of this widespread bridge building trend.

NPS FORM 10-909 Historic American Buildings Survey / Historic American Engineering Record
(4/86) National Park Service, U.S. Depariment of the Interior, P.O. Box 37127, Washington, DC 20013-7127




NAME(S) OF STRUCTURE
Montgomery Bridge (East Locust Creek Bridge)

PHOTOS AND SKETCH MAP OF LOCATION
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LOCATION MAP

TAKEN FROM MISSOUR! HIGHWAY AND TRANSPORTATION DEPARTMENT
GENERAL HIGHWAY MAP

SOURCES
Missouri Highway and Transportation Department, Structure Inventory and Appraisal: Structure Number 085002.0; Putnam County Court

Record, Book N: page 305 (31 December 1906), page 523 (10 April 1908), page 553 (3 August 1908) - located at Putnam County Court-
house, Unionville MO; field inspection by Clayton Fraser, 11 July 1992.

INVENTORIED BY AFFILIATION DATE
Clayton B. Fraser Fraserdesign, Loveland CO 28 July 1992




® o o
HAER INVENTORY

Missourl Historic Bridge Inventory

NAME(S) OF STRUCTURE DATE(S) OF CONSTRUCTION
Shadden Bridge (Shoal Creek Bridge) PUTN10 1909

MHTD: 181001.0

LOCATION USE (ORIGINAL / CURRENT)

County Road 181 over Shoal Creek; S32, T66/67N, R17W roadway bridge / roadway bridge

10.1 miles northeast of Unionville; Putnam County, Missouri rave NRHP non-eligible (score: 44)

CONDITION OWNER
fair Putnam County

span number: 1 superstructure: steel, 4-panel, pin-connected Pratt pony truss

span length:  60.0° substructure:  steel pile bent piers, with timber back- and wingwalls

total length:  60.0° floor/decking: concrete deck over steel stringers

roadway wdt.: 11.8 other features: upper chord and inclined end post: 2 channels with cover and batten plates; lower chord:

2 punched rectangular eyebars; vertical: 4 angles with lacing; diagonal: 2 square eyebars;
counter: eyerod with turnbuckle; lateral bracing: round rod with threaded ends; floor
beam: I-beam, field-bolted to vertical; guardrail: steel lattice

In February 1909 the Putnam County Court ordered the construction of the Shadden Bridge, named after adjacent landowner Jonas
Shadden. That April the county purchased seven steel superstructures from the Jacksonville-based Illinois Steel Bridge Company for an
aggregate cost of $4675.00. Included in the acquisition was the pin-connected Pratt pony truss Shadden Bridge. Spanning Shoal Creek
some ten miles northeast of Unionville, the timber/steel structure has lattice guardrails and relatively new steel pile bent abutments.
This bridge today appears largely unaltered and possesses good integrity: a typically configured example of a common structural type.

NPS FORM 10-909 Historic American Buildings Survey / Historic American Engineering Record
(4/86) National Park Service, U.S. Department of the Interior, P.O. Box 37127, Washington, DC 20013-7127



NAME(S) OF STRUCTURE
Shadden Bridge (Shoal Creek Bridge)

PHOTOS AND SKETCH MAP OF LOCATION

LOCATION MAP

TAKEN FROM MISSOURI HIGHWAY AND TRANSPORTATION DEPARTMENT
GENERAL HIGHWAY MAP

SOURCES
Missouri Highway and Transportation Department, Structure Inventory and Appraisal: Structure Number 181001.0; Putnam County Court

Record, Book N: page 430 (9 August 1907), page 43 (2 March 1909), page 67 (9 April 1909), page 153 (3 November 1909) - located
at Putnam County Courthouse, Unionville MO; field inspection by Clayton Fraser, 11 July 1992.

INVENTORIED BY AFFILIATION DATE
Clayton B. Fraser Fraserdesign, Loveland CO 28 July 1992
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NAME(S) OF STRUCTURE DATE(S) OF CONSTRUCTION

Bradshaw Bridge (North Blackbird Creek Bridge) PUTN14 1909

MHTD: 253001.5

LOCATION USE (ORIGINAL / CURRENT)

County Road 253 over North Blackbird Creek; S18, T65N, R17W roadway bridge / roadway bridge

9.2 miles southeast of Unionville; Putnam County, Missouri manve NRHP non-eligible (score: 43)

CONDITION OWNER

fair Putnam County

span number: 1 superstructure: steel, 3-panel, pin-connected Pratt half-hip pony truss, with steel stringer approach spans
span length:  48.0’ substructure:  steel pile bent abutments and piers, with timber back- and wingwalls

total length: 111.0° floor/decking: timber deck over steel stringers

roadway wdt.: 11.6’ other features: upper chord and inclined end post: 2 channels with cover plates and lacing; lower chord:

2 round eyerods, 2 square eyebars; vertical: 4 angles with lacing; diagonal: 2 square
eyerods; counter: square eyerod with turnbuckle; lateral bracing: round rod with
threaded ends; floor beam: I-beam, field-bolted to vertical; guardrail: steel lattice

Located a little more than nine miles southeast of Unionville over North Blackbird Creek, the Bradshaw Bridge was ordered built by the
Putnam County Court in April 1909. A month later the county contracted with Midland Bridge Company of Kansas City to fabricate and
erect the single-span truss; construction was completed later that year. The structure is a pinned Pratt half-hip pony truss, approached
on both sides by steel stringer spans and supported by original steel pile bent piers. Named after W.T. Bradshaw, who owned an adjacent
farm, the Bradshaw Bridge has carried traffic since its completion, in essentially unaltered condition. Although well preserved, it is a
technologically undistinguished example of a relatively common structural type.

NPS FORM 10-809 Historic American Buildings Survey / Historic American Engineering Record
(4/88) National Park Service, U.S. Department of the Interior, P.O. Box 37127, Washington, DC 20013-7127




NAME(S) OF STRUCTURE :
Bradshaw Bridge (North Blackbird Creek Bridge

PHOTOS AND SKETCH MAP OF LOCATION
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LOCATION MAP

TAKEN FROM MISSOURI HIGHWAY AND TRANSPORTATION DEPARTMENT
GENERAL HIGHWAY MAP

SOURCES

Missouri Highway and Transportation Department, Structure Inventory and Appraisal: Structure Number 253001.5 ; Putnam County Court

Record, Book N: page 68 (9 April 1909), pages 111-112 (22 May 1909) - located at Putnam County Courthouse, Unionville MO; field
inspection by Clayton Fraser, 11 July 1992.

INVENTORIED BY AFFILIATION DATE
Clayton B. Fraser Fraserdesign, Loveland CO 28 July 1992




	Index
	03-Bridge
	04-Demery Bridge
	05-East Locust Creek Bridge
	06-Montgomery Bridge
	07-Brown Bridge
	08-Drury Bridge
	09-Bridge
	10-Shadden Bridge
	11-Petty Bridge
	12-Husted Bridge
	13-Margrove Bridge
	14-Bradshaw Bridge
	16-Buster Bridge
	17-Wildcat Creek Bridge
	18-Wildcat Creek Bridge
	21-East Walnut Creek Bridge
	22-Bridge
	070000.5-Demery Bridge (West Locust Creek Bridge)
	Photos

	085002.0-Montgomery Bridge (East Locust Creek Bridge)
	Photos

	181001.0-Shadden Bridge (Shoal Creek Bridge)
	Photos

	253001.5-Bradshaw Bridge (North Blackbird Creek Bridge)
	Photos


