SULLIVAN COUNTY

INCLUDED: ([Significant feature(s) of bridge given in boldface]
[Field inventoried bridge indicated by asterisk]

Inv. No. MHTD
*SULLO1 J 772

*SULLO2 051001.3
*SULLO3 062002.7
SULLO4 119000.2
*SULLO5 128001.6
SULLO6 140000.9
SULLO7 200R01.4
*SULLO8 228001.3
SULLO9 275001.3

SULL10 308000.7
SULL11 321000.1

*SULL12 322000.4
SULL13 323001.7
*SULL14 341001.6
*SULL15 344002.0
SULL16 385001.1
SULL17 417002.0
*SULL18 435000.1

EXCLUDED:

Pratt pony truss
J 548 K 298
T 928 313R00.6

Warren pony truss

J 951 002000.3
197000.4 230001.6
379000.8 412001.5

Bridge Name
Medicine Creek Bridge

Crumpacker Bridge
McNealey Bridge

North Spring Creek Bridge
Jones Bridge

Yellow Creek Bridge
Locust Creek Bridge
Mewmaw Bridge

Dewitt Bridge

Cook School Bridge
Holloway Bridge

Little Yellow Creek Bridge
Maggart Bridge

Bridge

Mussel Creek Bridge
Locust Creek Bridge
Mock Bridge

Jack Hill Bridge

K 299 K 300
417R00.9

003001.0 041001.8
315002.0 342000.8
445001.5

Description

1-140°
1932
1- 75
1912
1- 80’
1910
1- 40
c1910
1- 75
1912
1- 45
c1910
1- 80’
c1910
1- 45
1908
1- 75
1913

1- 50
1909
1- 45
¢1910
1- 75
1908
1- 45
c1910
1- 80’
c1910
1- 50
1910
1- 60’
1907

K 301

072000.7

riveted Pratt through truss
Gerard Knutson Constr. Co.
pinned Pratt pony truss

Dildine Bridge Co., Cameron MO
pinned Pratt pony truss

Canton Bridge Co., Canton OH
pinned Pratt half-hip pony truss
Canton Bridge Company (prob.)
pinned Pratt pony truss

[linois Steel Bridge Company
pinned Pratt half-hip pony truss
Canton Bridge Company (prob.)
pinned Pratt pony truss

pinned Warren pony truss
county work force

pinned Pratt pony truss

county work force

(replaced)

pinned Pratt half-hip pony truss
Canton Bridge Co., Canton OH
pinned Pratt pony truss

pinned Pratt pony truss

Canton Bridge Company (prob.)
pinned Pratt half-hip pony truss
Canton Bridge Co., Canton OH
pinned Pratt pony truss

Canton Bridge Co., Canton OH
pinned Pratt pony truss

Canton Bridge Company (prob.)
pinned Pratt half-hip pony truss
Canton Bridge Co., Canton OH
(replaced)

K 302 K 303

129001.5 156000.6

352000.2 359001.2 373000.5




SULLIVAN COUNTY

EXCLUDED (cont.):

Lattice bedstead
302000.3 434000.9

Steel stringer

T 485
021R00.5025000.5
157000.2165000.8
261003.3263000.1
339R02.0
399000.7404001.1

P13
X 892

J 379 J 691 S 199 S 582 S 583 T 482
X 996 X 997 001000.5 014001.7 015001.2 019000.5
037001.9 052001.1 088002.7 089000.8 102000.4 147002.5
166000.1 178000.1 179001.0 199003.4 230002.4 252R00.7
278001.1 296R00.6 309001.5 310000.8 331000.8 337000.9
345000.9 348001.0 355000.5 365001.6 395000.2 398000.1
413001.4 424004.2 429R02.8 432000.3 451001.8
Concrete girder
G 587 G 630 H 805 H 806 J 687 154000.2
Concrete box culvert
J 484 J 485 J 486 J 671 J 672 P8
P 14 P 172 T 484 T 486 X 820 X 821
X 893 X 994
SUMMARY:

Primary  Secondary Urban Other Total
Included 1 15 0 0 16
Excluded 32 63 0 0 95

33 78 0 0 111 structures




Medicine Creek Bridge

SULLO1
GENERAL DATA
structure no.: J 772 city/town: 3.1 miles west of Humphreys
county: Sullivan feature inters.: Medicine Creek
cadastral grid: S34, T62N, R22W
highway route: Missouri State Highway 6
highway distr.: 2
current owner: Missouri Highway and Transportation Depart-
ment
STRUCTURAL DATA
superstructure: Steel, 8-panel, rigid-connected Pratt through truss, skewed; 2 rigid-con-
nected Warren pony truss approach spans
substructure:  concrete abutments and wingwalls; concrete bullnose spill-through piers
span number: 1; 2 condition: good
span length: 140.0’; 60.0° aiterations: none
total length:  271.0° ficor/decking : asphalt on concrete deck over steel stringers
roadway width: 22.0’ other features: Upper chord and inclined end post: 2 channels
with cover plate and lacing; lower chord: 2
channels with batten plates; vertical: 4 angles
with lacing; diagonal: 2 angles with batten
plates; lateral bracing: 2 riveted square bars
(lower), 2 angles (upper); strut: 2 angles
with lacing; floor beam: I-beam, field-bolted
to vertical; guardrail: 2 channels
HISTORICAL DATA
erection date: 1932
erection cost: $21,144.12
designer: Missouri State Highway Department
fabricator :  Inland Steel Company, East Chicago IN (main span);
Scullin (approach spans)
contractor:  Gerard Knutson Construction Company, Kansas City MO
references:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure No. J 772; Missouri Primary System Bridge
Record, located at the Missouri Highway and Transportation Depart-
ment, Jefferson City MO; field inspection by Clayton Fraser, 6 October
1991.
sign. rating: 55
evaluation:  NRHP determined non-eligible (skewed example of MSHD truss bridge

inventoried by:

design)

Clayton B. Fraser 6 February 1992




Crumpacker Bridge

SULLO2

GENERAL DATA

structure no.:

051001.3 city/town: 8.9 miles north of Milan

county: Sullivan feature inters.: Locust Creek
cadastral grid: S22, T64N, R20W
highway route: County Road 51
highway distr.: 2
current owner: Sullivan County

STRUCTURAL DATA
superstructure: Steel, 5-panel, pin-connected Pratt pony truss; 2 timber stringer ap-
proach spans
substructure:  timber pile bent abutments, wingwalls and pier; concrete-filled steel

span number:
span length:
total length:
roadway width:

cylinder piers

1 condition: fair

75.0° aherations:  steel beams and plates added to east abutment
108.0° floor/decking : timber deck over steel stringers

11.8 other feawres: upper chord and inclined end post: 2 channels

with cover and batten plates; lower chord: 2
looped rectangular eyebars; vertical: 4 angles
with lacing; diagonal: 2 looped rectangular
eyebars; counter: 2 square eyebars with turn-
buckles; lateral bracing: round rod with
threaded ends; floor beam: I-beam, field-
bolted to vertical; guardrail: 2 latticed angles

HISTORICAL DATA

erection date:
erection cost:
designer:
fabricator :
contractor:

references:

sign. rating:
evaluation:

inventoried by:

1911-12
$945.00
John Dildine Bridge Company, Cameron MO
John Dildine Bridge Company, Cameron MO
John Dildine Bridge Company, Cameron MO

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure No. 051001.3; Standard Atlas of Sullivan
County, Missouri (Chicago: Geo. A. Ogle & Co. 1897); Sullivan County
Court Record, Book 17: page 436 (9 August 1911), page 626 (9
November 1912) - located at Sullivan County Courthouse, Milan MO;
field inspection by Clayton Fraser, 6 October 1991.

37
NRHP determined non-eligible (typically configured example of common
truss configuration)

Clayton B. Fraser 6 February 1992




McNealey Bridge

SULLO3

GENERAL DATA
structure no.: (062002.7 city/town: 6.4 miles northwest of Milan
county: Sullivan teature inters.: [.ocust Creek

cadastral grid: S4/5, T63N, R20W
highway route: County Road 62
highway distr.: 2

current owner: Sullivan County

STRUCTURAL DATA

superstructure: steel, 5-panel, pin-connected Pratt pony truss, with steel stringer ap-
proach spans
substructure:  steel pile bent piers and abutments with timber back- and wingwalls

span number: 1 condition: fair

span length:  80.0’ alterations: none

total length: 124.0° floor/decking : timber deck over steel stringers
roadway width: 11.5 other features: Steel angle guardrails

HISTORICAL DATA

erection date: 1909-10

erection cost: $1300.00

designer: Canton Bridge Company, Canton OH
fabricator :  Canton Bridge Company, Canton OH
contractor:  Canton Bridge Company, Canton OH

reterences: ~ Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure No. 062002.7; Standard Atlas of Sullivan Cou-
nty, Missouri (Chicago: Geo. A. Ogle & Co., 1897); Sullivan County
Court Record, Book 17: page 125 (6 August 1909), page 193 (9
February 1910), page 249 (4 May 1910) - located at Sullivan County
Courthouse, Milan Missouri.

sign. rating: 44
evaluation:  NRHP non-eligible (typically configured example of common structural

type)

inventoried by: Clayton B. Fraser 6 February 1992




North Spring Creek Bridge
SULLO4

GENERAL DATA

structure no.: 119000.2 city/town: 7.7 miles north of Green City
county: Sullivan feature inters.: North Spring Creek

cadastral grid: S6, T64N, R18W

highway route: County Road 119

highway distr.: 2

current owner: Sullivan County

STRUCTURAL DATA

superstructure: steel, 3-panel, pin-connected, Pratt half-hip pony truss
substructure: Unknown

span number: 1 condition: fair

span length:  40.0’ alterations: unknown

total length:  40.0’ floor/decking : timber deck

roadway width: 11.6’ other features: steel lattice guardrails

HISTORICAL DATA

erection date: 1910

erection cost: unknown

designer: Canton Bridge Company, Canton OH (probable)
fabricator :  Canton Bridge Company, Canton OH (probable)
contractor:  Canton Bridge Company, Canton OH (probable)

references:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure No. 119000.2.

sign. rating: 28
evaluation: ~NRHP non-eligible (undocumented, undistinguished, small-scale struc-
ture, lacking technological significance)

inventoried by: Clayton B. Fraser 6 February 1992




Jones Bridge

SULLOS

GENERAL DATA

structure no.:

county:

128001.6 city/town: 4.7 miles northeast of Green City
Sullivan feature inters.: North Fork Spring Creek

cadastral grid: S26, T64N, R18W

highway route: County Road 128

highway distr.: 2

current owner: Sullivan County

STRUCTURAL DATA
superstructure: Steel, 5-panel, pin-connected Pratt pony truss; 1 steel stringer approach

substructure:

span number:
span length:
total length:

roadway width:

span at each end
timber pile bent abutments, wingwalls and piers

1 condition: poor

75.0° aterations:  deck removed
132.00 floor/decking : timber deck over steel stringers

11.6’ other features: upper chord and inclined end post: 2 channels

with cover and batten plates; lower chord: 2
punched rectangular eyebars; vertical: 4 ang-
les with lacing; diagonal: 2 punched rectan-
gular eyebars; counter: square eyebar with
turnbuckle; lateral bracing: round rod with
threaded ends; floor beam: I-beam, field-
bolted to vertical; guardrail: 2 latticed angles;
cast iron hip blocks

HISTORICAL DATA

erection date:
erection cost:
designer:
fabricator :

contractor:

references:

sign. rating:
evaluation:

1912

$869.00

Ilinois Steel Bridge Company, Jacksonville IL
Illinois Steel Bridge Company, Jacksonville IL;
Illinois Steel Company, Chicago IL

Illinois Steel Bridge Company, Jacksonville IL

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure No. 128001.6; Standard Atlas of Sullivan Cou-
nty, Missouri (Chicago: Geo. A. Ogle & Co., 1897; Sullivan County
Court Record, Book 17: page 509 (6 February 1912), page 585 (7
August 1912) -located at Sullivan County Courthouse, Milan MO; field
inspection by Clayton Fraser, 6 October 1991.

38
NRHP non-eligible (typically configured, poorly preserved example of a
mainstay structural type)

inventoried by: Clayton B. Fraser 6 February 1992




Yellow Creek Bridge
SULLO6

GENERAL DATA

structure no.:  140000.9 city/town: 2.1 miles northwest of Green City
county: Sullivan feature inters.: Yellow Creek

cadastral grid: S1/12, T63N, R19W

highway route: County Road 140

highway distr.: 2

current owner: Sullivan County

STRUCTURAL DATA

superstructure: steel, 3-panel, pin-connected, Pratt half-hip pony truss
substructure:  concrete back- and wingwalls; steel pile bent piers

span number: 1 condition: fair

span length: 45.0 alterations: none

total length:  45.0’ floor/decking : timber deck over steel stringers

roadway width: 11.7 other features: upper chord and inclined end post: 2 channels

with cover plate and lacing; lower chord: 2
punched rectangular eyebars, or 2 looped
round eyebars; vertical: 4 angles with lacing;
diagonal: 2 looped rectangular eyebars; coun-
ter: square eyerod with turnbuckle; lateral
bracing: round rod with threaded ends; floor
beam: I-beam, field-bolted to vertical; guard-
rail: 2 latticed angles

HISTORICAL DATA

erection date: C1910

erection cost: unknown

designer: Canton Bridge Company, Canton OH (probable)

fabricator :  Canton Bridge Company, Canton OH (probable);
Cambria Steel Company, Pittsburgh PA

contractor:  Canton Bridge Company, Canton OH (probable)

references:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure No. 140000.9; field inspection by Clayton
Fraser, 6 October 1991.

sign. rating: 30

evaluaon: ~ NRHP non-eligible (typical example of common truss type; with its
construction history undocumented, the bridge is of extremely limited
interpretive value)

inventoried by: Clayton B. Fraser 6 February 1992




Locust Creek Bridge
SULLO7

GENERAL DATA

structure no: 200R01.4 city/town: 3.0 miles west of Milan
county: Sullivan feature Inters.: Locust Creek
cadastral grid: S8, T62N, R20W
highway route: County Road 200
highway distr.: 2
current owner: Sullivan County

STRUCTURAL DATA

superstructure: Steel, 5-panel, pin-connected Pratt pony truss, with steel stringer ap-
proach spans
substructure:  timber pile bent abutments, wingwalls and piers

span number: 1 condition: fair

span length:  80.0° alterations: unknown

total length: 147.0’ fioor/decking : timber deck

roadway width: 11.3’ other features: steel lattice guardrails

HISTORICAL DATA

erection date: ¢1910

erection cost: unknown
designer: unknown
fabricator :  unknown
contractor: unknown

references: ~ Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure No. 200R01.4.

sign. rating: 30
evalustion: ~NRHP non-eligible (typically configured, inadequately documented ex-
ample of common structural type)

inventoried by: Clayton B. Fraser 6 February 1992




Mewmaw Bridge

SULLO8

GENERAL DATA

structure no.:. 228001.3 city/town:

county: Sullivan feature inters.:
cadastral grid:
highway route:
highway distr.:
current owner:

STRUCTURAL DATA

8.9 miles northwest of Milan
West Fork of Locust Creek
S4/9, T63N, R21W

County Road 228

2

Sullivan County

superstructure: steel, 3-panel, pin / rigid-connected Warren pony truss
substructure:  timber pile bent piers and abutments with timber back- and wingwalls

span number: 1 condition:
span length:  45.0’ alterations:
total length: 45.0 floor/decking :
roadway width: 12.0’ other features:

HISTORICAL DATA

erection date: 1908
erection cost: unknown

fair

none

timber deck over steel stringers

upper chord and inclined end post: 2 channels
with cover and batten plates; lower chord: 2
looped rectangular eyebars; vertical: 4 angles
with lacing; diagonal: 2 square bars with
threaded ends; lateral bracing: round rod with
threaded ends; floor beam: [-beam; guardrail:
none

designer: T.J. Morelock, County Highway Engineer

fabricator :  unknown
contractor:  county work force

references:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure No. 228001.3; Sullivan County Court Record,
Book 16: page 373 (11 May 1907), page 537 (10 April 1908) - located
at Sullivan County Courthouse, Milan MO.

sign. rating: 64

evaluation:  NRHP possibly eligible (unique example of uncommon structural type)

inventoried by: Clayton B. Fraser 6 February 1992




Dewitt Bridge
SULLO9

GENERAL DATA

structure no.: 275001.3 city/town: 5.8 miles southwest of Milan
county: Sullivan feature inters.: West Fork of Locust Creek
cadastral grid: S23/24, T62N, R21W
highway route: County Road 275
highway distr.: 2
current owner: Sullivan County

STRUCTURAL DATA

superstructure: steel, 5-panel, pin-connected Pratt pony truss
substructure: unknown

span number: 1 condition: fair

span length: 75.0° aiterations: unknown

total length: 75.0 floor/decking : timber deck

roadway width: 11.8’ other features: steel lattice guardrails

HISTORICAL DATA

erection date: 1913

erection cost: unknown

designer: Canton Bridge Company, Canton OH (probable)
fabricator :  Canton Bridge Company, Canton OH (probable)
contractor:  county work force

references:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure No. 275001.3; Standard Atlas of Sullivan Cou-
nty, Missouri (Chicago: Geo. A. Ogle & Co., 1897); Sullivan County
Court Record, Book 18: page 72 (10 April 1913) - located at Sullivan
County Courthouse, Milan MO.

sign. rating: 38
evaluation: NRHP non-eligible (typical example of common structural type)

inventoried by: Clayton B. Fraser 6 February 1992




Holloway Bridg

€

SULL11

GENERAL DATA

structure no.: 321000.1 city/town: 7.6 miles southeast of Milan
county: Sullivan feature inters.: Yellow Creek

STRUCTURAL DATA
superstructure: steel, 3

cadastral grid: S35, T62N, R19W
highway route: County Road 321
highway distr.: 2

current owner: Sullivan County

panel, pin-connected, Pratt half-hip pony truss, with one short

steel stringer approach span
substructure:  timber pile bent abutments, wingwalls and pier

span number: 1

span length: 50.0°
total length: 55.0°
roadway width: 12.0’

HISTORICAL DATA
erection date: 1909

condition: fair

alterations: unknown

floor/decking : timber deck

other teatures: Steel angle guardrails

erection cost: $750.00

designer: Canton
fabricator :  Canton
contractor : Canton

Bridge Company, Canton OH
Bridge Company, Canton OH
Bridge Company, Canton OH

references:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure No. 321000.1; Standard Atlas of Sullivan Cou-
nty, Missouri (Chicago: Geo. A. Ogle & Co., 1897); Sullivan County
Court Record, Book 17: page 68 (4 March 1904), page 102 (6 May

1909),

page 125 (6 August 1909), page 249 (4 May 1910) - located at

Sullivan County Courthouse, Milan MO.

sign. rating: 39

evaluaton: NRHP non-eligible (typical example of a common truss configuration,
with standard detailing, unremarkable dimensions and an average degree
of physical integrity)

inventoried by: Clayton B. Fraser 6 February 1992




Little Yellow Creek Bridge

SULL12

GENERAL DATA

structure no.:  322000.4 city/town: 7.1 miles northwest of Winegan
county: Sullivan feature inters.: Little Yellow Creek

cadastral grid: S25/36, T62N, R1I9W

highway route: County Road 322

highway distr.: 2

current owner: Sullivan County

STRUCTURAL DATA

superstructure: steel, 3-panel, pin-connected Pratt pony truss
substructure:  Steel pile bent abutments with timber back- and wingwalls

span number: 1 condition: fair

span length:  45.0’ alterations: none

total length:  45.0’ fioor/decking : timber deck over steel stringers

roadway width: 12.0’ other features: upper chord and inclined end post: 2 channels

with cover and batten plates; lower chord: 2
punched rectangular eyebars; vertical: 4 ang-
les with lacing; diagonal: looped square eye-
rod with turnbuckle; lateral bracing: round
rod with threaded ends; floor beam: I-beam,
field-bolted to vertical; guardrail: 2 angles

HISTORICAL DATA

erection date: c1910

erection cost: unknown

designer: unknown

tabricator :  Lackawanna Steel Company, Pittsburgh PA
contractor: unknown

references: ~ Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure No. 322000.4; field inspection by Clayton
Fraser, 6 October 1991.

sign. rating: 22
evaluation: NRHP non-eligible (poorly documented example of an exceedingly com-
mon structural type)

inventoried by: Clayton B. Fraser 6 February 1992




Maggart Bridge

SULL13

GENERAL DATA

structure no.:
county:

323001.7 city/town: 6.2 miles north of Winegan
Sullivan feature inters.: Mussel Creek
cadastral grid: S26/35, T62N, R18W
highway route: County Road 323
highway distr.: 2
current owner: Sullivan County

STRUCTURAL DATA

superstructure:

substructure:

span number:
span length:
total length:
roadway width:

steel, 5-panel, pin-connected Pratt pony truss, with 1 steel stringer ap-
proach span

unknown

1 condition: fair

75.00 alterations: unknown

98.0’ floor/decking : timber deck over steel stringers
11.8’ other features: IO guardrails

HISTORICAL DATA

erection date:
erection cost:
designer:
fabricator :
contractor:

references:

sign. rating:
evaluation:

inventoried by:

1908

unknown

Canton Bridge Company, Canton OH (probable)
Canton Bridge Company, Canton OH (probable)
Canton Bridge Company, Canton OH (probable)

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure No. 323001.7; Standard Atlas of Sullivan Cou-
nty, Missouri (Chicago: Geo. A. Ogle & Co., 1897); Sullivan County
Court Record, Book 16: page 519 (7 March 1908); Sullivan County
Court Record, Book 17: page 102 (6 May 1909) - located at Sullivan
County Courthouse, Milan MO.

42
NRHP non-eligible (technologically undistinguished, undocumented ex-
ample of pinned Pratt pony truss construction)

Clayton B. Fraser 6 February 1992




Bridge

SULL14

GENERAL DATA

structure no.:
county:

341001.6
Sullivan

STRUCTURAL DATA

superstructure: steel, 3-panel, pin-connected, Pratt half-hip pony truss, with steel
stringer approach span
timber pile bent abutments, wingwalls and pier

substructure:

span number:
span length:
total length:
roadway width:

1

45.0°

57.00
11.0°

HISTORICAL DATA

erection date:
erection cost:
designer:
fabricator :
contractor:

references:

sign. rating:
evaluation:

inventoried by: Clayton B. Fraser

¢c1910
unknown

city/town:

feature inters.:
cadastral grid:
highway route:
highway distr.:
current owner:

condition:
alterations:
floor/decking :
other features:

3.9 miles northwest of Winegan
unnamed stream

S8/17, T61N, R18W

County Road 341

2

Sullivan County

fair

none

timber deck over steel stringers

upper chord and inclined end post: 2 channels
with cover plate and lacing; lower chord: 2
looped square or round eyebars; vertical: 4
angles with lacing; diagonal: 2 looped square
eyebars; lateral bracing: round rod with thre-
aded ends; floor beam: I-beam, field-bolted to
vertical; guardrail: 2 angles

Canton Bridge Company, Canton OH
Canton Bridge Company, Canton OH
Canton Bridge Company, Canton OH

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure No. 341001.6; field inspection by Clayton
Fraser, 6 October 1991.

35

NRHP non-eligible (undocumented example of common structural type)

6 February 1992




Mussel Creek Bridge
SULL15

GENERAL DATA

structure no.:  344002.0 city/town: 2.9 miles northeast of Winegan
county: Sullivan feature inters.: Mussel Creek

cadastral grid: S14, T61N, R19W

highway route: County Road 344

highway distr.: 2

current owner: Sullivan County

STRUCTURAL DATA

superstructure: steel, S5-panel, pin-connected Pratt pony truss
substructure:  timber abutments and wingwalls

span number: 1 condition: fair

span length:  80.0’ alterations: none

total length:  80.0’ fioor/decking : timber deck over steel stringers

roadway width: 13.0’° other features: upper chord and inclined end post: 2 channels
with cover plate and lacing; lower chord: 2
looped rectangular eyebars; vertical: 4 angles
with lacing; diagonal: 2 looped rectangular
eyebars; counter: round rod with turnbuckle;
lateral bracing: round rod with threaded ends;
floor beam: I-beam, field-bolted to vertical;
guardrail: none

HISTORICAL DATA

erection date: c1910

erection cost: unknown

designer: Canton Bridge Company, Canton OH
fabricator : ~ Canton Bridge Company, Canton OH
contractor:  Canton Bridge Company, Canton OH

references:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure No. 344002.0; field inspection by Clayton
Fraser, 6 October 1991.

sign. rating: 40
evaluation:  NRHP non-eligible (longer than average, but typically configured ex-
ample of common structural type)

inventorled by: Clayton B. Fraser 6 February 1992




Locust Creek Bridge
SULL16

GENERAL DATA

structure no.: 385001.1 city/town: 6.5 miles south of Milan
county: Sullivan feature inters.: Little East Fork Locust Creek
cadastral grid: S1/12, T61N, R20W
highway route: County Road 385
highway distr.: 2
current owner: Sullivan County

STRUCTURAL DATA

superstructure: steel, 3-panel, pin-connected Pratt pony truss, with steel stringer ap-
proach span
substructure:  timber pile bent abutments, wingwalls and pier

span number: 1 condition: fair

span length:  50.0’ alterations: unknown

total length: 66.0’ floor/decking : timber deck

roadway width: 12.0 other features: steel angle guardrails

HISTORICAL DATA

erection date: ¢1910

erection cost: unknown

designer: Canton Bridge Company, Canton OH (probable)
tabricator :  Canton Bridge Company, Canton OH (probable)
contractor:  Canton Bridge Company, Canton OH (probable)

references:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure No. 385001.1.

sign. rating: 33
evaluation:. NRHP non-eligible (typically configured example of pinned Pratt pony
truss design)

inventoried by: Clayton B. Fraser 6 February 1992




Mock Bridge
SULL17

GENERAL DATA

structure no.:  417002.0 city/town: 5.6 miles east of Humphreys
county: Sullivan feature inters.: West Fork Locust Creek
cadastral grid: S11, T61N, R21W
highway route: County Road 417
highway distr.: 2
current owner: Sullivan County

STRUCTURAL DATA

superstructure: steel, 4-panel, pin-connected, Pratt half-hip pony truss, with steel
stringer approach span
substructure: Unknown

span number: 1 condition: fair

span length:  60.0’ alterations: unknown

total length:  73.0’ floor/decking : timber deck over steel stringers
roadway width: 12.0’° other features: Steel angle guardrails

HISTORICAL DATA

erection date: 1907

erection cost: $970.00

designer: Canton Bridge Company, Canton OH
fabricator :  Canton Bridge Company, Canton OH
contractor:  Canton Bridge Company, Canton OH

references:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure No. 417002.0; Standard Atlas of Sullivan Cou-
nty Missouri (Chicago: Geo. A. Ogle & Co., 1897); Sullivan County
Court Record, Book 16: page 386 (12 June 1907), page 396 (7 August
1907), page 475 (9 January 1908), page 489 (4 February 1908), page
567 (7 May 1908) - located at Sullivan County Courthouse, Milan MO.

sign. rating: 42
evaluation: ~NRHP non-eligible (partially documented, slightly longer-than-average
example of pinned Pratt pony truss construction)

inventoried by: Clayton B. Fraser 6 February 1992




® HAER INVENTORY

Missouri Historic Bridge Inventory

NAME(S) OF STRUCTURE DATE(S) OF CONSTRUCTION
Medicine Creek Bridge SULLO1 1932

MHTD: J 772

LOCATION USE (ORIGINAL / CURRENT)

Missouri State Highway 6 over Medicine Creek; S34, T62N, R22W highway bridge / highway bridge

3.1 miles west of Humphreys; Sullivan County, Missouri rame NRHP determined non-eligible (score: 41)

CONDITION OWNER
good Missouri Highway and Transportation Department

span number: 1; 2 superstructure: steel, 8-panel, rigid-connected Pratt through truss, skewed; 2 rigid-connected Warren pony
span length:  140.0’; 60.0° truss approach spans

total length: 271.0° substructure:  concrete abutments and wingwalls; concrete bullnose spill-through piers

roadway wdt.: 22.0’ floor/decking: asphalt on concrete deck over steel stringers

other features: upper chord and inclined end post: 2 channels with cover plate and lacing; lower chord:
2 channels with batten plates; vertical: 4 angles with lacing; diagonal: 2 angles with
batten plates; lateral bracing: 2 riveted square bars (lower), 2 angles (upper); strut:
2 angles with lacing; floor beam: I-beam, field-bolted to vertical; guardrail: 2 channels

This bridge is located where Missouri State Highway 6 crosses Medicine Creek—three miles west of Humphreys—just east of the Sullivan-
Grundy county line. Featuring a heavily skewed Pratt through truss channel span, the structure also includes two Warren pony truss
approaches. The Medicine Creek Bridge dates to 1932. Its design work was developed late that year by the Missouri State Highway
Commission’s Bureau of Surveys and Plans, and the project was put out to bid that year. On February 29, 1932-leap day-the contract
was awarded to the Gerard Knutson Construction Company of Kansas City. Knutson erected the bridge that spring for $21,144.12. Over
the years, Highway 6 has developed into a principal east-west route through north-central Missouri. As part of this route, the Medicine
Creek Bridge has carried moderate to heavy traffic loads between Sullivan and Grundy Counties. Little changed from its original
construction, the bridge’s physical integrity remains intact. ‘

Although somewhat noteworthy for its overall structure length and its extreme skew, the Medicine Creek Bridge ranks as a typical
example of MSHD truss design in the 1920s. Unremarkable in terms of its configuration and detailing, the bridge is one of over 100
other similar structures still in existence.

NPS FORM 10-909 Historic American Bulldings Survey / Historic American Engineering Record
(4/88) National Park Service, U.S. Department of the Interior, P.O. Box 371 27, Washington, DC 20013-7127




NAME(S) OF STRUCTURE
Medicine Creek Bridge

PHOTOS AND SKETCH MAP OF LOCATION
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LOCATION MAP

TAKEN FROM MISSOURI HIGHWAY AND TRANSPORTATION DEPARTMENT
GENERAL HIGHWAY MAP

SOURCES

Missouri Highway and Transportation Department, Structure Inventory and Appraisal: Structure No. J 772; Missouri Primary System
Bridge Record, located at the Missouri Highway and Transportation Department, Jefferson City MO; field inspection by Clayton Fraser,
6 October 1991.

INVENTORIED BY AFFILIATION DATE
Clayton B. Fraser Fraserdesign, Loveland CO 6 February 1992




® HAER INVENTORY

Missourl Historic Bridge Inventory

NAME(S) OF STRUCTURE DATE(S) OF CONSTRUCTION
Crumpacker Bridge SULL02 1911-12

MHTD: 051001.3

LOCATION USE (ORIGINAL / CURRENT)

County Road 51 over Locust Creek; S22, T64N, R20W roadway bridge / roadway bridge

8.9 mules north of Milan; Sullivan County, Missouri raNG NRHP determined non-eligible (score: 37)

CONDITION OWNER
fair Sullivan County

span number: 1 superstructure: = steel, 5-panel, pin-connected Pratt pony truss; 2 timber stringer approach spans

span length:  75.0¢ substructure:  timber pile bent abutments, wingwalls and pier; concrete-filled steel cylinder piers
total length: 108.0’ floor/decking: timber deck over steel stringers

roadway wdt.: 11.8’ other features: upper chord and inclined end post: 2 channels with cover and batten plates; lower chord:

2 looped rectangular eyebars; vertical: 4 angles with lacing; diagonal: 2 looped
rectangular eyebars; counter: 2 square eyebars with turnbuckles; lateral bracing: round
rod with threaded ends; floor beam: I-beam, field-bolted to vertical; guardrail: 2 latticed
angles

The Crumpacker Bridge carries a gravel-surfaced county road over Locust Creek some nine miles north of Milan, in northern Sullivan
County. A typically configured Pratt pony truss, the structure is flanked by two timber stringer approach spans. In the summer of 191 1,
four bridge building firms submitted bids for the structure’s fabrication and erection. The bids were opened on August 9, 1911, with
the following result: Dildine Bridge Company, Cameron, Missouri - $1090.00; Clinton Bridge Company, Clinton, lowa - $1157.00; Illinois
Steel Bridge Company, Jacksonville, Ilinois - $1 199.00; Stupp Brothers Bridge and Iron Works, St. Louis - $1275.00. The lowest bidder,
Dildine was awarded the contract. Work on the project proceeded slowly, or was perhaps put on hold for a time, because the bridge
was not completed until late the following year. In November 1912 the Crumpacker Bridge was declared completed. But because it was
found not to be in accordance with plans and specifications, the county deducted $145.00 from Dildine’s original contract price. Salvaged
bridge beams and metal plates have been added to shore up the east abutment, but the structure remains otherwise unaltered.

The Crumpacker Bridge is a typically configured example of pinned Pratt pony truss design. With standard detailing, unremarkable
dimensions, and an average degree of physical integrity, the bridge is among hundreds of similar structures still in use on Missouri’s
roadways.

NPS FORM 10-909 Historic American Buildings Survey / Historic American Engineering Record
(4/86) National Park Service, U.S. Department of the Interior, P.O. Box 37127, Washington, DC 20013-7127




NAME(S) OF STRUCTURE
Crumpacker Bridge

PHOTOS AND SKETCH MAP OF LOCATION
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LOCATION MAP

TAKEN FROM MISSOURI HIGHWAY AND TRANSPORTATION DEPARTMENT
GENERAL HIGHWAY MAP

SOURCES
Missouri Highway and Transportation Department, Structure Inventory and Appraisal: Structure No. 051001.3; Standard Atlas of Sullivan

County, Missouri (Chicago: Geo. A. Ogle & Co. 1897); Sullivan County Court Record, Book 17: page 436 (9 August 1911), page 626
(9 November 1912) - located at Sullivan County Courthouse, Milan MO; field inspection by Clayton Fraser, 6 October 1991.

INVENTORIED BY AFFILIATION DATE
Clayton B. Fraser Fraserdesign, Loveland CO 6 February 1992




® HAER | NVENTORY

Missouri Historic Bridge Inventory

NAME(S) OF STRUCTURE DATE(S) OF CONSTRUCTION
McNealey Bridge SULLO3 1909-10

MHTD: 062002.7

LOCATION USE (ORIGINAL / CURRENT)

County Road 62 over Locust Creek; S4/5, T63N, R20W roadway bridge / roadway bridge

6.4 miles northwest of Milan; Sullivan County, Missouri ratne NRHP non-eligible (score: 44)
CONDITION OWNER

fair Sullivan County

span number: 1 superstructure: steel, 5-panel, pin-connected Pratt pony truss, with steel stringer approach spans
span length:  80.0’ substructure:  steel pile bent piers and abutments with timber back- and wingwalls

total length: 124.0 floor/decking: timber deck over steel stringers

roadway wdt.: 11.5 other features: steel angle guardrails

On August 6, 1909, the Sullivan County Court contracted with the Canton Bridge Company to build four steel bridges. The largest of
the four was this 80-foot truss, to be built across Locust Creek, some 6% miles northwest of Milan. Referred to as the McNealy Bridge -
. after adjacent landowner Virginia McNealy - its initial cost was listed as $1000.00. The plans originally called for a wood foundation,
but the county later decided to invest an extra $300.00 to have the truss built on steel pile bents. Work on the McNealy Bridge
proceeded slowly, perhaps because Canton was building numerous bridges in the county at this time. On May 4, 1910, the structure
was declared completed. Still functioning as originally built, the bridge’s historical integrity has not been impaired.

Although possessing a high degree of structurally integrity, the McNealy Bridge is unremarkable in its design, dimensions and detailing.
An example of a pinned Pratt pony truss, it is one of several hundred other such bridges still carrying traffic on Missouri’s rural roadways.

NPS FORM 10-909 Historic American Buildings Survey / Historic American Engineering Record
(4/86) National Park Service, U.S, Department of the Interior, P.O. Box 371 27, Washington, DC 20013-7127




NAME(S) OF STRUCTURE
McNealey Bridge

PHOTOS AND SKETCH MAP OF LOCATION
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LOCATION MAP

TAKEN FROM MISSOURI HIGHWAY AND TRANSPORTATION DEPARTMENT
GENERAL HIGHWAY MAP

SOURCES
Missouri Highway and Transportation Department, Structure Inventory and Appraisal: Structure No. 062002.7; Standard Atlas of Sullivan
County, Missouri (Chicago: Geo. A. Ogle & Co., 1897); Sullivan County Court Record, Book 17: page 125 (6 August 1909), page 193
(9 February 1910), page 249 (4 May 1910) - located at Sullivan County Courthouse, Milan Missouri.

DATE

AFFILIATION
6 February 1992

INVENTORIED BY
Fraserdesign, Loveland CO

Clayton B. Fraser




® HAER INVENTORY

Missouri Historic Bridge Inventory

NAME(S) OF STRUCTURE DATE(S) OF CONSTRUCTION

Jones Bridge SULLO5 1912

MHTD: 128001.6

LOCATION USE (ORIGINAL / CURRENT)

County Road 128 over North Fork Spring Creek; S26, T64N, R18W roadway bridge / abandoned

4.7 mules northeast of Green City; Sullivan County, Missouri maa NRHP non-eligible (score: 38)

CONDITION OWNER

poor Sullivan County
" span number: 1 superstructure: = steel, 5-panel, pin-connected Pratt pony truss; 1 steel stringer approach span at each end
span length:  75.0° substructure:  timber pile bent abutments, wingwalls and piers
total length: 132.0’ floor/decking: timber deck over steel stringers
roadway wdt.: 11.6’ other features: upper chord and inclined end post: 2 channels with cover and batten plates; lower chord:

2 punched rectangular eyebars; vertical: 4 angles with lacing; diagonal: 2 punched
rectangular eyebars; counter: square eyebar with turnbuckle; lateral bracing: round rod
with threaded ends; floor beam: I-beam, field-bolted to vertical;, guardrail: 2 latticed
angles; cast iron hip blocks

The Jones Bridge is located not quite five miles northeast of Green City, in northeastern Sullivan County. Carrying a secondary county
road over the North Fork of Spring Creek, the structure has been in service since the summer of 1912. In early February 1912 Sullivan
County opened bids from seven firms to erect two 75-foot trusses, known as the Jones and Montgomery Bridges. Tendering the lowest
overall bid, the [llinois Steel Bridge Company of Jacksonwville, Illinois, won contracts to build both bridges. Illinois Steel Bridge completed
the structures in early August. The cost of the Jones Bridge—named for adjacent landowner James Jones-was $869.00. In the late 1980s,
the bridge’s north abutment began to collapse. In the spring of 1990 part of the deck was removed, and the structure was closed to
traffic. It is a typically configured, poorly preserved example of a mainstay structural type.

NPS FORM 10-909 Historic American Buildings Survey / Historic American Engineering Record
(4/96) National Park Service, U.S. Department of the Interior, P.O. Box 37127, Washington, DC 20013-7127




NAME(S) OF STRUCTURE
Jones Bridge

PHOTOS AND SKETCH MAP OF LOCATION
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TAKEN FROM MISSOURI HIGHWAY AND TRANSPORTATION DEPARTMENT
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SOURCES

Missouri Highway and Transportation Department, Structure Inventory and Appraisal: Structure No. 128001.6; Standard Atlas of Sullivan
County, Missouri (Chicago: Geo. A. Ogle & Co., 1897; Sullivan County Court Record, Book 17: page 509 (6 February 1912), page 585
(7 August 1912) -located at Sullivan County Courthouse, Milan MO; field inspection by Clayton Fraser, 6 October 1991.

INVENTORIED BY AFFILIATION DATE
Clayton B. Fraser Fraserdesign, Loveland CO 6 February 1992




HAER INVENTORY

Missouri Historic Bridge Inventory

NAME(S) OF STRUCTURE DATE(S) OF CONSTRUCTION

Mewmaw Bridge SULLO8 1908

MHTD: 228001.3

LOCATION USE (ORIGINAL / CU

County Road 228 over West Fork of Locust Creek; S4/9, T63N, R21W roadway bridge / roadway bridge

8.9 miles northwest of Milan; Sullivan County, Missouri mana NRHP possibly eligible (score: 64)

CONDITION OWNER

fair Sullivan County

span number: 1 superstructure: steel, 3-panel, pin / rigid-connected Warren pony truss

span length:  45.0° substructure:  timber pile bent piers and abutments with timber back- and wingwalls

total length:  45.0° floor/decking: timber deck over steel stringers

roadway wdt.: 12.0° other features: upper chord and inclined end post: 2 channels with cover and batten plates; lower chord:

2 looped rectangular eyebars; vertical: 4 angles with lacing; diagonal: 2 square bars
with threaded ends; lateral bracing: round rod with threaded ends; floor beam: I-beam;
guardrail: none

The Mewmaw Bridge carries a gravel road over the West Fork of Locust Creek some nine miles northwest of Milan. Named after adjacent
landowner James Mewmaw, the bridge’s history dates to spring of 1907. In May of that year, Sullivan County Bridge Commissioner,
E.L. Caffey reported to the county court that he had viewed and estimated the cost of this and one other small bridge. The court took
no action, however, and by the following April, the bridge was still unbuilt. Finally, on April 8, 1908, the court directed T.J. Morelock
(Caffey’s successor as bridge commissioner), to purchase material and build a 45-foot span over West Locust Creek at this location.
Rather than using pinned Pratt pony or truss-leg bedstead design, Morelock instead opted to build an esoteric Warren truss featuring both
pinned and riveted connections. No subsequent references to the structure were found in county records, but it was evidently built as
planned. Now in its eighth decade of service, the Mewmaw Bridge continues to carry local traffic in rural northwest Sullivan County.

Patented in 1848 by Captain James Warren and Theobald Monzani, the Warren truss in its classic form features a web configuration that
relies on simple triangulation for its rigidity. "The term Warren truss or Warren girder was originally applied only to the particular case
of the Triangular truss in which the web triangles are all equilateral; but later writers generally use the name for any triangular truss"
noted bridge engineer J.A.L. Waddell stated in his 1916 Bridge Engineering. "As there is no special advantage in making the web triangles
equilateral, there does not appear to be any good raison d’etre for the use of the true Warren type." Warrens were built sparingly in
the 19th century, a period in which the pin-connected Pratt dominated the bridge industry. After the turn of the century, however, rigid-
connected Warren pony trusses began to supersede earlier pinned Pratt configurations for use on short- to intermediate-span highway
bridges. With both pinned and riveted connections, the Mewmaw Bridge in Sullivan County is the only bridge of its type known to exist
in Missouri. A true rarity, the bridge is a well-preserved-apparently unique—example of an uncommon truss type. The Mewmaw Bridge
is a significant structural anomaly of pinned truss construction.

NPS FORM 10-809 Historic American Buildings Survey / Historic American Engineering Record
(4/86) National Park Service, U.S. Department of the interior, P.O. Box 371 27, Washington, DC 20013-7127




NAME(S) OF STRUCTURE
Mewmaw Bridge

PHOTOS AND SKETCH MAP OF LOCATION
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LOCATION MAP

TAKEN FROM MISSOURI HIGHWAY AND TRANSPORTATION DEPARTMENT
GENERAL HIGHWAY MAP

SOURCES
Missouri Highway and Transportation Department, Structure Inventory and Appraisal: Structure No. 228001.3; Sullivan County Court

Record, Book 16: page 373 (11 May 1907), page 537 (10 April 1908) - located at Sullivan County Courthouse, Milan MO.

AFFILIATION DATE

INVENTORIED BY
Fraserdesign, Loveland CO 6 Febuary 1992

Clayton B. Fraser
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