HENRY COUNTY

INCLUDED: [Significant feature(s) of bridge given in boldface]
[Field inventoried bridge indicated by asterisk]

Inv. No.
HENRO1
HENRQ2
HENRO3
HENRO4

*HENROS

*HENRQ6

*HENRO7
HENROQOS
HENRO9
HENR10

*HENR11
HENR12
HENR13

*HENR14
HENR15
HENR16

*HENR17
HENR18
HENR19
HENR20
HENR21
HENR22
HENR23

HENR24

MHTD

046002.1
100001.7
118000.5
179000.3
181000.6
191000.7
193000.6
193003.0
200000.4
205000.5
239000.6
246001.0
280001.3
329001.0
338000.9
365000.7
484000.9
490001.8
491000.2
523000.2
544000.9
547000.5
567000.6

567001.0

Bridge Name

Norris Creek Bridge
Wades Creek Bridge
Tebo Creek Bridge
Tebo Creek Bridge
Tebo Creek Bridge
Tebo Creek Bridge
Newman Bridge

Sand Creek Bridge
Bridge

Tebo Creek Bridge
Fields Creek Bridge
South Grand River Bridge
Montrose Lake Bridge
Deer Creek Bridge
Deepwater Creek Bridge
Sparrow Foot Ck. Bridge
Marshall Creek Bridge
Deepwater Creek Bridge
Bear Creek Bridge

Bear Creek Bridge
Deepwater Creek Bridge
Spruce Creek Bridge
Truman Lake Bridge

Truman Lake Bridge

Description

1-100°
c1910
1- 82
1910
1- 50
1909
3- 32
1917
1- 75
c1910
1- 30
1916
1- 80
c1910
1- 68
c1915

1- 80°
c1925
1- 70°
c1900

1- 60
c1910

1- 80
c1915
18-26’
1931
15-25
1931

(replaced)

(replaced)

(replaced)

pinned Pratt pony truss
county work force (prob.)
pinned Pratt pony truss
county work force

pinned Pratt bedstead

county work force

concrete deck girder

Canton Bridge Co., Canton OH
pinned Pratt pony truss
county work force (prob.)
steel stringer

country work force

pinned Pratt pony truss
county work force (prob.)
pinned Pratt half-hip pony truss
county work force (prob.)
(destroyed)

(replaced)

2-angle Camelback pony truss
county work force (prob.)
pinned Pratt pony truss

(replaced)

(replaced)

pinned Pratt pony truss
county work force (prob.)
(replaced)

(replaced)

(replaced)

pinned Pratt pony truss
county work force (prob.)
steel stringer

0.0. Fuller

steel stringer

0.0. Fuller




HENRY COUNTY

EXCLUDED:
Pratt pony truss
342001.7 571001.7
Warren pony truss
H 129 095000.2 138002.2 151000.6 315001.2 468000.7
Concrete girder
H 16R H 146 H 161 J 534 J 696 J 818
K 232 K 604 K 930A X 961 089500.6 569001.4
Steel stringer
K 792 S 396 S 998 T 411 T 412 T 571R
T 817 X 425 Y 852 Y 864 028001.7 030000.3
037003.1 040000.1 040000.2 046001.1 057000.8 067000.9
075001.3 077000.5 085000.4 089500.1 089500.2 089500.4
096000.1 096000.2 100002.3 103R02.0 112000.6 114001.3
159001.8 160000.8 175000.3 175000.5 189000.2 206001.4
207001.1 213000.4 217000.3 236002.2 238000.3 246000.6
265001.0 272000.6 273R00.1 280001.2 280003.7 283002.2
294002.0 296000.5 300001.1 314000.6 342001.6 342002.5
360000.3 373000.7 379000.3 382000.2 382000.7 391002.4
442001.1 456000.4 466000.5 479000.3 485000.5 485001.2
497000.5 498000.3 512000.5 542000.1 547001.5 567000.0
567001.2
Concrete slab
H 162 J 533 K 231 U0895001
Concrete box culvert
H 128 H 131 H 171 J 535 J 536 K 77
K 79 K 80 K 81 K 82 K 132 K 230
S 879 S 880 T 443 T 815 U0895002 X 966
SUMMARY:

Primary Secondary Urban Other Total
Included 0 14 0 14
Excluded 45 89 0 136

45 103 0 150 structures

563000.4

J 819

T 816

030000.6
075000.5
095001.5
114002.4
207000.6
249000.6
292002.8
348000.6
399000.3
487000.8
567000.2

K 78
K 233
567001.8



Tebo Creek Bridge

HENRO4

GENERAL DATA
structure no.:  179000.3 city/town: 4.3 miles south of Calhoun
county: Henry feature Inters.: Tebo Creek

cadastral grid: 830, T42N, R24W
highway route: County Road 179
highway distr.: 4

current owner: Henry County

STRUCTURAL DATA

superstructure: steel, 5-panel, pin-connected Pratt pony truss, with steel stringer ap-
proach span
substructure:  concrete abutments, wingwalls and pier

span number: 1 condition: fair

span length: 100.0’ alterations: unknown

total length: 119.0’ floor/decking : concrete deck over steel stringers
roadway width: 13.8’ other features: steel angle guardrails

HISTORICAL DATA

erection date: 1910

erection cost: unknown

designer: Canton Bridge Company, Canton OH (probable)
fabricator :  Canton Bridge Company, Canton OH (probable)
contractor:  county work force (probable)

reterences:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 179000.3.

sign. rating: 36
evaluation:  NRHP non-eligible (undocumented example of pinned Pratt pony truss
construction)

inventoried by: Clayton B. Fraser 20 April 1994



Tebo Creek Bridge

HENROS

GENERAL DATA
structure no.:. 181000.6
county: I—Ienry

STRUCTURAL DATA

city/town:

feature inters.:
cadastral grid:
highway route:
highway distr.:
current owner:

2.3 miles south of Calhoun
Middle Fork of Tebo Creek
S7, T42N, R24W

County Road 181

4

Henry County

superstructure: steel, 5-panel, pin-connected Pratt pony truss, with steel stringer ap-

proach spans

substructure:  Stone masonry abutments; steel pile bent piers

span number: 1 condition: fair

span length: 82.0° alterations: none

total length: 113.0’ fioor/decking : timber deck over steel stringers

roadway width: 12.0’ other features: upper chord and inclined end post: 2 channels
with cover plate and lacing; lower chord: 2
punched rectangular eyebars; vertical: 4 an-
gles with lacing; diagonal: 2 punched rectan-
gular eyebars; counter: square eyebar with
turnbuckle; lateral bracing: round rod with
threaded ends; guardrail: 2 angles

HISTORICAL DATA

erection date: 1910

erection cost: unknown

designer: Canton Bridge Company, Canton OH

fabricator :  Canton Bridge Company, Canton OH;

Cambria Steel Company, Pittsburgh PA
contractor: county work force

references:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 181000.6; field inspection by Mark
Hufstetler, 10 February 1991.

sign. rating: 44

evaluation:  NRHP non-eligible (typically configured example of a mainstay structural

type)

inventoried by: Clayton B. Fraser

20 April 1994



Tebo Creek Bridge

HENRO6

GENERAL DATA

structure no.:  191000.7 city/town:

county: Henry feature inters.:
cadastral grid:
highway route:
highway distr.:
current owner:

STRUCTURAL DATA

3.6 miles southwest of Calhoun
West Fork of Tebo Creek

S9, T42N, R25W

County Road 191

4

Henry County

superstructure: Steel, 3-panel, pin-connected Pratt truss-leg bedstead, with steel stringer
approach span at the west end

substructure:  steel pile bent piers with concrete back- and wingwalls at the east end
and timber backwall at the west end

span number: 1 condition:
span length: 50.0 alterations:
total length:  66.0’ floor/decking :
roadway width: 12.0’ other features:

HISTORICAL DATA
erection date: 1909

fair

none

timber deck over steel stringers

upper chord: 2 channels with cover and batten
plates; lower chord: 2 angles with batten
plates; vertical: 4 angles with lacing; diago-
nal: 2 looped square eyebars; lateral bracing:
round rod with threaded ends; guardrail: steel
lattice; cast iron hip blocks; cotter pin con-
nections

erection cost: $445.00 (superstructure cost)
designer: Canton Bridge Company, Canton OH
fabricator :  Canton Bridge Company, Canton OH

contractor:  county work force

reterences:  Missouri Highway and Transportation Department, Structure Inventory

and Appraisal: Structure

Number 191000.7; Henry County Court Re-

cord, Book S: page 402 (2 March 1909) - located at the Henry County

Courthouse, Clinton MO;

ary, 1991.

sign. rating: 42

field inspection by Mark Hufstetler, 10 Febru-

evaluation: ~ NRHP non-eligible (typical example of common structural type)

inventoried by: Clayton B. Fraser 20 April 1994



Newman Bridge

HENRO7

GENERAL DATA
structure no.: 193000.6 city/town: 3.4 miles southwest of Calhoun
county: Henry feature inters.: West Fork of Tebo Creek

cadastral grid: S10/ 15, T42N, R25W
highway route: County Road 193
highway distr.: 4

current owner: Henry County

STRUCTURAL DATA

superstructure: concrete, two-rib deck girder with arched haunches, skewed
substructure:  cOncrete abutments, wingwalls and piers

span number: 3 condition: gOOd

span length: 32.00 alterations: none

total length:  65.0 floor/decking : concrete deck

roadway width: 13.2’ other features: concrete guardrails with incised panels and

open balustrade; "NEWMAN BRIDGE 1917"
incised in center of balustrade at north end

HISTORICAL DATA

erection date: 1917

erection cost: $1985.00 (contract amount)

designer: Canton Bridge Company, Canton OH
fabricator : none

contractor:  Canton Bridge Company, Canton OH

references:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 193000.6; Henry County Court Rec-
ord, Book W: pages 312-3 (24 September 1917) - located at the Henry
County Courthouse, Clinton MO; field inspection by Mark Hufstetler, 10
February 1991.

sign. rating: 54
evaluation:  NRHP possibly eligible (earliest concrete bridge in the county; well-pre-
served, early example of concrete bridge construction in Missouri)

inventoried by: Clayton B. Fraser 20 April 1994



Sand Creek Bridge

HENRO8

GENERAL DATA

structure no.:  193003.0 city/town: 1.9 miles south of Calhoun
county: Henry feature inters.: Sand Creek

cadastral grid: S].Z, T42N, R25W

highway route: County Road 193

highway distr.: 4

current owner: Henry County

STRUCTURAL DATA

superstructure: Steel, 5-panel, pin-connected Pratt pony truss
substructure: unknown

span number: 1 condition: fair

span length:  75.0’ alterations: unknown

total length: 75.0 floor/decking : timber deck

roadway width: 14.0’ other features: steel angle guardrails

HISTORICAL DATA

erection date: ¢1910

erection cost: unknown

designer: Canton Bridge Company, Canton OH (probable)
fabricator : ~ Canton Bridge Company, Canton OH (probable)
contractor:  county work force (probable)

references:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 193003.0.

sign. rating: 31
evaluation:  NRHP non-eligible (slightly longer than average, but typically configured
example of a common structural type)

inventoried by: Clayton B. Fraser 20 April 1994



Bridge

HENRQ9

GENERAL DATA

structure no.:  200000.4 city/town:

county: Henry feature inters.:
cadastral grid:
highway route:
highway distr.:
current owner:

STRUCTURAL DATA

superstructure: steel stringer
substructure: Unknown

span number: 1 condition:
span length: 30.0’ alterations:
total length:  32.0’ floor/decking :
roadway width: 14.8’ other features:

HISTORICAL DATA

erection date: 1916

erection cost: unknown

designer: unknown

fabricator :  unknown

contractor:  county work force

Lewis

branch of Tebo Creek
S16, T42N, R25W
County Road 200

4

Henry County

fair

unknown
unknown
unknown

references:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 200000.4.

sign. rating: 30

evaluation: ~NRHP non-eligible (largely undocumented, technologically undistin-

guished structure)

inventoried by: Clayton B. Fraser 20 April 1994



Tebo Creek Bridge

HENR10

GENERAL DATA
structure no.:.  205000.5 city/town: 4.1 miles south of Calhoun
county: Henry teature inters.: branch of Tebo Creek

cadastral grid: S24, T42N, R25W
highway route: County Road 205
highway distr.: 4

current owner: Henry County

STRUCTURAL DATA

superstructure: Steel, 5-panel, pin-connected Pratt pony truss
substructure: unknown

span number: 1 condition: fair

span length: 80.0° alterations: unknown
total length:  80.0’ fioor/decking : timber deck
roadway width: 13.8’ other features: NO guardrails

HISTORICAL DATA

erection date: 1910

erection cost: unknown

designer: Canton Bridge Company, Canton OH (probable)
fabricator :  Canton Bridge Company, Canton OH (probable)
contractor:  county work force (probable)

references: ~ Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 205000.5; Henry County Court Re-
cord, Book U: page 176 (3 March 1913) - located at the Henry County
Courthouse, Clinton MO.

sign. rating: 36
evaluation:  NRHP non-eligible (slightly longer than average, but typically configured
example of a common structural type)

inventoried by: Clayton B. Fraser 20 April 1994




Fields Creek Bridge

HENR11

GENERAL DATA

structure no.:
county:

239000.6 city/town: 3.9 miles northwest of Clinton
Henry teature inters.: Fields Creek

cadastral grid: S31, T42N, R26W

highway route: County Road 239

highway distr.: 4

current owner: Henry County

STRUCTURAL DATA

superstructure:
substructure:

span number:
span length:
total length:
roadway width:

steel, 4-panel, pin-connected Pratt half-hip pony truss
concrete abutments and wingwalls

1 condition: fair

68.0° alterations: none

69.0 floor/decking : timber deck over steel stringers

11.8 other features: upper chord and inclined end post: 2 channels

with cover plate and lacing; lower chord: 2
punched rectangular eyebars; vertical: 4 ang-
les with lacing; diagonal: 2 punched rectan-
gular eyebars; counter: looped round eyerod
with turnbuckle; lateral bracing: round rod
with threaded ends; guardrail: 2 angles;
bliillder’s plate: The Canton Bridge Co. Canton
Ohio

HISTORICAL DATA

erection date:
erection cost:
designer:
fabricator :

contractor:

references:

sign. rating:
evaluation:

inventoried by:

c1915

unknown

Canton Bridge Company, Canton OH
Canton Bridge Company, Canton OH;
Cambria Steel Company, Pittsburgh PA
county work force (probable)

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 239000.6; field inspection by Mark
Hufstetler, 10 February 1991.

36
NRHP non-eligible (typically configured, relatively late example of com-
mon structural type)

Clayton B. Fraser 20 April 1994



Deer Creek Bridge

HENR14
GENERAL DATA
structure no.:  329001.0 clty/town: 1.9 miles southeast of Clinton
county: Henry feature inters.: Deer Creek
cadastral grid: S12, T41N, R26W
highway route: County Road 329
highway distr.: 4
current owner: Henry County
STRUCTURAL DATA

superstructure: Steel, 5-panel, rigid-connected, 2-angle Camelback pony truss
substructure:  concrete abutments and wingwalls

span number: 1 condition: fair

span length: 80.0° alterations: none

total length:  80.0° floor/decking : concrete deck over steel stringers

roadway width: 14.5’ other features: upper chord and inclined end post: 2 angles;

lower chord: 2 angles; vertical: 2 angles;
diagonal: 1 or 2 angles; lateral bracing: round
rod with threaded ends; guardrail: 2 angles

HISTORICAL DATA

erection date: 1925

erection cost: unknown

designer: unknown

fabricator : unknown

contractor:  county work force (probable)

reterences:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 329001.0; field inspection by Mark
Hufstetler, 10 February 1991.

sign. rating: 48
evaluation:  NRHP non-eligible (relatively uncommon structural type, but lacking in
documentation)

inventoried by: Clayton B. Fraser 20 April 1994



Deepwater Creek Bridge

HENR15

GENERAL DATA

structure no.:  338000.9 city/town: 3.2 miles northwest of Deepwater
county: Henry feature inters.: Deepwater Creek

cadastral grid: S5, T40N, R26W

highway route: County Road 338

highway distr.: 4

current owner: Henry County

STRUCTURAL DATA

superstructure: Steel, 5-panel, pin-connected Pratt pony truss
substructure:  Stone masonry abutments and pier

span number: 1 condition: fair

span length: 70.0’ alterations: unknown

total length: 112.0’ floor/decking : timber deck

roadway width: 13.8’ other features: steel angle guardrails

HISTORICAL DATA

erection date: c1900

erection cost: unknown
designer: unknown
fabricator :  unknown
contractor: unknown

references:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 338000.9.

sign. rating: 29
evalustion: ~ NRHP non-eligible (typically configured example of common structural
design, distinguished somewhat by its stone abutments)

inventoried by: Clayton B. Fraser 20 April 1994




Deepwater Creek Bridge

HENR18

GENERAL DATA

structure no..  490001.8 city/town: 5.9 miles northwest of Deepwater
county: Henry feature inters.: branch of Deepwater Creek
cadastral grid: S2, T4ON, R27W
highway route: County Road 490
highway distr.: 4
current owner: Henry County

STRUCTURAL DATA

superstructure: Steel, 4-panel, pin-connected Pratt pony truss
substructure:  timber pile bent abutments and wingwalls

span number: 1 condition: fair

span length: 60.0° alterations: unknown

total length:  62.0’ floor/decking : timber deck

roadway width: 13.8’ other features: steel angle guardrails

HISTORICAL DATA

erection date: 1910

erection cost: unknown

designer: Canton Bridge Company, Canton OH (probable)
fabricator :  Canton Bridge Company, Canton OH (probable)
contractor:  county work force (probable)

references:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 490001.8.

sign. rating: 34
evaluation: ~ NRHP non-eligible (typically configured example of common structural

type)

inventoried by: Clayton B. Fraser 20 April 1994



Spruce Creek Bridge

HENR22

GENERAL DATA

structure no.: 547000.5 city/town: 4.7 miles west of Montrose
county: Henry feature inters.: Spruce Creek
cadastral grid: S7/18, T40N, R28W
highway route: County Road 547
highway distr.: 4
current owner: Henry County

STRUCTURAL DATA

superstructure: Steel, 5-panel, pin-connected Pratt pony truss
substructure:  concrete abutments and wingwalls

span number: 1 condition: fair

span length:  80.0’ alterations: unknown

total length:  80.0’ fioor/decking : concrete deck over steel stringers
roadway width: 13.9’ other features: Steel angle guardrails

HISTORICAL DATA

erection date: €1915

erection cost: unknown

designer: Canton Bridge Company, Canton OH (probable)
fabricator :  Canton Bridge Company, Canton OH (probable)
contractor:  county work force (probable)

reterences:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 547000.5.

sign. rating: 36
evaluaon:  NRHP non-eligible (typically configured example of pinned Pratt pony
truss construction)

inventoried by: Clayton B. Fraser 20 April 1994



Truman Lake Bridge
HENR23

GENERAL DATA

structure no.. 567000.6 city/town: 3.5 miles west of Clinton
county: Henry feature inters.: Truman Lake
cadastral grid: S12, T41N, R27W
highway route: County Road 567 (old State Route 18)
highway distr.: 4
current owner: Henry County

STRUCTURAL DATA

superstructure: Steel stringer
substructure:  timber pile bent abutments and piers

span number: 18 condition: good

span length:  26.0’ alterations: none

total length: 452.0’ floor/decking : concrete over steel stringers
roadway width: 20.0’ other features: steel guardrails

HISTORICAL DATA

erection date: 1930-31

erection cost: $19,932.61

designer: Missouri State Highway Department
fabricator : unknown

contractor: 0.0. Fuller

references: ~ Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 567000.6; Missouri Highway and
Transportation Department Primary System Bridge Record, located at
Bridge Division, MHTD, Jefferson City MO.

sign. rating: 40
evaluation: ~NRHP non-eligible (notable for its multiple spans, but otherwise a typ-
ically built, MSHD-standard steel stringer crossing)

inventorled by: Clayton B. Fraser 20 April 1994



Truman Lake Bridge

HENR24

GENERAL DATA

structure no.:
county:

567001.0 city/town: 3.5 miles west of Clinton
Henry feature inters.: Truman Lake
cadastral grid: S12, T41N, R27W
highway route: County Road 567 (old State Route 18)
highway distr.: 4
current owner: Henry County

STRUCTURAL DATA

superstructure:
substructure:

span number:
span length:
total length:
roadway width:

steel stringer
timber pile bent abutments and piers

15 condition: good

25.0 alterations: none
352.00 floor/decking : concrete over steel stringers
20.00 other features: steel guardrails

HISTORICAL DATA

erection date:
erection cost:
designer:
fabricator :
contractor:

references:

sign. rating:
evaluation:

inventoried by:

1930-31

$15,648.63

Missouri State Highway Department
unknown

0.0. Fuller

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 567001.0; Missouri Highway and
Transportation Department Primary System Bridge Record, located at
Bridge Division, MHTD, Jefferson City MO.

40
NRHP non-eligible (notable for its multiple spans, but otherwise a typ-
ically built, MSHD-standard steel stringer crossing)

Clayton B. Fraser 20 April 1994



® HAER II\NENTORY

Missouri Historic Bridge Inventory

NAME(S) OF STRUCTURE DATE(S) OF CONSTRUCTION

Newman Bridge HENRO7 1917

MHTD: 193000.6

LOCATION USE (ORIGINAL / CURRENT)

County Road 193 over West Fork of Tebo Creek; S10/15, T42N, R25W roadway bridge / roadway bridge

3.4 miles southwest of Calhoun; Henry County, Missouri ratind NRHP possibly eligible (score: 54)

CONDITION OWNER

good Henry County

span number: 3 superstructure: concrete, 2-rib, deck girder with arched haunches, skewed

span length:  32.0° substructure:  concrete abutments, wingwalls and piers

total length:  65.0° floor/decking: concrete deck

roadway wdt.: 13.2 other features: concrete guardrails with incised panels and open balustrade; "NEWMAN BRIDGE 1917"

incised in center of balustrade at north end

Around the turn of the century, the Henry County Court began contracting with the Canton Bridge Company of Canton, Ohio, for its
major and minor roadway bridges. Marketed to the county by Canton’s Kansas City sales representative, J.W. Hoover, the giant bridge
firm fabricated and shipped a variety of steel trusses, which were erected over creeks using local labor. The county and the bridge
company maintained an almost exclusive relationship over the next two decades. After about 1910, the county began using concrete
for bridge decks and substructures but still relied on steel trusses for virtually all of its spans over 40 feet. This changed in 1917. That
year Henry County solicited competitive bids for two rural bridges over Tebo Creek—one immediately east of Lewis, the other about a
mile downstream. In September proposals were received from Canton and from local builder R.T. Faith. Faith was awarded the contract
to build a steel truss at the ;lower crossing for $1850.00. Canton’s bid to erect a standard steel truss at the upper crossing was $2100.00,
$50 less than Faith’s. As an alternative, the bridge company proposed to build a concrete girder structure here for $1985.00. "The Court
further finds that said bridge Canton Bridge Company guarantees its said concrete bridge to be erected near Lewis, Missouri, for a period
of four years," the county clerk stated, "and the said bid of the Canton Bridge Company on the Concrete bridge... is the best bid
presented." Canton’s proposed structure consisted of three spans, the longest of which extended 32 feet. Each span was comprised of
two spandrel girders with arched haunches, supported on a slight skew by concrete piers and abutments. The variable depth configuration
of the girders suggested cantilevered construction, but they may have been arched for aesthetic reasons. Canton received the contract
for the concrete structure and began work soon thereafter. The Newman Bridge, as the span was known locally, was completed later
in 1917. It has functioned in place since, with only minor collision damage to its concrete guardrails as the only change.

Missouri was slow to embrace concrete as a bridge superstructural material after the turn of the century. It was not until the state
highway department began promulgating standard concrete slab and girder designs in the 1920s that the counties began building all-
concrete bridges with any regularity. Concrete bridges built before 1922 are a relative rarity in the state for this reason. The Newman
Bridge in Henry County is noteworthy as an early and, with its arched girders, well-articulated example of concrete bridge construction.
The first such concrete structure built by the county, it represented a locally significant watershed in local bridge construction.

NPS FORM 10-909 Historic American Buildings Survey / Historic American Engineering Record
(4/86) National Park Service, U.S. Department of the Interior, P.O. Box 37127, Washington, DC 20013-7127




NAME(S) OF STRUCTURE
Newman Bridge

PHOTOS AND SKETCH MAP OF LOCATION

AN
,i ;‘?S:\,:l;ﬁ#

e L

b . N
HENE, A
~ &oa e
- [ S )
\ S |
R x s ; e B .-
s v L] S
e —

ol 37
[+ : : - &
SN BT e
B 1% . P ..
1% i SV ed ve s M a3 e s ! PEETE !N}
Pt el ? ’g PN
AN : ST IE N TP o
,i,v.id\ E T o CRRE M
+ . L ;
NP des e L
Ne'e P PR SN | e
"G oA he TR T
5 - S Fa ., / . .30 ~
:-;\"!A.—L\F— v S——— -

LOCATION MAP

TAKEN FROM MISSOUR]I HIGHWAY AND TRANSPORTATION DEPARTMENT
GENERAL HIGHWAY MAP

SOURCES
Missouri Highway and Transportation Department, Structure Inventory and Appraisal: Structure Number 193000.6; Henry County Court
Record, Book W: pages 312-3 (24 September 1917) - located at the Henry County Courthouse, Clinton MO; field inspection by Mark
Hufstetler, 10 February 1991.

INVENTORIED BY AFFILIATION DATE
Mitzi Rossillon Fraserdesign, Loveland CO 21 August 1992
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