CEDAR COUNTY

INCLUDED: [Significant feature(s) of bridge given in boldface]
[Field inventoried bridge indicated by asterisk]

Inv. No.
*CEDAO1

*CEDAOQ2
*CEDAO3

CEDAO4
*CEDAO5
*CEDAO06
*CEDAQ7

CEDAO8
*CEDA09
*CEDA10
*CEDA11
*CEDA12
*CEDA13
*CEDA14
CEDA15
*CEDA16
*CEDA17

CEDA18
*CEDA19

MHTD
H 623

H 963
X 190

022002.5
063000.1
068000.8
095000.1
117000.1
170000.6
202R00.2
244000.3
250001.7
267000.7
277000.9
287000.2
309003.4
318000.5
446003.1

none

Bridge Name
Cedar Creek Bridge

Sac River Bridge
Cedar Creek Bridge

Little Alder Creek Bridge
Stump Ford Bridge
Metcalf Bridge
Caplinger Mills Bridge
Keich Ford Bridge
Sullivan Ford Bridge
Silver Creek Bridge
Owens Mill Bridge
Edsall Ford Bridge
Snag Creek Bridge
Horse Creek Bridge
Low Brown Ford Bridge
County Line Bridge
Potter Ford Bridge

Ball Ford Bridge

Kennedy Ford Bridge

Description

1-110
1931

1-110°
1949
1- 28
1915
1- 65
1906
1-145
1919
2-120
1895
1- 28
1917
1- 50
1902
1- 50
c1908
1-110°
1906
1-120°
1911
1- 48
1915
1- 80
1911
1-125
1917
1- 60
1917
1- 8%
1905
1- 60°
1914
2-100
1896

riveted Pratt through truss
McKerney and Newton
(replaced)

riveted polyg. Warren pony truss
Ben D. Prater

steel stringer

Canton Bridge Co., Canton OH
pinned Pratt pony truss
Canton Bridge Co., Canton OH
pinned Parker through truss
Pioneer Construction Company
pinned Pratt through truss
Chicago Bridge and Iron Co.
steel stringer

Canton / county work force
pinned Pratt bedstead
American Bridge Company

pin Pratt half-hip pony truss
Canton Bridge Co., Canton OH
pinned Pratt through truss
Canton Bridge Co., Canton OH
pinned Pratt through truss
Canton / county work force
pinned Pratt pony truss
Canton Bridge Co., Canton OH
pinned Pratt pony truss
Canton Bridge Co., Canton OH
pinned Pratt through truss
Canton Bridge Co., Canton OH
pinned Pratt pony truss
Canton Bridge Co., Canton OH
pinned Pratt through truss
Canton Bridge Co., Canton OH
pinned Pratt pony truss
Canton Bridge Co., Canton OH
pinned Pratt through truss
Wrought Iron Bridge Company



CEDAR COUNTY

EXCLUDED:
Warren pony truss
H 622 X 190 107000.4 -
Steel stringer
S 428 S 977 S 978 S 980 W 531 003001.9
048000.3 069000.9 076001.5 109001.2 123R00.8 132R00.8
173000.5 175000.7 177000.8 193000.3 216000.3 244000.9
262R00.8 274R03.6 310001.0 321R00.5 323000.3 337000.6
352001.0 403R00.3 410001.2 431001.6 446004.6 458R00.8
488000.1 491001.1 523000.2
Steel girder
S 26
Concrete girder
F 359R1 G 324 H 853R X 849
Concrete box culvert
F 202R1 H 854 H 855 J 964 J 965 J 966
X 181 X 723 X 850 X 851
SUMMARY:

Primary Secondary Urban Other Total
Included 2 16 1 19
Excluded 23 32 0 55

25 48 1 74 structures

028000.2
155001.9
249001.6
350000.6
484R00.8

S 976



Cedar Creek Bridge

CEDAO1

GENERAL DATA

structure no.:
county:

H 623 city/town: 5.0 miles west of Stockton
Cedar feature inters.: Cedar Creek

cadastral grid: 33, T34N, R27W

highway route: State Highway 32

highway distr.: 7

current owner: Missouri Highway and Transportation Depart-
ment

STRUCTURAL DATA

superstructure:

substructure:

span number:
span length:
total length:
roadway width:

steel, 6-panel, rigid-connected Pratt through truss, with 4 steel stringer
approach spans
concrete abutments, wingwalls and piers

1 condition: gOOd

110.0° alterations: none

278.0 floor/decking : concrete deck over steel stringers
20.00 other features: Steel pipe guardrails

HISTORICAL DATA

erection date:
erection cost:
designer:
fabricator :
contractor:

references:

sign. rating:
evaluation:

inventoried by:

1930-31

$21,348.60

Missouri State Highway Department
llinois Steel Company, Chicago IL
McKerney and Newton

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure No. H 623; Missouri Primary System Bridge
Record, located at Bridge Division, Missouri Highway and Transportation
Department, Jefferson City MO; field inspection by Clayton Fraser, 3
June 1991.

38
NRHP non-eligible (typically configured example of MSHD truss design
of the 1930s)

Clayton B. Fraser 24 January 1992



Cedar Creek Bridge

CEDAO3

GENERAL DATA

structure no.:
county:

X 190 city/town: 3.1 miles southeast of Cedar Springs
Cedar feature inters.: Cedar Creek

cadastral grid: S2, T35N, R27W

highway route: State Highway 39

highway distr.: 7

current owner: Missouri Highway and Transportation Depart-
ment

STRUCTURAL DATA

superstructure:

substructure:

span number:
span length:
total length:
roadway width:

steel, 6-panel, rigid-connected, Warren pony truss with polygonal upper
chords; 4 steel stringer approach spans

concrete abutments, wingwalls and piers; timber pile bent piers at ap-
proaches

1 condition: good
110.00 alterations: none
221.00 floor/decking : concrete deck over steel stringers

20.00 other features: steel angle guardrails

HISTORICAL DATA

erection date:
erection cost:
designer:
fabricator :
contractor:

references:

sign. rating:
evaluation:

inventoried by:

1949

$42,108.00

Missouri State Highway Department
U.S. Steel Company, Pittsburgh PA
Ben D. Prater

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure No. X 190; Missouri Primary System Bridge
Record, located at Bridge Division, Missouri Highway and Transportation
Department, Jefferson City MO; field inspection by Clayton Fraser 3
June 1991.

48

NRHP non-eligible (somewhat noteworthy for its polygonal top chord
and long span length, but otherwise an undistinguished, late example of
a common structural type)

Clayton B. Fraser 24 January 1992



Little Alder Creek Bridge

CEDAO4

GENERAL DATA

structure no.: 022002.5
county: Cedar

STRUCTURAL DATA
superstructure: Steel stringer
substructure: unknown

span number: 1

span length: 28.0°
total length: 30.00
roadway width: 12.0’

HISTORICAL DATA
erection date: 1915

city/town:

feature inters.:
cadastral grid:
highway route:
highway distr.:
current owner:

condition:
alterations:
floor/decking :
other features:

3.7 miles southeast of Eldorado Springs
Little Alder Creek

S35, T36N, R28W

County Road 22

7

Cedar County

fair
unknown
unknown

unknown

erection cost: $6236.48 (six-bridge contract)

designer: Canton Bridge Company, Canton OH
fabricator : ~ Canton Bridge Company, Canton OH
contractor : county work force

references:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure No. 022002.5; Cedar County Court Record,
Book M: page 67 (2 August 1915), page 124 (10 February 1916) - lo-
cated at Cedar County Courthouse, Stockton MO.

sign. rating: 37

evaluation:  NRHP non-eligible (technologically undistinguished example of beam
bridge construction)

inventoried by: Clayton B. Fraser

24 January 1992



Stump Ford Bridge

CEDAO5

GENERAL DATA

structure no.:
county:

STRUCTURAL DATA

superstructure:

substructure:

span number:
span length:
total length:
roadway width:

063000.1 city/town: 2.4 miles southeast of Cedar Springs
Cedar feature inters.: Cedar Creek

cadastral grid: S30, T36N, R26W

highway route: County Road 63

highway distr.: 7

current owner: Cedar County

steel, 4-panel, pin-connected Pratt half-hip pony truss, with 2 steel
stringer and 1 steel girder approach spans

stone abutments with concrete parging; concrete-filled steel cylinder
piers; steel pile bent piers at approaches

1 condition: fair
65.0° alterations:  approach spans replaced
142.00 floor/decking : timber deck over steel stringers
13.6’ other features: upper chord and inclined end post: 2 channels

with cover and batten plates; lower chord: 2
looped rectangular eyebars; vertical: 4 angles
with double lacing; diagonal: 2 looped square
eyebars; counter: round eyerod with turn-
buckle; lateral bracing: round rod with
threaded ends; floor beam: I-beam, field-bolt-
ed to vertical; guardrail: 2 angles; cast iron
hip blocks; endpost-mounted builder’s plate:
THE CANTON BRIDGE COMPANY

HISTORICAL DATA

erection date:
erection cost:
designer:
fabricator :
contractor:

references:

sign. rating:
evaluation:

inventoried by:

1905-06

$5555.00 (three-bridge superstructure contract) ; $750.00 (substructure)
Canton Bridge Company, Canton OH

Canton Bridge Company, Canton OH

Canton Bridge Company, Canton OH (superstructure);
Wolf and Mann (substructure)

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure No. 063000.1; ~Cedar County Court Record,
Book J: page 631 (7 June 1905); Book K: page 11 (11 August 1905),
page 14 (11 August 1905), page 21 (6 September 1905), page 24 (26
September 1905), page 33 (9 November 1905), page 115 (6 March
1906), page 184 (11 June 1906); Book M: page 279 (12 September
1917), page 280 (13 September 1917) - located at Cedar County Court-
house, Stockton MO; field inspection by Clayton Fraser, 3 June 1991.

51
NRHP possibly eligible (well-documented example of a mainstay struc-

tural type)
Clayton B. Fraser 24 January 1992



Metcalf Bridge

CEDA06

GENERAL DATA

structure no.:
county:

068000.8 city/town: 3.2 miles northwest of Caplinger Mills
Cedar teature inters.: Sac River 4
cadastral grid: S31, T36N, R26W
highway route: County Road 68
highway distr.: 7
current owner: Cedar County

STRUCTURAL DATA
superstructure: Steel, 8-panel, pin-connected Parker through truss

substructure:

span number:

span length:
total length:

roadway width:

concrete abutments and wingwalls

1 condition: fair
145.0° alterations: none
146.0° floor/decking : concrete deck over steel stringers
11.0° other features: upper chord and inclined end post: 2 channels

with cover plate and lacing; lower chord: 2
punched rectangular eyebars; vertical: 2
channels with lacing (2 angles with batten
plates at hip); diagonal: 2 punched rectan-
gular eyebars; counter: round eyerod with
turnbuckle; lateral bracing: round rod with
threaded ends; strut: 4 angles with lacing;
portal strut: steel lattice with knee braces;
floor beam: I-beam, field-bolted to vertical;
guardrail: 2 channels

HISTORICAL DATA

erection date:
erection cost:

designer:
fabricator :

contractor:

references:

sign. rating:
evaluation:

1919

$8895.00 (superstructure); $3095.78 (substructure)
Pioneer Construction Company, Kansas City MO
Pioneer Construction Company, Kansas City MO;
Inland Steel Company, East Chicago IN

Pioneer Construction Company, Kansas City MO

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure No. 068000.8; Cedar County Court Record M:
page 325 (7 May 1918), page 336 (5 August 1918), page 350 (13 Aug-
ust 1918), page 371 (8 November 1918), page 382 (30 December
1918), page 439 (5 August 1919) - located at Cedar County Court-
house, Stockton MO; field inspection by Clayton Fraser, 3 June 1991.

51
NRHP possibly eligible (well-preserved, well-documented example of
uncommon structural type)

inventoried by: Clayton B. Fraser 24 January 1992



Caplinger Mill Bridge

CEDAO7

GENERAL DATA

structure no.:
county:

095000.1 city/town: 6.7 miles north of Stockton
Cedar feature inters.: Sac River

cadastral grid: S16, T35N, R26W

highway route: vacated county road

highway distr.: 7

current owner: Cedar County

STRUCTURAL DATA

superstructure:

substructure:

span number:
span length:
total length:
roadway width:

steel, 8-panel, pin-connected Pratt through truss; steel, 3-panel, pin-
connected Pratt deck truss approach span; steel, 5- and 4-panel, pin-
connected Pratt pony truss approach spans

stone abutments; concrete-filled steel cylinder piers; concrete pier be-
tween pony trusses

2 condition: good
120.0° alterations: ~ bridge closed
405.0 floor/decking : timber deck over steel stringers
~12.00 other features: upper chord and inclined end post: 2 channels

with cover plate and lacing; lower chord: 2
looped square eyebars, or 2 punched rectan-
gular eyebars; vertical: 2 channels with lac-
ing (2 round eyerods at the hip); diagonal: 2
looped square or round eyebars; counter:
round eyerod with turnbuckle; lateral brac-
ing: round rod with threaded ends; strut: 2
angles; portal strut: latticed A-frame with
decorative cast-iron cresting; floor beam: I-
beam, field-bolted to vertical; guardrail: 2
angles; portal builder’s plate: 1895 / CHI-
CAGO BRIDGE C-°

HISTORICAL DATA

erection date:
erection cost:
designer:
fabricator :
contractor:

references:

sign. rating:
evaluation:

inventoried by:

1894-95

$3900.00

Horace E. Horton

Chicago Bridge and Iron Company, Chicago IL
Chicago Bridge and Iron Company, Chicago IL

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure No. 095000.1; Cedar County Court Record H:
page 219 (12 May 1894), page 257 (8 June 1894), pages 284-85 (10
August 1894), page 447 (7 March 1895), page 455 (11 May 1895) - lo-
cated at Cedar County Courthouse, Stockton MO; field inspection by
Clayton Fraser, 3 June 1991.

78
NRHP eligible (outstanding early, multiple-span truss bridge)

Clayton B. Fraser 27 January 1992




Keich Ford Bridge

CEDAOS8

structure no.:
county:

superstructure:
substructure:

span nhumber:
span length:
total length:
roadway width:

erection date:
erection cost:
designer:
fabricator :
contractor:

references:

sign. rating:
evaluation:

inventoried by:

GENERAL DATA

117000.1
Cedar

7.3 miles northeast of Stockton
Turkey Creek

cadastral grid: S21/28, T35N, R25W

highway route: County Road 117

highway distr.: 7

current owner: Cedar County

city/town:
feature inters.:

STRUCTURAL DATA

steel stringer
unknown

1 condition: fair

28.0° alterations: unknown
30.0° floor/decking : unknown
12.8 other features: unknown

HISTORICAL DATA

1917

$2750.00 (three-bridge superstructure contract)
Canton Bridge Company, Canton OH

Canton Bridge Company, Canton OH

county work force

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure No. 117000.1; Cedar County Court Record,
Book M: page 236 (5 March 1917), page 244 (7 May 1917), page 258
(10 July 1917), page 276 (4 September 1917), page 281 (1 October
1917) - located at Cedar County Courthouse, Stockton MO.

35
NRHP non-eligible (typical example of common beam bridge type)

Clayton B. Fraser 27 January 1992



Sullivan Ford Bridge

CEDAOQ9

GENERAL DATA

structure no.:
county:

170000.6 city/town: 6.6 miles southeast of Eldorado Springs
Cedar feature inters.: Alder Creek

cadastral grid: S18, T35N, R27W

highway route: County Road 170

highway distr.: 7

current owner: Cedar County

STRUCTURAL DATA
superstructure: steel, 3-panel, pin-connected Pratt truss-leg bedstead, with steel stringer

substructure:

span number:

span length:
total length :

roadway width:

approach span at each end
steel bedstead legs set in concrete abutments at south end; steel pile
bent pier with timber back- and wingwalls at north end

1 condition: fair

33.00 alterations:  substructure altered

34.0 floor/decking : timber deck over steel stringers

13.6’ other features: upright end post: 2 channels with cover plate

and lacing; upper chord: 2 channels with bat-
ten plates; lower chord: 2 angles with batten
plates or 2 punched rectangular eyebars; ver-
tical: 4 angles with lacing; diagonal: 2
punched rectangular eyebars; counter: round
eyerod with turnbuckle; lateral bracing: round
rod with threaded ends; floor beam: I-beam
with knee braces, field-bolted to vertical;
guardrail: 2 angles

HISTORICAL DATA

erection date:
erection cost:

designer:
fabricator :
contractor:

references:

sign. rating:
evaluation:

1902

$5200.00 (four-bridge contract)
American Bridge Company, New York NY
American Bridge Company, New York NY
American Bridge Company, New York NY

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure No. 170000.6; Cedar County Court Record,
Book J: page 197 (13 May 1902), page 198 (13 June 1902), page 359
(8 September 1902); Book L: page 551 (5 February 1914) - located at
Cedar County Courthouse, Stockton MO; field inspection by Clayton
Fraser, 3 June 1991.

39
NRHP non-eligible (short-span example of relatively common Pratt truss

sub-type)

inventoried by: Clayton B. Fraser 27 January 1992



Silver Creek Bridge

CEDA10

GENERAL DATA

structure no.:
county:

202R00.2 city/town: 4.6 miles north of Stockton
Cedar feature inters.: Silver Creek

cadastral grid: 835, T35N, R26W

highway route: County Road 202

highway distr.: 7

current owner: Cedar County

STRUCTURAL DATA
superstructure: steel, 3-panel, pin-connected Pratt half-hip pony truss, with steel stringer

substructure:

span number:

span length:
total length:

roadway width:

approach span
concrete abutments and pier

1 condition: fair

50.0’ alterations: none

64.0’ floor/decking : timber deck over steel stringers

11.3’ other features: upper chord and inclined end post: 2 channels

with cover plate and lacing; lower chord: 2
looped square eyebars; vertical: 4 angles with
double lacing; diagonal: 2 looped square eye-
bars; counter: 1 square eyebar with turnbuck-
le; floor beam: I-beam, field-bolted to vertical;
guardrail: lattice with decorative scrolled ends;
gusset plates and spacer blocks at hips; hip
builder’s plate: THE CANTON BRIDGE Ce /
CANTON OHIO

HISTORICAL DATA

erection date:
erection cost:

designer:
fabricator :

contractor:

references:

sign. rating:
evaluation:

c1908

unknown

Canton Bridge Company, Canton OH

Canton Bridge Company, Canton OH;

Jones & Laughlin Steel Company, Pittsburgh PA
Canton Bridge Company, Canton OH

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure No. 202R00.2; field inspection by Clayton
Fraser, 3 June 1991.

38
NRHP non-eligible (typically configured example of common structural
type, partially documented)

inventoried by: Clayton B. Fraser 27 January 1992



Owens Mill Bridge

CEDA11

GENERAL DATA

structure no.:
county:

244000.3 city/town: 3.1 miles east of Stockton
Cedar feature inters.: Bear Creek

cadastral grid: SZ, T34N, R26W

highway route: County Road 244

highway distr.: 7

current owner: Cedar County

STRUCTURAL DATA
superstructure: Steel, 7-panel, pin-connected Pratt through truss

substructure:

span number:

span length:
total length:

roadway width:

stone abutments and wingwalls

1 condition: good
110.00 alterations: none
110.00 floor/decking : timber deck over steel stringers
13.6’ other features: upper chord and inclined end post: 2 channels

with cover plate and lacing; lower chord; 2
looped square or rectangular eyebars; verti-
cal: 2 channels with lacing; hip vertical: 1
looped square eyebar; diagonal: 2 looped
rectangular eyebars; counter: 1 round eyerod
with turnbuckle; lateral bracing: round rod
with threaded ends; strut: 2 angles with
continuous plate; portal strut: A-frame with
decorative cross-laced portal cresting; floor
beam: I-beam, field-bolted to vertical; guard-
rail: 2 angles

HISTORICAL DATA

erection date:
erection cost:

designer:
fabricator :

contractor:

references:

sign. rating:
evaluation:

1906

$5555.00 (three-bridge contract)

Canton Bridge Company, Canton OH
Canton Bridge Company, Canton OH;
Lackawanna Steel Company, Pittsburgh PA

Canton Bridge Company, Canton OH (superstruntre);
Wolf and Mann (substructure)

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure No. 244000.3; Cedar County Court Record,
Book J: page 631 (7 June 1905); Book K: page 11 (11 August 1905),
page 14 (11 August 1905), page 21 (6 September 1905), page 24 (26
September 1905), page 33 (9 November 1905), page 115 (6 March
1906), page 184 (11 June 1906); Book L: page 551 (5 February 1914)
- located at Cedar County Courthouse, Stockton MO; Standard Atlas of
Cedar County, Missouri (Chicago: George A. Ogle and Company, 1908),
page 23; field inspection by Clayton Fraser, 3 June 1991.

43
NRHP non-eligible (well-preserved example of mainstay structural type)

inventoried by: Clayton B. Fraser 27 January 1992



Edsall Ford Bridge

CEDA12

GENERAL DATA

structure no.:
county:

250001.7 city/town: 5.5 miles west of Stockton
Cedar feature inters.: Cedar Creek

cadastral grid: S9, T34N, R27W

highway route: County Road 250

highway distr.: 7

current owner: Cedar County

STRUCTURAL DATA

superstructure;
substructure:

span number:
span length:
total fength:
roadway width:

steel, 7-panel, pin-connected Pratt through truss
concrete abutments and wingwalls

1 condition: gOOd
120.0° alterations: none
122.00 floor/decking : timber deck over steel stringers
11.7 other features: upper chord and inclined end post: 2 channels

with cover plate and lacing; lower chord: 2
looped rectangular eyebars; vertical: 2 chan-
nels with lacing; diagonal: 2 looped rectan-
gular eyebars; counter: 1 round eyerod with
turnbuckle; lateral bracing: round rod with
threaded ends; strut: 2 angles with contin-
uous plate; portal strut: A-frame with decora-
tive cross-laced portal cresting; floor beam: I-
beam, field-bolted to vertical;, guardrail: lat-
tice; portal builder’s plate: 1911 / THE CAN-
TON BRIDGE Ce / CANTON OHIO

HISTORICAL DATA

erection date:
erection cost:
designer:
fabricator :

contractor:

references:

sign. rating:
evaluation:

inventoried by:

1911

$3602.00

Canton Bridge Company, Canton OH
Canton Bridge Company, Canton OH;
Cambria Steel Company, Pittsburgh PA
Canton Bridge Company, Canton OH

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure No. 250001.7; Cedar County Court Record,
Book K: page 152 (12 May 1906), page 186 (12 June 1906); Book L:
page 261 (18 May 1911), page 266 (9 June 1911), page 309 (9 No-
vember 1911), page 323 (19 January 1912) - located at Cedar County
Courthouse, Stockton MO; field inspection by Clayton Fraser, 3 June
1991.

46
NRHP non-eligible (well-preserved example of mainstay structural type)

Clayton B. Fraser 27 January 1992




Snag Creek Bridge

CEDA13

GENERAL DATA

structure no.:
county:

267000.7 city/town: 5.5 miles west of Stockton
Cedar feature inters.: Snag Creek

cadastral grid: S21, T34N, R27W

highway route: County Road 267

highway distr.: 7

current owner: Cedar County

STRUCTURAL DATA
superstructure: Steel, 3-panel, pin-connected Pratt pony truss

substructure:

span number:

span length:
total length :

roadway width:

concrete abutments and wingwalls

1 condition: fair

48.00 alterations: none

50.0 floor/decking : concrete deck over steel stringers
10.6’ other features: steel angle guardrails

HISTORICAL DATA

erection date:
erection cost:

designer:
fabricator :

contractor:

references:

sign. rating:
evaluation:

1915

$6236.48 (four-bridge superstructure contract)
Canton Bridge Company, Canton OH

Canton Bridge Company, Canton OH;

Cambria Steel Company, Pittsburgh PA
county work force

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure Number 267000.7; Cedar County Court Record,
Book M: page 67 (2 August 1915), page 124 (10 February 1916) -
located at Cedar County Courthouse, Stockton MO; field inspection by
Clayton Fraser, 3 June 1991.

39
NRHP non-eligible (typically configured example of common structural

type)

inventoried by: Clayton B. Fraser 27 January 1992




Horse Creek Bridge

CEDA14

GENERAL DATA

structure no.:  277000.9 city/town: 4.2 miles northwest of Jerico Springs
county: Cedar feature inters.: Horse Creek

cadastral grid: 524/25, T34N, R29W

highway route: County Road 277

highway distr.: 7

current owner: Cedar County

STRUCTURAL DATA

superstructure: Steel, 5-panel, pin-connected Pratt pony truss, with steel stringer ap-
proach span
substructure:  concrete abutments, steel cylinder pier

span number: 1 condition: fair

span length: 80.0° alterations: none

total length:  96.0’ floor/decking : timber deck over steel stringers
roadway width: 11.5’ other features: steel lattice guardrails

HISTORICAL DATA

erection date: 1911

erection cost: $2196.20

designer: Canton Bridge Company, Canton OH

fabricator : ~ Canton Bridge Company, Canton OH;
Cambria Steel Company, Pittsburgh PA

contractor:  Canton Bridge Company, Canton OH

references:  Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure No. 277000.9; Cedar County Court Record,
Book L: page 259 (16 May 1911), page 261 (18 May 1911), page 266
(9 June 1911), page 309 (9 November 1911), page 320 (20 December
1911) - located at Cedar County Courthouse, Stockton MO; field in-
spection by Clayton Fraser, 3 June 1991.

sign. rating: 44
evaluation:  NRHP non-eligible (typically configured example of common structural

type)

inventoried by: Clayton B. Fraser 27 January 1992



Low Brown Ford Bridge

CEDA15

GENERAL DATA

structure no.:
county:

287000.2 city/town: 9.3 miles southeast of Stockton
Cedar feature inters.: Bear Creek

cadastral grid: S26, T34N, R25W

highway route: County Road 287

highway distr.: 7

current owner: Cedar County

STRUCTURAL DATA

superstructure:

substructure:

span number:
span length:
total length:
roadway width:

steel, 8-panel, pin-connected Pratt through truss
concrete abutments and wingwalls

1 condition: fair
125.00 alterations: none
126.0’ floor/decking : timber deck over steel stringers
11.3’ other teatures: steel angle guardrails; portal builders plate:
1917 / THE CANTON BRIDGE Ce / CANTON
OHIO

HISTORICAL DATA

erection date;
erection cost:
designer:
fabricator :
contractor:

references:

sign. rating:
evaluation:

inventoried by:

1917

$3885.00

Canton Bridge Company, Canton OH
Canton Bridge Company, Canton OH
Canton Bridge Company, Canton OH

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure No. 287000.2; Cedar County Court Record,
Book M: page 144 (2 May 1916), page 161 (18 July 1916), page 173
(11 August 1916), page 211 (30 December 1916), page 221 (6 Febru-
ary 1917), page 292 (31 December 1917) - located at Cedar County
Courthouse, Stockton MO.

44
NRHP non-eligible (typically configured example of common structural

type)

Clayton B. Fraser 27 January 1992



County Line Bridge

CEDA16

GENERAL DATA

structure no.:
county:

309003.4 clty/town: 5.3 miles northwest of Jerico Springs
Cedar feature inters.: Horse Creek

cadastral grid: S24, T34N, R29W

highway route: County Road 309

highway distr.: 7

current owner: Cedar County

STRUCTURAL DATA
superstructure: Steel, 4-panel, pin-connected Pratt pony truss

substructure:

span number:
span length:
total length:

roadway width:

concrete abutments and wingwalls

1 condition: fair

60.0’ alterations: none

60.0’ floor/decking : concrete deck over steel stringers
13.8’ other features: steel angle guardrails

HISTORICAL DATA

erection date:
erection cost:
designer:
fabricator :

contractor:

references:

sign. rating:
evaluation:

1916-17

unknown

Canton Bridge Company, Canton OH
Canton Bridge Company, Canton OH;
[llinois Steel Company, Chicago IL
Canton Bridge Company, Canton OH

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure No. 309003.4; Cedar County Court Record,
Book M: page 144 (2 May 1916), page 187 (24 October 1916), page
240 (12 March 1917), page 243 (25 April 1917) - located at Cedar
County Courthouse, Stockton MO; field inspection by Clayton Fraser, 3
June 1991.

42
NRHP non-eligible (typically configured example of common structural

type)

inventoried by: Clayton B. Fraser 27 January 1992




Potter Ford Bridge

CEDA17

GENERAL DATA

structure no.:. 318000.5
county: Cedar

STRUCTURAL DATA

superstructure: steel, S-panel,

city/town:

feature inters.:
cadastral grid:
highway route:
highway distr.:
current owner:

approach spans
substructure:  concrete abutments and wingwalls; steel cylinder piers

span number: 1

span length:  85.0’
total length: 153.0°
roadway width: 13.4’

HISTORICAL DATA

erection date: 1905
erection cost: $2400.00

condition:
alterations:
floor/decking :
other features:

3.7 miles southwest of Filley
Horse Creek

S3/4 T34N, R28W

County Road 318

7

Cedar County

pin-connected Pratt through truss, with steel stringer

fair

none

timber deck over steel stringers

upper chord and inclined end post: 2 channels
with cover plates and lacing; lower chord: 2
looped square or rectangular eyebars; vertical:
2 channels with lacing (1 looped square eye-
bar at the hip); diagonal: 2 looped rectangular
eyebars; counter: 1 round eyerod with turn-
buckle; lateral bracing: round rod with
threaded ends; strut: 2 angles with contin-
uous plate; portal strut: A-frame with cross-
bracing; floor beam: I-beam, field-bolted to
vertical; guardrail: steel angle

designer: Canton Bridge Company, Canton OH
fabricator :  Canton Bridge Company, Canton OH
contractor:  Canton Bridge Company, Canton OH

references:  Missouri Highway and Transportation Department, Structure [nventory
and Appraisal: Structure No. 318000.5; Cedar County Court Record,
Book J: page 467 (30 June 1904), page 470 (1 August 1904), page 557
(6 March 1905), page 603 (5 May 1905), page 631 (7 June 1905);
Book M: page 67 (2 August 1915), page 124 (10 February 1916) -
located at Cedar County Courthouse, Stockton MO; Standard Atlas of
Cedar County, Missouri (Chicago: George A. Ogle and Company, 1908),
page 47; field inspection by Clayton Fraser, 3 June 1991.

sign. rating: 41

evaluation:  NRHP non-eligible (typically configured example of common structural

type)

inventoried by: Clayton B. Fraser

27 January 1992



Ball Ford Bridge

CEDA18

GENERAL DATA

structure no.:
county:

446003.1 city/town: 3.0 miles southeast of Jerico Springs
Cedar feature Iinters.: Cedar Creek

cadastral grid: S24, T33N, R28W

highway route: County Road 446

highway distr.: 7

current owner: Cedar County

STRUCTURAL DATA

superstructure:
substructure:

span number:
span length:
total length:
roadway width:

steel, 4-panel, pin-connected Pratt pony truss
concrete abutments and wingwalls

1 condition: fair

60.0’ alterations: unknown

62.0° floor/decking : timber deck over steel stringers
11.4 other features: steel angle guardrails

HISTORICAL DATA

erection date:
erection cost:
designer:
fabricator :
contractor:

references:

sign. rating:
evaluation:

inventoried by:

1914

unknown

Canton Bridge Company, Canton OH
Canton Bridge Company, Canton OH
Canton Bridge Company, Canton OH

Missouri Highway and Transportation Department, Structure Inventory
and Appraisal: Structure No. 446003.1; Cedar County Court Record,
Book L: page 551 (5 February 1914) - located at Cedar County Court-
house, Stockton MO; field inspection by Clayton Fraser, 3 June 1991.

40
NRHP non-eligible (typical, rather late example of common structural

type)

Clayton B. Fraser 27 January 1992



Kennedy Ford Bridge

CEDA19

GENERAL DATA

structure no.: 11ONE city/town:

county: Cedar feature Inters.:
cadastral grid:
highway route:
highway distr.:
current owner:

STRUCTURAL DATA

2.5 miles northeast of Stockton
Sac River

S3, T34N, R26W

vacated county road

7

Cedar County

superstructure: steel, 6-panel, pin-connected Pratt through truss
substructure:  steel cylinder piers with solid plate diaphragm

span number: 2 condition:
span length: 100.0° alterations:
total length: 200.00

roadway width: ~ 14.0’ floor/decking :

other features:

HISTORICAL DATA

erection date: 1896
erection cost: $3600.00

poor
bridge closed; deck and stringers removed;
one span removed

removed

upper chord and inclined end post: 2 channels
with cover plate and lacing; lower chord: 2
looped rectangular eyebars; vertical: 2 chan-
nels with lacing (2 looped square eyebars at
hip); diagonal: 2 looped square eyebars;
counter: round eyerod with turnbuckle; lat-
eral bracing: round rod with threaded ends
and turnbuckle; strut: I-beam; portal strut:
A-frame; floor beam: I-beam, U-bolted to
lower chord pins

designer: Wrought Iron Bridge Company, Canton OH
fabricator : ~ Wrought Iron Bridge Company, Canton OH
contractor: ~ Wrought Iron Bridge Company, Canton OH

reterences:  Cedar County Court Record, Book I: page 42 (8 May 1896), page 43
(16 May 1896), page 46 (11 June 1896), page 115 (14 December
1896), page 125 (13 January 1897) - located at Cedar County Court-
house, Stockton MO; field inspection by Clayton Fraser, 3 June 1991.

sign. rating: 33

evaluation:  NRHP non-eligible (poorly preserved example of mainstay structural

type)

inventoried by: Clayton B. Fraser 27 January 1992



® HAER INVENTORY

Missouri Historic Bridge Inventory

NAME(S) OF STRUCTURE DATE(S) OF CONSTRUCTION
Stump Ford Bridge (Cedar Creek Bridge) CEDAO5 1905-06

MHTD: 063000.1

LOCATION USE (ORIGINAL / CURRENT)

County Road 63 over Cedar Creek; S30, T36N, R26W roadway bridge / roadway bridge

2.4 miles southeast of Cedar Springs; Cedar County, Missouri matinG NRHP possibly eligible (score: 51)

CONDITION OWNER

fair Cedar County

span number: 1 superstructure: steel, 4-panel, pin-connected Pratt half-hip pony truss, with 2 steel stringer and 1 steel
span length: 65.0° girder approach spans

total length: 142.0° substructure:  stone abutments with concrete parging; concrete-filled steel cylinder piers; steel pile bent
roadway wdt.: 13.6° piers at approaches

floor/decking:  timber deck over steel stringers

other features: upper chord and inclined end post: 2 channels with cover and batten plates; lower chord:
2 looped rectangular eyebars; vertical: 4 angles with double lacing; diagonal: 2 looped
square eyebars; counter: round eyerod with turnbuckle; lateral bracing: round rod with
threaded ends; floor beam: I-beam, field-bolted to vertical; guardrail: 2 angles; cast
iron hip blocks; endpost-mounted builder’s plate: THE CANTON BRIDGE COMPANY

Located southeast of Cedar Springs, this medium-span truss carries a gravel-surfaced county road, despite the "Bridge Condemned by
County Court" painted on one of its end posts. The structure spans Cedar Creek at a crossing known locally as the Stump Ford, in Cedar
Township. The Stump Ford Bridge was ordered built by the Cedar County Court in the late spring of 1905. That August the county
opened the competitive bids from bridge companies for the Stump Ford Bridge over Cedar Creek and the Owens Mill Bridge [CEDAI11]
and Bakers Mill Bridge over Bear Creek. The Dildine Bridge Company was low bidder for the three structures, but its - and the other
companies’ - bids were rejected, and the projects were re-advertised.  When the second round of bids was received in September, the
Canton Bridge Company, which had built virtually all of the county’s bridges over the previous three years, was the low bidder. The
Ohio-based firm was awarded the contract to fabricate and erect the three trusses for $5555.00, only $85.00 less than Dildine’s earlier
proposal. In November local masons Wolf and Mann were hired to build the stone abutments for the Stump Ford Bridge. They worked
through the winter on the substructure; by the following June the bridge was completed by Canton. Its approach spans were replaced
at some later date, but the original pinned Pratt half-hip pony truss and its tubular piers remain intact.

A subtype of the venerable Pratt pony truss, the Pratt half-hip configuration was marketed extensively by Midwestern bridge companies
in the early 1900s. Its primary advantage as a structural type was that, by eliminating the vertical members at the hip connections, it
was more materially conservant than the standard Pratt. Its disadvantage was that it was generally limited to short-span applications:
typically 30 to 60 feet. But Missouri’s myriad small streams lent themselves to this range, and, as a result, thousands of half-hip trusses

NPS FORM 10-909 Historic American Buildings Survey / Historic American Engineering Record
(4/86) National Park Service, U.S. Department of the Interior, P.O. Box 371 27, Washington, DC 20013-7127




were erected across the state between 1900 and 1920. One of the more prominent proponents of the half-hip design was the Canton
Bridge Company. Around 1900 the Ohio bridge company developed a half-hip standard that featured cast-iron hip blocks and double-
laced verticals, remarkably similar to a design used earlier by another Canton-based firm, the Wrought Iron Bridge Company. The Stump
Ford Bridge typifies this early truss configuration. A well-preserved, relatively early example of its structural type, it is also noteworthy
as an important Cedar County wagon crossing.

NPS FORM 10-909 Historic American Buildings Survey / Historic American Engineering Record
(4/86) National Park Service, U.S. Department of the Interior, P.O. Box 37127, Washington, DC 20013-7127




NAME(S) OF STRUCTURE
Stump Ford Bridge (Cedar Creek Bridge)

’ om
N ' w!b }

LOCATION MAP
TAKEN FROM MISSOURI HIGHWAY AND TRANSPORTATION DEPARTMENT
GENERAL HIGHWAY MAP

SOURCES
Missouri Highway and Transportation Department, Structure Inventory and Appraisal: Structure No. 063000.1; Cedar County Court
Record, Book J: page 631 (7 June 1905); Book K: page 11 (11 August 1905), page 14 (11 August 1905), page 21 (6 September 1905),
page 24 (26 September 1905), page 33 (9 November 1905), page 115 (6 March 1906), page 184 (11 June 1906); Book M: page 279
(12 September 1917), page 280 (13 September 1917) - located at Cedar County Courthouse, Stockton MO; field inspection by Clayton
Fraser, 3 June 1991.

INVENTORIED BY AFFILIATION DATE
Clayton B. Fraser Fraserdesign, Loveland CO 24 January 1992
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HAER INVENTORY

Missouri Historic Bridge Inventory

NAME(S) OF STRUCTURE DATE(S) OF CONSTRUCTION
Metcalf Bridge (Sac River Bridge) CEDAO06 1919

MHTD: 068000.8

LOCATION USE (ORIGINAL / CURRENT)

County Road 68 over Sac River; S31, T36N, R26W roadway bridge / roadway bridge

3.2 miles northwest of Caplinger Mills; Cedar County, Missouri rarnG NRHP possibly eligible (score: 51)

CONDITION OWNER

fair Cedar County

span number: 1 superstructure: steel, 8-panel, pin-connected Parker through truss

span length:  145.0° substructure:  concrete abutments and wingwalls

total length: 146.0° floor/decking: concrete deck over steel stringers

roadway wdt.: 11.0° other features: upper chord and inclined end post: 2 channels with cover plate and lacing; lower chord:

2 punched rectangular eyebars; vertical: 2 channels with lacing (2 angles with batten
plates at hip); diagonal: 2 punched rectangular eyebars; counter: round eyerod with
turnbuckle; lateral bracing: round rod with threaded ends; strut: 4 angles with lacing;
portal strut: steel lattice with knee braces; floor beam: I-beam, field-bolted to vertical;
guardrail: 2 channels

In the summer of 1918 two separate citizens’ groups were lobbying the Cedar County Court for bridges over the Sac River in northeast
Cedar County. The contingent led by L.A. Barnes wanted a structure 3% miles east of Cedar Springs in Cedar Township; W.H. Carter’s
group, on the other hand, wanted a bridge four miles south in Washington Township. The judges visited both sites in August, trying
to reconcile the competing requests. When this failed, the judges in a Solomon-like move located the proposed structure midway between
the two locations, at what was locally called the Metcalf Ford. In November 1918 the county solicited competitive proposals for the
bridge’s construction. On December 30th, contracts to build the abutments and erect the steel truss were awarded to the Pioneer
Construction Company for $11,990.00. Pioneer used a concrete-decked Parker through truss with pinned connections, completing the
structure by August 1919. The Metcalf Bridge has functioned in place since that time in this rural Cedar County crossing, with only minor
substructural repairs as the only alteration of note.

The Metcalf Bridge is historically significant as an important crossing of the Sac River. The bridge is technologically significant as a well-
preserved example of a Pratt truss subtype that has, in Missouri, become somewhat rare. The Parker truss featured verticals in
compression and diagonals in tension in typical Pratt fashion but differed from the more common archetype in its polygonal upper chords.
Gaining widespread acceptance after the turn of the century, Parkers were never as popular as Pratts, because they were used principally
at long-span crossings. Their long-span configuration, pinned connections and narrow roadway widths have made them prey to
subsequent attrition, further dwindling their numbers. Fewer than three dozen pinned Parker trusses remain in place in Missouri today.
With a span of 145 feet and a fabrication date of 1919, the Metcalf Bridge rates among the shortest and latest Parkers. It is nevertheless
a significant transportation-related resource.

NPS FORM 10-909 Historic American Buildings Survey / Historic American Engineering Record
(4/86) National Park Service, U.S. Department of the Interior, P.O. Box 371 27, Washington, DC 20013-7127




NAME(S) OF STRUCTURE
Metcalf Bridge (Sac River Bridge)

PHOTOS AND SKETCH MAP OF LOCATION
A . '

, N
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LOCATION MAP

TAKEN FROM MISSOURI HIGHWAY AND TRANSPORTATION DEPARTMENT
GENERAL HIGHWAY MAP

SOURCES
Missouri Highway and Transportation Department, Structure Inventory and Appraisal: Structure No. 068000.8; Cedar County Court
Record M: page 325 (7 May 1918), page 336 (5 August 1918), page 350 (13 August 1918), page 371 (8 November 1918), page 382
(30 December 1918), page 439 (5 August 1919) - located at Cedar County Courthouse, Stockton MO; field inspection by Clayton Fraser,
3 June 1991

INVENTORIED BY AFFILIATION DATE
Clayton B. Fraser Fraserdesign, Loveland CO 24 January 1992
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HAER INVENTORY

Missouri Historic Bridge Inventory

NAME(S) OF STRUCTURE DATE(S) OF CONSTRUCTION
Caplinger Mill Bridge (Sac River Bridge) CEDAO7 1894-95

MHTD: 095000.1

LOCATION USE (ORIGINAL / CURRENT)
vacated county road over Sac River; S16, T35N, R26W roadway bridge / abandoned

6.7 miles north of Stockton; Cedar County, Missouri mame NRHP eligible (score: 78)

CONDITION OWNER

good Cedar County

span number: 2 superstructure: steel, 8-panel, pin-connected Pratt through truss; steel, 3-panel, pin-connected Pratt deck
span length:  120.0° truss approach span; steel, 5- and 4-panel, pin-connected Pratt pony truss approach spans
total length:  405.0° substructure:  stone abutments; concrete-filled steel cylinder piers; concrete pier between pony trusses
roadway wdt.: 12.0’ floor/decking: timber deck over steel stringers

other features: upper chord and inclined end post: 2 channels with cover plate and lacing; lower chord:
2 looped square eyebars, or 2 punched rectangular eyebars; vertical: 2 channels with
lacing (2 round eyerods at the hip); diagonal: 2 looped square or round eyebars; counter:
round eyerod with turnbuckle; lateral bracing: round rod with threaded ends; strut:-2
angles; portal strut: latticed A-frame with decorative cast-iron cresting; floor beam: I-
beam, field-bolted to vertical; guardrail: 2 angles; portal builder’s plate: 1895 / CHICAGO
BRIDGE Ce

Located in northern Cedar County, the Caplinger Mill was a local landmark and an important wagon crossing of the Sac River in the late
19th century. In May 1894 the county court directed county surveyor F.M. Hackleman to visit the mill to look for the "most practical
point" to build a wagon bridge here. "A public bridge across said river at said point would be of great public utility to the citizens of
Cedar County," Hackleman reported back in June. The county could build either a wire suspension bridge with a 370-foot span, he
stated, or a series of simply supported steel trusses with an aggregate length between 250 and 300 feet, with "good and substantial
approaches easy of ascent and decent [sic]." In August 1894 the county received proposals for the bridge from the Wrought Iron Bridge
Company of Ohio and the Chicago Bridge and Iron Company of Illinois. WIBCo bid $3890.00 to build a suspension bridge, and Chicago
B&I proposed to build a 405-foot iron truss bridge for only ten dollars more. These ridiculously low prices reflected the national
depression occurring at that time. Chicago B&I was awarded the contract to fabricate and erect the trusses. Company president Horace
E. Horton designed the multiple-span structure, which consisted of two 120-foot Pratt through trusses, two Pratt pony trusses and a Pratt
deck truss, supported by steel cylinder piers. Completed in early May 1895, the Caplinger Mill Bridge carried regional traffic until its
later supersedure by State Supplementary Route N. The bridge has since been closed to vehicular traffic and is now maintained by the
county as a pedestrian crossing and fishing platform.

NPS FORM 10-909 Historic American Buildings Survey / Historic American Engineering Record
(4/88) National Park Service, U.S. Department of the Interior, P.O. Box 371 27, Washington, DC 20013-7127




The oldest documented wagon bridge in Cedar County, the Caplinger Mill Bridge is historically significant as an intact remnant of early
transportation. As a strategically placed crossing over a major river, the bridge has played an important role in the development of
regional transportation networks. An outstanding, multiple-span truss, the Caplinger Mill Bridge typifies the proclivity among Missouri’s
counties in the late 19th century for pin-connected truss construction. The bridge is further distinguished technologically by its deck truss
(the only one of its kind in the state), multiple pony and through truss spans, its long overall length and by its excellent state of
preservation. The Caplinger Mill Bridge is one of Missouri’s most important early trusses.

NPS FORM 10-909 Historic American Buildings Survey / Historic American Engineering Record
(4/86) National Park Service, U.S. Department of the Interior, P.O. Box 37127, Washington, DC 20013-7127




NAME(S) OF STRUCTURE
Caplinger Mill Bridge (Sac River Bridge)
PHOTOS AND SKETCH MAP OF LOCATION
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LOCATION MAP

TAKEN FROM MISSOURI HIGHWAY AND TRANSPORTATION DEPARTMENT
GENERAL HIGHWAY MAP

SOURCES

Missouri Highway and Transportation Department, Structure Inventory and Appraisal: Structure No. 095000.1; Cedar County Court

Record H: page 219 (12 May 1894), page 257 (8 June 1894), pages 284-85 (10 August 1894), page 447 (7 March 1895), page 455
(11 May 1895) - located at Cedar County Courthouse, Stockton MO, field inspection by Clayton Fraser, 3 June 1991.

INVENTORIED BY AFFILIATION DATE

Clayton B. Fraser Fraserdesign, Loveland CO 24 January 1992




NAME(S) OF STRUCTURE
Owens Mill Bridge (Bear Creek Bridge)

PHOTOS AND SKETCH MAP OF LOCATION
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TAKEN FROM MISSOURI HIGHWAY AND TRANSPORTATION DEPARTMENT
GENERAL HIGHWAY MAP

SOURCES
Missouri Highway and Transportation Department, Structure Inventory and Appraisal: Structure No. 244000.3; Cedar County Court
Record, Book J: page 631 (7 June 1905); Book K: page 11 (11 August 1905), page 14 (11 August 1905), page 21 (6 September 1905),
page 24 (26 September 1905), page 33 (9 November 1905), page 115 (6 March 1906), page 184 (11 June 1906); Book L: page 551
(5 February 1914) - located at Cedar County Courthouse, Stockton MO; Standard Atlas of Cedar County, Missouri (Chicago: George
A. Ogle and Company, 1908), page 23; field inspection by Clayton Fraser, 3 June 1991.

INVENTORIED BY AFFILIATION DATE
Clayton B. Fraser Fraserdesign, Loveland CO 24 January 1992




HAER INVENTORY

Missouri Historic Bridge Inventory

NAME(S) OF STRUCTURE DATE(S) OF CONSTRUCTION
Owens Mill Bridge CEDA11 1906

MHTD: 244000.3

LOCATION USE (ORIGINAL / CURRENT)

County Road 244 over Bear Creek; S2, T34N, R26W roadway bridge / roadway bridge

3.1 miles east of Stockton; Cedar County, Missouri mamna NRHP non-eligible (score: 43)

CONDITION OWNER
good Cedar County

span number: 1 superstructure: steel, 7-panel, pin-connected Pratt through truss

span length: 110.0° substructure:  stone abutments and wingwalls

total length:  110.0° floor/decking: timber deck over steel stringers

roadway wdt.: 13.6’ other features: upper chord and inclined end post: 2 channels with cover plate and lacing; lower chord:

2 looped square or rectangular eyebars; vertical: 2 channels with lacing; hip vertical:
1 looped square eyebar; diagonal: 2 looped rectangular eyebars; counter: 1 round eyerod
with turnbuckle; lateral bracing: round rod with threaded ends; strut: 2 angles with
continuous plate; portal strut: A-frame with decorative cross-laced portal cresting; floor
beam: I-beam, field-bolted to vertical; guardrail: 2 angles

In June 1905 the Cedar County Court ordered the construction of three steel bridges - a span over Cedar Creek [CEDAOS], a span over
Bear Creek at Bakers Mill, and this short-span through truss over Bear Creek at Owens Mill. The Owens Mill Bridge would carry the
Stockton - Humansville Public Road some three miles east of Stockton, in Linn Township. In August the county opened the competitive
bids from bridge companies for the three structures. The Dildine Bridge Company was low bidder, but its - and the other companies’ -
bids were rejected, and the projects were re-advertised. When the second round of bids was received in September, the Canton Bridge
Company, which had built virtually all of the county’s bridges over the previous three years, was the low bidder. The Ohio-based firm
was awarded the contract to fabricate and erect the three trusses for $5555.00, only $85.00 less than Dildine’s earlier proposal. In
November local masons Wolf and Mann were hired to build the stone abutments for the Owens Mill Bridge. They worked through the
winter on the substructure; by the following June the bridge was completed by Canton. It has functioned in place since that time, in
unaltered condition. The Owens Mill Bridge is a well-preserved, representative example of a mainstay structural type for Missouri - the
pinned Pratt through truss.

NPS FORM 10-909 Historic American Buildings Survey / Historic American Engineering Record
(4/86) National Park Service, U.S. Department of the Interior, P.O. Box 37127, Washington, DC 20013-7127
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Missouri Historic Bridge Inventory

NAME(S) OF STRUCTURE DATE(S) OF CONSTRUCTION
Edsall Ford Bridge CEDA12 1911

MHTD: 250001.7

LOCATION USE (ORIGINAL / CURRENT)

County Road 250 over Cedar Creek; S9, T34N, R27W roadway bridge / roadway bridge

5.5 miles west of Stockton; Cedar County, Missouri rane NRHP non-eligible (score: 46)

CONDITION OWNER
good Cedar County

span number: 1 superstructure: steel, 7-panel, pin-connected Pratt through truss

span length:  120.0° substructure:  concrete abutments and wingwalls

total length: 122.0° floor/decking: timber deck over steel stringers

roadway wdt.: 11.7 other features: upper chord and inclined end post: 2 channels with cover plate and lacing; lower chord:

2 looped rectangular eyebars; vertical: 2 channels with lacing; diagonal: 2 looped
rectangular eyebars; counter: 1 round eyerod with turnbuckle; lateral bracing: round
rod with threaded ends; strut: 2 angles with continuous plate; portal strut: A-frame with
decorative cross-laced portal cresting; floor beam: [-beam, field-bolted to vertical;
guardrail: lattice; portal builder’s plate: 1911 / THE CANTON BRIDGE C° / CANTON
OHIO

In May 1906 Cedar County Surveyor F.M. Hackleman reported to the county court that the wooden deck on the Edsall Ford wire
suspension bridge was "badly rotted, worn and broken." The court ordered the structure condemned as dangerous but then waited five
years before acting to replace it. In May 1911 the court ordered the county engineer to solicit competitive bids for a replacement
structure. Proposals were received a month later from the Kansas City Bridge Company, the Missouri Bridge and Iron Company, the
Wichita Construction Company, the Massillon Bridge and Iron Works and the Canton Bridge Company. "The plans submitted by the
Canton Bridge Company are the most practible [sic]," the county clerk recorded, as the court awarded the contract to fabricate and erect
a medium-span Pratt truss here for $3602.00. Canton used steel components rolled in Pittsburgh by Cambria to fabricate the truss,
erecting it on concrete abutments by November 1911. It has functioned in place since that time, in unaltered condition. The Edsall Ford
Bridge is a well-preserved example of what was a mainstay structural type in the state - the pin-connected Pratt through truss.

NPS FORM 10-909 Historic American Buildings Survey / Historic American Engineering Record
(4/86) National Park Service, U.S. Department of the Interior, P.O. Box 37127, Washington, DC 20013-7127




NAME(S) OF STRUCTURE
Edsall Ford Bridge (Cedar Creek Bridge)

AND SKETCH MAP OF LOCATION
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LOCATION MAP

TAKEN FROM MISSOURI HIGHWAY AND TRANSPORTATION DEPARTMENT
GENERAL HIGHWAY MAF

SOURCES
Missouri Highway and Transportation Department, Structure Inventory and Appraisal: Structure No. 250001.7; Cedar County Court

Record, Book K: page 152 (12 May 1906), page 186 (12 June 1906); Book L: page 261 (18 May 1911), page 266 (9 June 1911), page
309 (9 November 1911), page 323 (19 January 1912) - located at Cedar County Courthouse, Stockton MO; field inspection by Clayton

Fraser, 3 June 1991.

INVENTORIED BY AFFILIATION DATE
Clayton B. Fraser Fraserdesign, Loveland CO 24 January 1992
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Missouri Historic Bridge Inventory

NAME(S) OF STRUCTURE DATE(S) OF CONSTRUCTION
Kennedy Ford Bridge CEDA19 1896

MHTD: none

LOCATION USE (ORIGINAL / CURRENT)
vacated county road over Sac River; S3, T34N, R26W roadway bridge / abandoned

2.5 miles northeast of Stockton; Cedar County, Missouri raiNe NRHP non-eligible (score: 33)

CONDITION OWNER
poor Cedar County

span number: 2 superstructure: steel, 6-panel, pin-connected Pratt through truss

span length:  100.0’ substructure:  steel cylinder piers with solid plate diaphragm

total length:  200.0° floor/decking: removed

roadway wdt.: ~14.0° other features: upper chord and inclined end post: 2 channels with cover plate and lacing; lower chord:

2 looped rectangular eyebars; vertical: 2 channels with lacing (2 looped square eyebars
at hip); diagonal: 2 looped square eyebars; counter: round eyerod with turnbuckle;
lateral bracing: round rod with threaded ends and turnbuckle ; strut: [-beam; portal strut:
A-frame; floor beam: I-beam, U-bolted to lower chord pins

On May 8, 1896, Cedar County surveyor F.M. Hackleman was ordered by the county court to prepare an estimate for a new iron truss
or suspension bridge at the location of the Kennedy Ford on the Sac River. One week later Hackleman reported that an iron truss bridge
would cost the county about $3500.00, and a suspension structure would cost around $3000.00. Eager to see the idea come to fruition,
local citizens offered a $1200.00 subscription for the project. In June a $3600.00 contract was awarded to the Wrought Iron Bridge
Company of Canton, Ohio, to fabricate and erect the two-span truss. The Kennedy Ford Bridge was completed by December 1896 and
carried rural Cedar County traffic for several decades. The structure is currently closed and has apparently been abandoned for many
years. Today one of the original pinned Pratt through trusses is gone, perhaps the victim of flooding, and the timber deck and stringers
have all been removed. Standing skeletally high over the river, the Kennedy Ford Bridge typifies pinned Pratt truss construction in the
late 19th century.

NPS FORM 10-909 Historic American Buildings Survey / Historic American Engineering Record
(a/86) National Park Service, U.S. Department of the Interior, P.O. Box 37127, Washington, DC 20013-7127




NAME(S) OF STRUCTURE
Kennedy Ford Bridge (Sac River Bridge)

PHOTOS AND SKETCH MAP OF LOCATION
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TAKEN FROM MISSOURI HIGHWAY AND TRANSPORTATION DEPARTMENT
GENERAL HIGHWAY MAP

SOURCES
Cedar County Court Record, Book I: page 42 (8 May 1896), page 43 (16 May 1896), page 46 (11 June 1896), page 115 (14 December

1896), page 125 (13 January 1897) - located at Cedar County Courthouse, Stockton MO; field inspection by Clayton Fraser, 3 June
1991.

INVENTORIED BY AFFILIATION DATE
Clayton B. Fraser Fraserdesign, Loveland CO 24 January 1992
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